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(54) Abstract Title: Plastically deforming and radially expanding an expandable tubular member 

(57) Apparatus 300 is inserted into a tubular member 120 which causes an upper end 120b of the tubular 
member to impact collets and compress springs so as to apply axial biasing forces to a split ring collar 
330 and expansion cone segments 325. The segments 325 are thus maintained in a position that is less 
than the inside diameter of the tubular member 120. Also an axial biasing force is applied to a tubular 
sleeve to prevent it from covering a radial passage 315d in a tubular support member 315. Thus, fluids 
within the interior 315a of the tubular support member 315 may pass through the radial passage 315d into 
the annulus between the apparatus 300 and the tubular member 120 thereby preventing over 
pressurization of the annulus. After positioning the apparatus 300 beyond lower end 120c of the tubular 
member 120. the apparatus is then repositioned partially back within the tubular member 120. During the 
re-insertion, the lower end 120c of the tubular member impacts the collets and compresses the springs to 
seal off the radial passage 315d and drive the expansion cone segments 325 up expansion cone support 
body 315i. An upward axial force is then applied to the tubular support member 315 to radially expand 
and plastically deform the tubular member 120. 
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ADJUSTABLE EXPANSION CONE ASSEMBLY 
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Background of the Invention 

This invention relates generally to wellbore casings, and in particular to wellbore 
casings that are formed using expandable tubing. 

Conventionally, when a wellbore is created, a number of casings are installed in 
the borehole to prevent collapse of the borehole wall and to prevent undesired outflow 
of drilling fluid into the formation or inflow of fluid from the formation into the borehole. 
The borehole is drilled in intervals whereby a casing which is to be installed in a lower 
borehole interval is lowered through a previously installed casing of an upper borehole 
interval. As a consequence of this procedure the casing of the lower interval is of _ 
smaller diameter than the casing of the upper interval. Thus, the casings are in a 
nested arrangement with casing diameters decreasing in downward direction. Cement 
annuli are provided between the outer surfaces of the casings and the borehole wall to 
seal the casings from the borehole wall. As a consequence of this nested arrangement 
a relatively large borehole diameter is required at the upper part of the wellbore. Such 
a large borehole diameter involves increased costs due to heavy casing handling 
equipment, large drill bits and increased volumes of drilling fluid and drill cuttings. 
Moreover, increased drilling rig time is involved due to required cement pumping, 
cement hardening, required equipment changes due to large variations in hole 
diameters drilled in the course of the well, and the large volume of cuttings drilled and 
removed. 

The present invention is directed to overcoming one or more of the limitations of 
the existing procedures for forming new sections of casing in a wellbore. 

Summary of the Invention 

According to one aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first lug coupled 
to and extending from the first tubular support body in the radial direction, a second lug 
coupled to and extending from the first tubular support body in the radial direction, and 
an expansion cone support body coupled to the first tubular support body. The 
expansion cone support body includes an N-sided tapered tubular support member, 
wherein each side of the multi-sided tapered tubular support member defines a T- 
shaped slot. N expansion cone segments are movably coupled to the expansion cone 
support body, each including an expansion cone segment body including arcuate 
conical outer surfaces, a first T-shaped retaining member coupled to the expansion 
cone segment body for movably coupling the expansion cone segment body to a 
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second T-shaped retaining member coupled to the expansion cone segment body. A 
split ring collar assembly is movably coupled to the exterior of the tubular support 
member that includes a second tubular support body defining N T-shaped slots for 
movably receiving corresponding ones of the second T-shaped retaining members of 
the expansion cone segments, and an L-shaped retaining member coupled to the 
second tubular support body. A first drag block assembly is movably coupled to the 
tubular support member that includes a first drag block body defining a slot for 
receiving and mating with the L-shaped retaining member of the split ring collar, and a 
first J-shaped slot for receiving the first lug, and one or more first drag blocks coupled . 
to the first drag block body. A second drag block assembly is movably coupled to the 
tubular support member that includes a second drag block body defining a second J- 
shaped slot for receiving the second lug, and one or more second drag blocks coupled 
to the second drag block body. First and second packer cups are coupled to the 
tubular support member between the first and second drag block assemblies. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first flange 
coupled to the first tubular support body, a second flange coupled to the first tubular 
support body, a first tapered flange coupled to the first tubular support body, a second 
tapered flange coupled to the first tubular support body, and an expansion cone 
support body coupled to the first tubular support body. The expansion cone support 
body includes an N-sided tapered tubular support member, wherein each side of the 
multi-sided tapered tubular support member defines a T-shaped slot. N expansion 
cone segments are movably coupled to the expansion cone support body, each 
including an expansion cone segment body including arcuate conical outer surfaces, a 
first T-shaped retaining member coupled to the expansion cone segment body for 
movably coupling the expansion cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body, and a second T-shaped retaining 
member coupled to the expansion cone segment body. A split ring collar is movably 
coupled to the exterior of the tubular support member that includes a second tubular 
support body that defines N T-shaped slots for movably receiving corresponding ones 
of the second T-shaped retaining members of the expansion cone segments, and an L- 
shaped retaining member coupled to the second tubular support body. A first collet 
assembly is movably coupled to the tubular support member that includes a first tubular 
sleeve that defines a slot for receiving and mating with the L-shaped retaining member 
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passage, a first spring received within the first counterbore, a first retaining ring 
received within the first counterbore, a first load transfer pin coupled to the first 
retaining ring and extending through the first radial passage, a second tubular sleeve 
coupled to the first load transfer pin, a first resilient collet coupled to the second tubular 
sleeve and positioned above the first tapered flange, and a third tubular sleeve coupled 
to the first resilient collet. A second collet assembly is movably coupled to the tubular 
support member that includes a fourth tubular sleeve that defines a second 
counterbore for receiving the second flange, and a second radial passage, a second 
spring received within the second counterbore, a second retaining ring received within 
the second counterbore, a second load transfer pin coupled to the second retaining 
ring and extending through the second radial passage, a fifth tubular sleeve coupled to 
the second load transfer pin, a second resilient collet coupled to the fifth tubular sleeve 
and positioned above the second tapered flange, and a sixth tubular sleeve coupled to 
the second resilient collet. First and second packer cups coupled to the tubular support 
member between the first and second collet assemblies. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first radial 
passage defined in the first tubular support body fluidicly coupled to the longitudinal 
passage, a first flange coupled to the first tubular support body, a second flange 
coupled to the first tubular support body, a first tapered flange coupled to the first 
tubular support body, a second tapered flange coupled to the first tubular support body, 
and an expansion cone support body coupled to the first tubular support body. The 
expansion cone support body includes an N-sided tapered tubular support member, 
wherein each side of the multi-sided tapered tubular support member defines a T- 
shaped slot. N expansion cone segments are movably coupled to the expansion cone 
support body, each including an expansion cone segment body including arcuate 
conical outer surfaces, a first T-shaped retaining member coupled to the expansion 
cone segment body for movably coupling the expansion cone segment body to a 
corresponding one of the T-shaped slots of the expansion cone support body, and a 
second T-shaped retaining member coupled to the expansion cone segment body. A 
split ring collar is movably coupled to the exterior of the tubular support member that 
includes a second tubular support body that defines N T-shaped slots for movably 
receiving corresponding ones of the second T-shaped retaining members of the 
expansion cone segments, and an L-shaped retaining member coupled to the second 
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member that includes a first tubular sleeve that defines a slot for receiving and mating 
with the L-shaped retaining member of the split ring collar, a first counterbore for 
receiving the first flange, and a second radial passage, a first spring received within the 
first counterbore, a first retaining ring received within the first counterbore, a first load 
5 transfer pin coupled to the first retaining ring and extending through the second radial 
passage, and a second tubular sleeve coupled to the first load transfer pin that defines 
a second counterbore for receiving the first tubular sleeve, a first resilient dog coupled 
to the second tubular sleeve and positioned adjacent to the first tapered flange. A 
second dog assembly is movably coupled to the tubular support member that includes 

10 a third tubular sleeve that defines a second counterbore for receiving the second 

flange, a third radial passage, and a fourth radial passage fluidicly coupled to the first 
radial passage, a second spring received within the second counterbore, a second 
retaining ring received within the second counterbore, a second load transfer pin 
coupled to the second retaining ring and extending through the third radial passage, a 

1 5 fourth tubular sleeve coupled to the second load transfer pin, and a second resilient 
dog coupled to the fourth tubular sleeve and positioned adjacent to the second tapered 
flange. First and second packer cups are coupled to the tubular support member 
between the first and second dog assemblies. 

According to another aspect of the present invention, an apparatus for radially 

20 expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage including a throat 
passage, a first radial passage defined in the first tubular support body fluidicly coupled 
to the longitudinal passage, a first flange coupled to the first tubular support body, a 
second flange coupled to the first tubular support body that defines a second radial 

25 passage defined in the second flange fluidicly coupled to the longitudinal passage, a 
tapered flange coupled to the first tubular support body, and an expansion cone 
support body coupled to the first tubular support body. The expansion cone support 
body includes an N-sided tapered tubular support member, wherein each side of the 
multi-sided tapered tubular support member defines a T-shaped slot. N expansion 

30 cone segments are movably coupled to the expansion cone support body, each 

including an expansion cone segment body including arcuate conical outer surfaces, a 
first T-shaped retaining member coupled to the expansion cone segment body for 
movably coupling the expansion cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body, and a second T-shaped retaining 

35 member coupled to the expansion cone segment body. A split ring collar is movably 



support body that defines N T-shaped slots for movably receiving corresponding ones 
of the second T-shaped retaining members of the expansion cone segments, and an L- 
shaped retaining member coupled to the second tubular support body. A dog 
assembly is movably coupled to the tubular support member that includes a first tubular 
5 sleeve that defines a slot for receiving and mating with the L-shaped retaining member 
of the split ring collar, a first counterbore for receiving the first flange, and a third radial 
passage, a spring received within the first counterbore, a retaining ring received within 
the first counterbore, a load transfer pin coupled to the retaining ring and extending 
through the third radial passage, a second tubular sleeve coupled to the first load 
1 0 transfer pin that defines a first counterbore for receiving the first tubular sleeve, a 
second counterbore for receiving and mating with the tapered flange, and includes a 
third flange that defines a third counterbore for receiving the second flange, a fourth 
counterbore for receiving the second flange, and a fourth radial passage, and a 
resilient dog coupled to the second tubular sleeve and positioned adjacent to the 
15 tapered flange. First and second packer cups are coupled to the tubular support 
member between the resilient dog and the third flange. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member that includes a 
tubular support body and an expansion cone support body coupled to the tubular 
20 support body. The expansion cone support body includes an N-sided tapered tubular 
support member, wherein each side of the multi-sided tapered tubular support member 
defines a T-shaped slot. N expansion cone segments are movably coupled to the 
expansion cone support body, each including an expansion cone segment body 
including arcuate conical outer surfaces, a first T-shaped retaining member coupled to 
25 the expansion cone segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the expansion cone support 
body, and a second T-shaped retaining member coupled to the expansion cone 
segment body. A split ring collar is movably coupled to the exterior of the tubular 
support member that includes a second tubular support body that defines N T-shaped 
30 slots for movably receiving corresponding ones of the second T-shaped retaining 
members of the expansion cone segments, and an L-shaped retaining member 
coupled to the second tubular support body. A tubular actuating sleeve is movably 
coupled to the tubular support member that includes a third tubular support body that 
defines a slot for receiving and mating with the L-shaped retaining member of the split 
35 ring collar. 
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According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member that includes a first 
tubular support body, and an expansion cone support body coupled to the tubular 
support body. The expansion cone support body includes a tapered tubular support 
5 member defining N stepped slots. An expansion cone assembly is movably coupled to 
the tubular support member that includes a second tubular support body movably 
coupled to the first tubular support body defining an L-shaped slot, and N expansion 
cone segments extending from the second tubular support member. Each expansion 
cone segment includes a resilient collet coupled to the second tubular support member, 

10 an expansion cone segment body coupled to the resilient collet including arcuate 
conical outer surfaces, and a retaining member coupled to the expansion cone 
segment body for movably coupling the expansion cone segment body to a 
corresponding one of the stepped slots of the expansion cone support body. A split 
ring collar is movably coupled to the exterior of the tubular support member that 

15 includes a third tubular support body, a first L-shaped retaining member coupled to the 
third tubular support body for mating with the L-shaped slot of the second tubular 
support body of the expansion cone assembly, and a second L-shaped retaining 
member coupled to the third tubular body. A tubular actuating sleeve is movably 
coupled to the tubular support member that includes a third tubular support body that 

20 defines a slot for receiving and mating With the second L-shaped retaining member of 
the split ring collar. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member that includes a first 
tubular support body, and an expansion cone support body coupled to the tubular 

25 support body. The expansion cone support body includes a tapered tubular support 
member defining N slots. An expansion cone assembly is movably coupled to the 
tubular support member that includes a second tubular support body movably coupled 
to the first tubular support body defining an L-shaped slot, and N expansion cone 
segments extending from the second tubular support member. Each expansion cone 

30 segment includes a resilient collet coupled to the second tubular support member, an 
expansion cone segment body coupled to the resilient collet including arcuate conical 
outer surfaces, and a retaining member coupled to the expansion cone segment body 
for movably coupling the expansion cone segment body to a corresponding one of the 
slots of the expansion cone support body. A split ring collar is movably coupled to the 

35 exterior of the tubular support member that includes a third tubular support body, a first 
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the L-shaped slot of the second tubular support body, and a second L-shaped retaining 
member coupled to the third tubular support body. A tubular actuating sleeve is 
movably coupled to the tubular support member that includes a third tubular support 
body that defines a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member that includes a first 
tubular support body, and an expansion cone support body coupled to the tubular 
support body, the expansion cone support body includes a tapered tubular support 
member defining N slots. An expansion cone assembly is movably coupled to the 
tubular support member that includes a second tubular support body movably coupled 
to the first tubular support body defining an L-shaped slot, N/2 first expansion cone 
segments extending from the second tubular support member, and N/2 second 
expansion cone segments extending from the second tubular member. Each first 
expansion cone segment includes a first resilient collet coupled to the second tubular 
support member, a first expansion cone segment body coupled to the resilient collet 
including arcuate conical outer surfaces, and a first retaining member coupled to the 
expansion cone segment body for movably coupling the expansion cone segment body 
to a corresponding one of the slots of the expansion cone support body. Each second 
expansion cone segment includes a second resilient collet coupled to the second 
tubular support member, a second expansion cone segment body coupled to the 
resilient collet including arcuate conical outer surfaces, and a second retaining member 
coupled to the expansion cone segment body for movably coupling the expansion cone 
segment body to a corresponding one of the slots of the expansion cone support body. 
The second expansion cone segments overlap and are interleaved with the first 
expansion cone segments. A split ring collar is movably coupled to the exterior of the 
tubular support member that includes a third tubular support body, a first L-shaped 
retaining member coupled to the third tubular support body for mating with L-shaped 
slot of the second tubular support body, and a second L-shaped retaining member 
coupled to the third tubular support body. A tubular actuating sleeve is movably 
coupled to the tubular support member that includes a third tubular support body that 
defines a slot for receiving and mating with the second L-shaped retaining member of 
the split ring collar. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member that includes a first 
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support body. The expansion cone support body includes an N-sided tapered tubular 
support member, wherein each side of the multi-sided tapered tubular support member 
defines a T-shaped slot. N/2 first expansion cone segments are movably coupled to 
the expansion cone support body, each including a first expansion cone segment body 
5 including arcuate conical outer surfaces, a first T-shaped retaining member coupled to 
the first expansion cone segment body for movably coupling the first expansion cone 
segment body to a corresponding one of the T-shaped slots of the expansion cone 
support body, and a second T-shaped retaining member coupled to the first expansion 
cone segment body. N/2 second expansion cone segments are also movably coupled 

10 to the expansion cone support body, each including a second expansion cone segment 
body including arcuate conical outer surfaces, a third T-shaped retaining member 
coupled to the second expansion cone segment body for movably coupling the second 
expansion cone segment body to a corresponding one of the T-shaped slots of the 
expansion cone support body, and a fourth T-shaped retaining member coupled to the 

15 expansion cone segment body. The first and second expansion cone segments are 
interleaved. The first expansion cone segment bodies are complementary shaped with 
respect to the second expansion cone segment bodies. A split ring collar assembly is 
movably coupled to the exterior of the tubular support member that includes a second 
tubular support body that defines N T-shaped slots for movably receiving 

20 corresponding ones of the second and fourth T-shaped retaining members of the 
interleaved first and second expansion cone segments, and an L-shaped retaining 
member coupled to the second tubular support body. A tubular actuating sleeve 
movably coupled to the tubular support member that includes a third tubular support 
body that defines a slot for receiving and mating with the L-shaped retaining member of 

25 the split ring collar. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first lug coupled 
to and extending from the first tubular support body in the radial direction, and a 

30 second lug coupled to and extending from the first tubular support body in the radial 
direction. An adjustable expansion cone assembly is movably coupled to the tubular 
support member. A first drag block assembly is movably coupled to the tubular support 
member that includes a first drag block body coupled to the adjustable expansion cone 
assembly that defines: a first J-shaped slot for receiving the first lug, and one or more 

35 first drag blocks coupled to the first drag block body. A second drag block assembly is 
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movably coupled to the tubular support member that includes a second drag block 
body that defines: a second J-shaped slot for receiving the second lug, and 
one or more second drag blocks coupled to the second drag block body. First and 
second packer cups are coupled to the tubular support member between the first and 
second drag block assemblies. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first flange 
coupled to the first tubular support body, a second flange coupled to the first tubular 

support body, a first tapered flange coupled to the first tubular support body, and a 
second tapered flange coupled to the first tubular support body. An adjustable 
expansion cone assembly is movably coupled to the tubular support member. A first 
collet assembly is movably coupled to the tubular support member that includes a first 
tubular sleeve coupled to the adjustable expansion cone assembly and defines a first 
1 5 counterbore for receiving the first flange, and a first radial passage, a first spring 
received within the first counterbore. a first retaining ring received within the first 
counterbore. a first load transfer pin coupled to the first retaining ring and extending 
through the first radial passage, a second tubular sleeve coupled to the first load 
transfer pin. a first resilient collet coupled to the second tubular sleeve and positioned 
20 above the first tapered flange, and a third tubular sleeve coupled to the first resilient 
collet. A second collet assembly is movably coupled to the tubular support member 
that includes a fourth tubular sleeve that defines: a second counterbore for receiving 
the second flange, and a second radial passage, a second spring received within the 
second counterbore, a second retaining ring received within the second counterbore. a 
25 second load transfer pin coupled to the second retaining ring and extending through 
the second radial passage, a fifth tubular sleeve coupled to the second load transfer 
pin. a second resilient collet coupled to the fifth tubular sleeve and positioned above 
the second tapered flange, and a sixth tubular sleeve coupled to the second resilient 
collet. First and second packer cups are coupled to the tubular support member 
30 between the first and second collet assemblies. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage, a first radial 
passage defined in the first tubular support body fluidicly coupled to the longitudinal 
35 passage, a first flange coupled to the first tubular support body, a second flange 
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tubular support body, and a second tapered flange coupled to the first tubular support 
body. An adjustable expansion cone assembly is movably coupled to the tubular 
support member. A first dog assembly is movably coupled to the tubular support 
member that includes a first tubular sleeve coupled to the adjustable expansion cone 
5 assembly that defines: a first counterbore for receiving the first flange, and a second 
radial passage, a first spring received within the first counterbore, a first retaining ring 
received within the first counterbore, a first load transfer pin coupled to the first 
retaining ring and extending through the second radial passage, a second tubular 
sleeve coupled to the first load transfer pin that defines: a second counterbore for 

10 receiving the first tubular sleeve, a first resilient dog coupled to the second tubular 
sleeve and positioned adjacent to the first tapered flange. A second dog assembly is 
movably coupled to the tubular support member that includes a third tubular sleeve that 
defines a second counterbore for receiving the second flange; 
a third radial passage, and a fourth radial passage fluidicly coupled to the first radial 

15 passage, a second spring received within the second counterbore, a second retaining 
ring received within the second counterbore, a second load transfer pin coupled to the 
second retaining ring and extending through the third radial passage, a fourth tubular 
sleeve coupled to the second load transfer pin, a second resilient dog coupled to the 
fourth tubular sleeve and positioned adjacent to the second tapered flange. First and 

20 second packer cups are coupled to the tubular support member between the first and 
second dog assemblies. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member that 
includes a first tubular support body defining a longitudinal passage including a throat 

25 passage, a first radial passage defined in the first tubular support body fluidicly coupled 
to the longitudinal passage, a first flange coupled to the first tubular support body, and 
a second flange coupled to the first tubular support body that defines: a second radial 
passage defined in the second flange fluidicly coupled to the longitudinal passage. An 
adjustable expansion cone assembly is movably coupled to the tubular support 

30 member. A dog assembly is movably coupled to the tubular support member that 

includes a first tubular sleeve coupled to the adjustable expansion cone assembly that 
defines a first counterbore for receiving the first flange, and a third radial passage, a 
spring received within the first counterbore, a retaining ring received within the first 
counterbore, a load transfer pin coupled to the retaining ring and extending through the 
35 third radial passage, a second tubular sleeve coupled to the first load transfer pin that 
defines: a first counterbore for receivina the first tnhuiar siw»uo a cornnH m..nwkAr/> 
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for receiving and mating with the tapered flange, and includes a third flange that 
defines a third counterbore for receiving the second flange, a fourth counterbore for 
receiving the second flange, and a fourth radial passage, and a resilient dog coupled to 
the second tubular sleeve and positioned adjacent to the tapered flange. First and 
5 second packer cups are coupled to the tubular support member between the resilient 

dog and the third flange. 

According to another aspect of the present invention, an apparatus for radially 
expanding a tubular member is provided that includes a tubular support member, an 
adjustable expansion cone assembly movably coupled to the tubular support member. 

10 and means for adjusting the adjustable expansion cone assembly. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a tubular support member. An adjustable 
expansion cone is movably coupled to the tubular support member that includes a 
plurality of expansion cone segments, and means for guiding the expansion cone 

15 segments on the tubular support member. The assembly further includes means for 

adjusting the adjustable expansion cone. 

According to another aspect of the present invention, a method of operating an 
adjustable expansion cone assembly including a plurality of expansion cone segments 
is provided that includes guiding the expansion cone segments on a tapered body, and 
20 controilably displacing the expansion cone segments along the tapered body. 

According to another aspect of the present invention, a method of operating an 
adjustable expansion cone assembly including a plurality of expansion cone segments 
is provided that includes guiding the expansion cone segments on a multi-sided 
tapered body, interlocking the expansion cone segments, and controilably displacing 
25 the expansion cone segments along the tapered body. 

According to another aspect of the present invention, a method of operating an 
adjustable expansion cone assembly including a plurality of expansion cone segments 
is provided that includes resiliently guiding the expansion cone segments on a multi- 
sided tapered body, guiding each of the expansion cone segments on opposite sides in 
30 the circumferential direction, interlocking the expansion cone segments, and 
controilably displacing the expansion cone segments along the tapered body. 

According to another aspect of the present invention, a method of operating an 
adjustable expansion cone assembly including a plurality of expansion cone segments 
is provided that includes dividing the expansion cone segments into first and second 
35 groups of expansion cone segments, interleaving the first and second groups of 
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segments, resiliently guiding the expansion cone segments on a multi-sided tapered 
body, guiding each of the expansion cone segments on opposite sides in the 
circumferential direction, and controllably displacing the expansion cone segments 

along the tapered body. 

According to another aspect of the present invention, a method of operating an 
adjustable expansion cone assembly including a plurality of expansion cone segments 
is provided that includes dividing the expansion cone segments into first and second 
groups of expansion cone segments, interleaving the first and second groups of 
expansion cone segments, guiding the expansion cone segments on a multi-sided 
tapered body, and controllably displacing the expansion cone segments along the 
tapered body while also relatively displacing the first and second groups of expansion 
cone segments in opposite directions. 

According to another aspect of the present invention, a method of plastically 
deforming and radially expanding an expandable tubular member using an apparatus 
including a tubular support member, an adjustable expansion cone assembly movably 
coupled to the tubular support member, and an actuator movably coupled to the tubular 
support member for adjusting the adjustable expansion cone assembly, is provided that 
includes coupling a first end of the expandable tubular member to a tubular structure, 
locking the actuator to the tubular support member of the apparatus, inserting the 
apparatus into the first end of the expandable tubular member, moving the actuator and 
the adjustable expansion cone assembly of the apparatus out of the second end of the 
expandable tubular member, reinserting the actuator of the apparatus into the second 
end of the expandable tubular member, unlocking the actuator from the tubular support 
member of the apparatus, rotating the actuator relative to the tubular support member 
of the apparatus, and increasing the outside diameter of the adjustable expansion cone 
assembly by moving the tubular support member relative to the actuator, the adjustable 
expansion cone assembly and the expandable tubular member, and plastically 
deforming and radially expanding the expandable tubular member by moving the 
adjustable expansion cone assembly through the expandable tubular member. 

According to another aspect of the present invention, a method of plastically 
deforming and radially expanding an expandable tubular member using an apparatus 
including a tubular support member, an adjustable expansion cone assembly movably 
coupled to the tubular support member, and an actuator movably coupled to the tubular 
support member for adjusting the adjustable expansion cone assembly, is provided that 
includes coupling a first end of the expandable tubular member to a tubular structure, 
. 4i ;r%^ ik q fire* onn 1 of tho QYnanHahl* tubular member in a first 
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direction, displacing the actuator of the apparatus in a second direction opposite to the 
first direction, applying a resilient biasing force to the adjustable expansion cone 
assembly in the second direction, moving the actuator and the adjustable expansion 
cone assembly of the apparatus out of the second end of the expandable tubular 
member, reinserting the actuator of the apparatus into the second end of the 
expandable tubular member in the second direction, increasing the outside diameter of 
the adjustable expansion cone assembly by displacing the actuator and the adjustable 
expansion cone assembly relative to the expandable tubular member in the first 
direction, and plastically deforming and radially expanding the expandable tubular 
member by moving the adjustable expansion cone assembly through the expandable 
tubular member in the second direction. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a plurality of expansion cone segments, 
means for guiding the expansion cone segments on a tapered body, and means for 
controllably displacing the expansion cone segments along the tapered body. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a plurality of expansion cone segments, 
means for guiding the expansion cone segments on a multi-sided tapered body, means 
for interlocking the expansion cone segments, and means for controllably displacing 
the expansion cone segments along the tapered body. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a plurality of expansion cone segments, 
means for resiliently guiding the expansion cone segments on a multi-sided tapered 
body, means for guiding each of the expansion cone segments on opposite sides in the 
circumferential direction, means for interlocking the expansion cone segments, and 
means for controllably displacing the expansion cone segments along the tapered 
body. 

According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a plurality of expansion cone segments, 
means for dividing the expansion cone segments into first and second groups of 
expansion cone segments, means for interleaving the first and second groups of 
expansion cone segments, means for overlapping the first and second groups of 
expansion cone segments, means for resiliently guiding the expansion cone segments 
on a multi-sided tapered body, means for guiding each of the expansion cone 
segments on opposite sides in the circumferential direction, and means for controllably 

_i: * 4u» /^no eonmontc alnnn the tanAfwH hnfix/ 
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According to another aspect of the present invention, an adjustable expansion 
cone assembly is provided that includes a plurality of expansion cone segments, 
means for dividing the expansion cone segments into first and second groups of 
expansion cone segments, means for interleaving the first and second groups of 
5 expansion cone segments, means for guiding the expansion cone segments on a multi- 
sided tapered body, and means for controllably displacing the expansion cone 
segments along the tapered body while also relatively displacing the first and second 
groups of expansion cone segments in opposite directions. 

According to another aspect of the present invention, an apparatus for 

1 0 plastically deforming and radially expanding an expandable tubular member is provided 
that includes a tubular support member, an adjustable expansion cone assembly 
movably coupled to the tubular support member, means for actuating the adjustable 
expansion cone assembly, means for locking the actuator to the tubular support 
member of the apparatus, means for unlocking the actuator from the tubular support 

1 5 member of the apparatus, and means for increasing the outside diameter of the 

adjustable expansion cone assembly by moving the tubular support member relative to 
the actuator, the adjustable expansion cone assembly, and the expandable tubular 
member. 

According to another aspect of the present invention, an apparatus for 

20 plastically deforming and radially expanding an expandable tubular member is provided 
that includes a tubular support member, an adjustable expansion cone assembly 
movably coupled to the tubular support member, means for actuating the adjustable 
expansion cone assembly, means for displacing the actuator of the apparatus in a first 
direction, means for applying a resilient biasing force to the adjustable expansion cone 

25 assembly when the actuator is displaced in the first direction, and means for increasing 
the outside diameter of the adjustable expansion cone assembly by displacing the 
actuator and the adjustable expansion cone assembly relative to the expandable 
tubular member in a second direction opposite to the first direction. 

Brief Description of the Drawings 

30 Figs. 1 and 1a-1d are fragmentary cross-sectional views of an embodiment of 

the placement of an apparatus for radially expanding a tubular member within a tubular 
member within a borehole within a subterranean formation. 

Fig. 1e is a cross-sectional view of an embodiment of the expansion cone 
support body of the apparatus of Figs. 1 and 1a-1d. 

35 Fig. 1f is a cross-sectional view of the expansion cone support body of Fig. 1e. 



Fig. 1g is a side view of an embodiment of an expansion cone segment for use 
in the apparatus of Figs. 1 and 1a-1d. 

Fig. 1h is a front view of the expansion cone segment of Fig. 1g. 
Fig. 1i is a top view of the expansion cone segment of Fig. 1g. 
5 Fig. 1j is a top view of an embodiment of interlocking expansion cone segments 

for use in the apparatus of Figs. 1 and 1a-1d. 

Fig. 1k is a top fragmentary circumferential view of an embodiment of the 
coupling arrangement between the expansion cone segments and the split ring collar 
for use in the apparatus of Figs. 1 and 1a-1d. 
10 " Figs. 11 and 1 m are top schematic views of an embodiment of the coupling 

between the J-slots of the drag blocks and the lugs of the tubular support member of 
the apparatus of Figs. 1 and 1a-1d. 

Figs. 2 and 2a-2d are fragmentary cross-sectional illustrations of the apparatus 
of Figs. 1 and 1a-1d during the radial expansion of the tubular member within the 
15 borehole within the subterranean formation. 

Figs. 2e and 2f are illustrations of an embodiment of the J-slots of the drag 
blocks and the lugs of the tubular support member of the apparatus of Figs. 2 and 2a- 
2d. 

Figs. 2g and 2h are illustrations of an alternative embodiment of the J-slots of 
20 the drag blocks and the lugs of the tubular support member of the apparatus of Figs. 2 
and 2a-2d. 

Figs. 3 and 3a-3c are fragmentary cross-sectional illustrations of an 
embodiment of the placement of an apparatus for radially expanding a tubular member 
within a wellbore casing within a subterranean formation. 
25 Fig. 3d is a cross-sectional view of an embodiment of the expansion cone 

support body of the apparatus of Figs. 3 and 3a-3c. 

Fig. 3e is a cross-sectional view of the expansion cone support body of Fig. 3d. 
Fig. 3f is a side view of an embodiment of an expansion cone segment for use 
in the apparatus of Figs. 3 and 3a-3c. 
30 Fig. 3g is a front view of the expansion cone segment of Fig. 3f. 

Fig. 3h is a top view of the expansion cone segment of Fig. 3f. 
Fig. 3i is a top view of an embodiment of interlocking expansion cone segments 
for use in the apparatus of Figs. 3 and 3a-3c. 

Fig. 3j is a top fragmentary circumferential view of an embodiment of the 
35 coupling arrangement between the expansion cone segments and the split ring collar 
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Figs. 4 and 4a-4d are fragmentary cross-sectional illustrations of an 
embodiment of the placement of the apparatus of Figs. 3 and 3a-3c including an 
expandable tubular member within an expandable tubular member within a 
subterranean formation. 
5 Figs. 5 and 5a-5d are fragmentary cross-sectional illustrations of an 

embodiment of the operation of the apparatus of Figs. 4 and 4a-4d during the radial 
expansion of the expandable tubular member within the borehole within the 
subterranean formation. 

Figs. 6 and 6a-6d are fragmentary cross-sectional illustrations of an 
1 0 embodiment of the placement of an apparatus for radially expanding a tubular member 
within a borehole within a subterranean formation. 

Fig. 6e is a cross-sectional view of an embodiment of the expansion cone 
support body of the apparatus of Figs. 6 and 6a-6d. 

Fig. 6f is a cross-sectional view of the expansion cone support body of Fig. 6e. 
15 • Fig. 6g is a side view of an embodiment of an expansion cone segment for use 

in the apparatus of Figs. 6 and 6a-6d. 

Fig. 6h is a front view of the expansion cone segment of Fig. 6g. 

Fig. 6i is a top view of the expansion cone segment of Fig. 6g. 

Fig. 6j is a top view of an embodiment of interlocking expansion cone segments 
20 for use in the apparatus of Figs. 6 and 6a-6d. 

Fig. 6k is a top fragmentary circumferential view of an embodiment of the 
coupling arrangement between the expansion cone segments and the split ring collar 
for use in the apparatus of Figs. 6 and 6a-6d. 

Figs. 7 and 7a-7c are fragmentary cross-sectional illustrations of an 
25 embodiment of the placement of the apparatus of Figs. 6 and 6a-6d including an 
expandable tubular member within a borehole within a subterranean formation. 

Figs. 8 and 8a-8d are fragmentary cross-sectional illustrations of an 
embodiment of the operation of the apparatus of Figs. 7 and 7a-7d during the radial 
expansion of the expandable tubular member within a borehole within a subterranean 
30 formation. 

Fig. 9 is a fragmentary cross sectional illustration of an embodiment of an 
expansion cone assembly in an unexpanded position. 

Fig. 9a is a cross sectional illustration of the expansion cone assembly of Fig. 9. 
Fig. 10 is a fragmentary cross sectional illustration of the expansion cone 
35 assembly of Fig. 9 in an expanded position. 
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Fig. 10a is a cross sectional illustration of the expansion cone assembly of Fig. 

10. 

Fig. 1 1 is a fragmentary cross sectional illustration of an embodiment of an 
expansion cone assembly in an unexpanded position. 
5 Fig. 1 1a is a cross sectional illustration of the expansion cone assembly of Fig. 

11. 

Fig. 12 is a fragmentary cross sectional illustration of the expansion cone 
assembly of Fig. 1 1 in an expanded position. 

Fig. 12a is a cross sectional illustration of the expansion cone assembly of Fig. 

10 12. 

Fig. 13 is a fragmentary cross sectional illustration of an embodiment of an 
expansion cone assembly in an unexpanded position. 

Fig. 1 3a is a cross sectional illustration of the expansion cone assembly of Fig. 

13. ' ■ :• - ■ • 

15 Fig. 13b is a fragmentary top circumferential illustration of the expansion cone 

segment assembly of Fig. 13 that illustrates the interleaved sets of collets. 

Fig. 1 3c is a fragmentary cross sectional illustration of the interleaved collets of 

Fig. 13b. 

Fig. 14 is a fragmentary cross sectional illustration of the expansion cone 
20 assembly of Fig. 1 3 in an expanded position. 

Fig. 14a is a cross sectional illustration of the expansion cone assembly of Fig. 

14. 

Figs. 15 and 15a-15c are fragmentary cross-sectional illustrations of an 
embodiment of the placement of an apparatus for radially expanding a tubular member 
25 within a borehole within a subterranean formation. 

Fig. 15d is a cross-sectional view of an embodiment of the expansion cone 
support body of the apparatus of Figs. 15 and 15a-15c. 

Fig. 1 5e is a cross-sectional view of the expansion cone support body of Fig. 

15d. 

30 Fig . 1 5f is a side view of an embodiment of an expansion cone segment for use 

in the apparatus of Figs. 15 and 15a-15c. 

Fig. 15g is a front view of the expansion cone segment of Fig. 15f. 

Fig. 1 5h is a top view of the expansion cone segment of Fig. 15f. 

Fig. 15i is a top view of an embodiment of interiocking expansion cone 
35 segments for use in the apparatus of Figs. 1 5 and 1 5a-1 5c. 
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Fig. 15j is a top fragmentary circumferential view of an embodiment of the 
coupling arrangement between the expansion cone segments and the split ring collar 
for use in the apparatus of Figs. 15 and 15a-15c. 

Figs. 16 and 16a-16c are fragmentary cross-sectional illustrations of an 
5 embodiment of the placement of the apparatus of Figs. 15 and 15a-15j including an 
expandable tubular member within a borehole within a subterranean formation. 

Figs. 17 and 17a-17c are fragmentary cross-sectional illustrations of an 
embodiment of the operation of the apparatus of Figs. 16 and 16a-16c during the radial 
expansion of the expandable tubular member within a borehole within a subterranean 
10 formation. 

Fig. 18a is a cross sectional illustration of an embodiment of a segmented 
expansion cone assembly in an unexpanded position. 

Fig. 18b is a fragmentary circumferential top illustration of the expansion cone ■ 
and split ring collar of Fig. 18a. 
1 5 Fig. 1 8c is a fragmentary cross-sectional illustration of the expansion cone 

support flange of the expansion cone assembly of Fig. 18a. 

Fig. 18d is a cross-sectional illustration of the expansion cone support flange of 
Fig. 18c. 

Fig. 19a is a cross sectional illustration of an embodiment of the segmented 
20 expansion cone assembly of Fig. 18a in an expanded position. 

Fig. 19b is a fragmentary circumferential top view of the expansion cone of Fig. 

19a. 

Figs. 20a-20m are top circumferential views of various alternative embodiments 
of interlocking expansion cone segment geometries. 
25 Detailed Description of the Illustrative Embodiments 

Referring initially to Figs. 1 and 1a-1d. an embodiment of an apparatus and 
method for radially expanding a tubular member will now be described. As illustrated in 
Figs. 1 and 1a-1d, a wellbore 100 is positioned in a subterranean formation 105. In an 
exemplary embodiment, the wellbore 100 may include a pre-existing cased section 
30 110. The wellbore 100 may be positioned in any orientation from vertical to horizontal. 

In order to extend the wellbore 100 into the subterranean formation 105, a drill 
string is used in a well known manner to drill out material from the subterranean 
formation 1 05 to form a new wellbore section 115. In a preferred embodiment, the 
inside diameter of the new wellbore section 1 15 is greater than or equal to the inside 
35 diameter of the preexisting wellbore casing 110. 
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A tubular member 120 defining a passage 120a may then be positioned w,th,n 

wellbore casing 110 and the lower end 120c of the tubular member extending ,nto the 
wellbore section. The tubular member 120 may be positioned within the wellbore 
section 115 and coupled to the we.lbore casing 110 in a conventional manner. In a 
preferred embodiment, the tubular member 120 is positioned within the wellbore 
section 115 and cou P .ed to the wellbore casing 1 10 using one or more of the methods 
and apparatus disclosed in one or more of the fol.owing: (1) U.S. patent application 
serial no. 09/454.139. attorney docket no. 25791 .03.02. filed on 12/3/1999. (2) U.S. 
patent application serial no. 09/510.913. attorney docket no. 25791.7.02. filed on 
2/23/2000. (3) U.S. patent application serial no. 09/502.350. attorney docket no. 
25791 8 02 filed on 2/10/2000. (4) U.S. patent application serial no. 09/440.338. 
attorney docket no. 25791.9.02. filed on 11/15/1999. (5) U.S. patent application sena. 
ho 09/523.460. attorney docket no. 25791.11-02. filed on 3/10/2000, (6) U.S. patent 
application serial no. 09/512.895. attorney docket no. 25791 .1 2.02. filed on 2/24/2000 
(7) U S patent application serial no. 09/511,941. attorney docket no. 25791.16.02, filed 
on 2/24/2000, (8) U.S. patent application serial no. 09/588.946. attorney docket no. 
25791 17 02 filed on 6/7/2000. (9) U.S. patent application serial no. 09/559.1 22. 
attorney docket no. 25791.23.02. filed on 4/26/2000. (10) PCT patent application sena. 
20 no PCT/US00/18635. attorney docket no. 25791.25.02. filed on 7/9/2000. (11) U.S. 

provisional patent application serial no. 60/162,671. attorney docket no. 25791.27. filed 
on 1 1/1/1999. (12) U.S. provisional patent application serial no. 60/154.047. attorney 
docket no 25791 .29. filed on 9/16/1999. (1 3) U.S. provisional patent application senal 
no 60/159.082. attorney docket no. 25791.34. filed on 10/12/1999. (14) U.S. 
provisional patent application serial no. 60/159,039, attorney docket no. 25791 .36. filed 
on 10/12/1999. (15) U.S. provisional patent application serial no. 60/159.033, attorney 
docket no 25791.37. filed on 10/12/1999. (16) U.S. provisional patent application senal 
no 60/212 359. attorney docket no. 25791 .38. filed on 6/19/2000. (17) U.S. provisional 
patent application serial no. 60/165.228. attorney docket no. 25791 .39. filed on 
11/12/1999 (18) U.S. provisional patent application serial no. 60/221.443. attorney 
docket no 25791 .45, filed on 7/28/2000. (19) U.S. provisional patent application senal 
no 60/221.645, attorney docket no. 25791 .46. filed on 7/28/2000. (20) U.S. provisional 
patent application serial no. 60/233.638. attorney docket no. 25791 .47. filed on 
9/18/2000 (21) U.S. provisional patent application serial no. 60/237.334. attorney 
35 docket no. 25791.48. filed on 10/2/2000. (22) U.S. provisional patent application serial 
„„ o*7oi *n f.i«H nn 2/20/2001: and (23) U.S. 
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provisional patent application serial no. 60/262,434, attorney docket no. 25791.51, filed 
on 1/17/2001; and (24) U.S. provisional patent application serial no. 60/259,486, 
attorney docket no. 25791.52, filed on 1/3/2001, the disclosures of which are 
incorporated herein by reference. 
5 As illustrated in Figs. 1 and 1a-1d, an apparatus 200 for radially expanding a 

tubular member may then be positioned in the new section 1 15 of the wellbore 100 
within the tubular member 120. The apparatus 200 includes a tubular support member 
205 defining an internal passage 205a that is coupled to an end of a tubular coupling 
210 defining an internal passage 210a. The other end of the tubular coupling 210 is 

10 coupled to an end of a tubular support member 215 defining an internal passage 21 5a 
that includes a first lug 215b, a radial passage 215c, a first flange 21 5d, a second 
flange 21 5e, a second lug 21 5f, and an expansion cone support body 215g. The other 
end of the tubular support member 215 is coupled to a tubular end stop 220 that 
defines a passage 220a. 

15 As illustrated in Figs. 1e and 1f, the expansion cone support body 21 5g 

includes a first end 215ga, a tapered hexagonal portion 215gb that includes a plurality 
of T-shaped slots 215gba provided on each of the external faceted surfaces of the 
tapered hexagonal portion, and a second end 215gc. In an exemplary embodiment, 
the angle of attack of the tapered hexagonal portion ranges from about 35 to 50 

20 degrees for reasons to be described. 

As illustrated in Figs. 1, 1a-1d, 1g, 1h, and 1i, a plurality of expansion cone 
segments 225 are provided that include first ends 225a that include T-shaped retaining 
members 225aa and second ends 225b that include T-shaped retaining members 
225ba that mate with and are received within corresponding T-shaped slots 215gba on 

25 the tapered hexagonal portion 215gb of the expansion cone support body 21 5g, first 
external surfaces 225bb, second external surfaces 225bc, and third external surfaces 
225bd. Thus, in an exemplary embodiment, a total of six expansion cone segments 
225 are provided that are slidably coupled to corresponding sides of the tapered 
hexagonal portion 215gb of the expansion cone support body. 

30 In an exemplary embodiment, the widths of the first external surfaces 225bb of 

the expansion cone segments 225 increase in the direction of the second external 
surfaces 225bc, the widths of the second external surfaces are substantially constant, 
and the widths of the third external surfaces 225bd decrease in the direction of the first 
ends 225a of the expansion cone segments for reasons to be described. In an 

35 exemplary embodiment, the first external surfaces 225bb of the expansion cone 
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the second external surfaces taper upwardly in the direction of the third external 
surfaces 225bd, and the third external surfaces 225bd taper downwardly in the 
direction of the first ends 225a of the expansion cone segments for reasons to be 
described. In an exemplary embodiment, the angle of attack of the taper of the first 
5 external surfaces 225bb of the expansion cone segments 225 are greater than the 
angle of attack of the taper of the second externa, surfaces 225bc. In an exemplary 
embodiment, the first and second external surfaces, 225bb and 225bc. of the 
expansion cone segments 225 are arcuate such that when the expansion cone 
segments 225 are displaced in the direction of the end stop 220, the first and second 
10 externa, surfaces of the expansion cone segments provide a substantially continuous 
outer circumferential surface for reasons to be described. 

As illustrated in Fig. 1j, in an exemplary embodiment, the external surfaces, 
225bb 225bc. and 225bd. of the second ends 225b of the expansion cone segments 
225 are adapted to mate with one another in order to interlock adjacent expansion 

15 cone segments. . 

As illustrated in Figs. 1 . 1a-1d, and 1k. a split ring collar 230 that defines a 
passage 230a for receiving the tubular support member 215 is provided that includes a 
first end that includes plurality of T-shaped slots 230b for receiving and matng w.th 
corresponding T-shaped retaining members 225aa of the expansion cone segments 
20 225 and a second end that includes an L-shaped retaining member 230c, In an 
exemplary embodiment, the split ring collar 230 is a conventional split ring collar 
commercially available from Halliburton Energy Services modified in accordance w,th 
the teachings of the present disclosure. 

As illustrated In Figs. 1 . 1a-1d, and 1m. a drag block assembly 235 that defines 
25 a passage 235a for receiving the tubular support member 215 is provided that includes 
a first end that includes an L-shaped slot 235b for receiving and mating with the L- 
shaped retaining member 230c of the sp.it ring collar 230. one or more conventional 
drag block elements 235c. and a J-shaped slot 235d including a retaining slot 235da 
for receiving the second lug 215f of the tubular support member 215. In an exemplary 
30 embodiment, the longitudinal axis of the J-shaped slot 235d of the drag block assembly 
235 is substantially parallel to the longitudinal axis of the tubular support member 215 

for reasons to be described. 

A first conventional packer cup assembly 240 that defines a passage 240a for 
receiving the tubular support member 215 includes a first end 240b that mates with the 
35 second flange 21 5e of the tubular support member, a conventional sealing cup 240c. 

. a .no^r iAf> that defines a Dassaqe 245a for 
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receiving the tubular support member 215 includes a first end 245b that mates with the 
second end 240c of the first packer cup assembly 240 and a second end 245c. A 
second conventional packer cup assembly 250 that defines a passage 250a for 
receiving the tubular support member 215 includes a first end 250b that mates with the 
5 second end 245c of the spacer 245, a conventional sealing cup 250c, and a second 
end 250d that mates with the first flange 215d of the tubular support member. 

As illustrated in Figs. 1, 1a-1d, and 11, a drag block assembly 255 that defines a 
passage 255a for receiving the tubular support member 21 5 is provided that includes a 
first end that includes sealing members, 255b and 255c, one or more conventional drag 

10 block elements 255d, and a J-shaped slot 255e including a retaining slot 255ea for 
receiving the first lug 215b of the tubular support member 215. In an exemplary 
embodiment, the longitudinal axis of the J-shaped slot 255e of the drag block assembly 
255 is substantially parallel to the longitudinal axis of the tubular support member 215 
for reasons to be described. 

15 In an exemplary embodiment, during operation of the apparatus 200, as 

illustrated in Figs. 1 and 1a-1 m, the apparatus may be positioned in the wellbore 115, 
within the tubular member 120, with the first and second lugs, 215b and 21 5f, 
respectively, positioned within the retaining slots, 255ea and 235da, respectively, of the 
J-slots, 255e and 235da, respectively, of the drag block assembly 255 and 235, 

20 respectively. In this manner, the drag block assembly 235 is maintained in a 

substantially stationary position relative to the tubular support member 215 thereby 
preventing the expansion cone segments 225 from being displaced downwardly in the 
longitudinal direction relative to the tubular support member 215 towards the end stop 
220. Furthermore, in this manner, the drag block assembly 255 is also maintained in a 

25 substantially stationary position relative to the tubular support member 215 thereby 
preventing the drag block assembly from sealing off the radial passage 215c. In an 
exemplary embodiment, during the placement of the apparatus 200 within the wellbore 
115 and the tubular member 120, the radial passage 215c permits fluidic materials 
outside of the tubular support member 215 to pass into the passage 215a thereby 

30 minimizing overpressure conditions within the annulus outside of the tubular support 
member. 

In an exemplary embodiment, the apparatus 200 is positioned within the 
expandable tubular member 120 such that the expansion cone body 21 5g, the end 
stop 220, and the expansion cone segments 225 extend out of the expandable tubular 
35 member. In this manner, the expansion cone segments 225 may be driven up the 
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the outside diameters of the expansion cone segments, without impacting the 
expandable tubular member 120. 

The tubular support member 215 may then be rotated relative to the drag block 
assemblies, 235 and 255, thereby displacing the lugs. 21 5f and 215b, with respect to 
the J-shaped slots, 235d and 255e, respectively. The tubular support member 215 
may then be displaced upwardly relative to the drag block assemblies, 235 and 255, in 
the longitudinal direction thereby displacing the drag block assemblies downwardly 
relative to the tubular support member. During the longitudinal upward displacement of 
the tubular support member 215 relative to the drag block assemblies, 235 and 255. 
the drag block assemblies, 235 and 255, are maintained in a substantially stationary 
position with respect to the expandable tubular member 120 by the frictional forces 
exerted by the drag blocks, 235c and 255d, of the drag block assemblies on the 
expandable tubular member, and during the upward longitudinal displacement of the 
tubular support member 215 relative to the drag block assemblies, the lugs, 2i5f and 
215b, are guided in a substantially longitudinal direction by the J-slots, 235d and 255e. 
respectively, of the drag block assemblies. 

The downward longitudinal displacement of the drag block assembly 235 
relative to the tubular support member 215 displaces the split ring collar 230 
downwardly along with the expansion cone segments 225. As a result, the expansion 
cone segments 225 are driven up the tapered hexagonal portion 215gb of the 
expansion cone support body 21 5g until the end faces of the expansion cone segments 
impact the stop member 220. As a result, the outside diameter of the expansion cone 
segments 225 increases. In an exemplary embodiment, once the expansion cone 
segments 225 impact the stop member 220, the outer surfaces, 225bb and 225bc. of 
the expansion cone segments provide a substantially continuous outer surface in the 
circumferential direction having a diameter that is greater than the inside diameter of 
the expandable tubular member 120. The downward longitudinal displacement of the 
drag block assembly 255 relative to the tubular support member 215 seals off the radial 
passage 215c thereby preventing the pressurized fluidic material 275 from entering the 
annulus surrounding the tubular support member 215 through the radial passage. 

In an exemplary embodiment, as illustrated in Figs. 2 and 2a-2f, the expandable 
tubular member 120 may then be radially expanded using the apparatus 200 by 
injecting a fluidic material 275 into the apparatus through the passages 205a, 210a. 
and 215a. The injection of the fluidic material 275 may pressurize the interior 120a of 
the expandable tubular member 120. In addition, because the packer cup assemblies, 
oan ar»H osn <;pal nff an annular rfininn 1 ?0aa below the Dacker cud assemblies 
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between the expandable tubular member 120 and the tubular support member 215, the 
injection of the fluidic material 275 may also pressurize the annular region. 

The continued injection of the fluidic material 275 may then pressurize the 
interior 120a of the expandable tubular member 120 thereby plastically deforming and 
5 radially expanding the expandable tubular member off of the expansion cone segments 
225. Because the outer surfaces, 225bb and 225bc, of the expansion cone segments 
225 are tapered, the plastic deformation and radial expansion of the expandable 
tubular member 120 proximate the expansion cone segments is facilitated. 
Furthermore, in an exemplary embodiment, the continued injection of the fluidic 

10 material 275 also pressurizes the annular region 120aa defined between the interior 
surface of the expandable tubular member 120 and the exterior surface of the tubular 
support member 215 that is bounded on the upper end by the packer cup assembly 
240 and on the lower end by the expansion cone segments 225. Furthermore, in an 
exemplary embodiment, the pressurization of the annular region 120aa also radially 

15 expands the surrounding portion of the expandable tubular member 120. In this 
manner, the plastic deformation and radial expansion of the expandable tubular 
member 1 20 is enhanced. Furthermore, during operation of the apparatus 200, the 
packer cup assemblies 240 and 250 prevent the pressurized fluidic material 275 from 
passing above and beyond the packer cup assemblies and thereby define the length of 

20 the pressurized annular region 120aa. In an exemplary embodiment, the 

pressurization of the annular region 120aa decreases the operating pressures required 
for plastic deformation and radial expansion of the expandable tubular member 120 by 
as much as 50% and also reduces the angle of attack of the tapered external surfaces, 
225bb and 225bc, of the expansion cone segments 225. 

25 The radial expansion of the expandable tubular member 1 20 may then continue 

until the upper end 120b of the expandable tubular member is radially expanded and 
plastically deformed along with the overlapping portion of the wellbore casing 1 10. 
Because the expansion cone segments 225 may be adjustable positioned from an- 
outside diameter less than the inside diameter of the expandable tubular member 120 

30 to an outside diameter substantially equal to the inside diameter of the pre-existing 
casing 110, the resulting wellbore casing, including the casing 1 10 and the radially 
expanded tubular member 120, created by the operation of the apparatus 200 may 
have a single substantially constant inside diameter thereby providing a mono-diameter 
wellbore casing. 

35 If the expansion cone segments 225 become lodged within the tubular member 
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displaced downwardly in the longitudinal direction and then rotated relative to the drag 
block assemblies. 235 and 255, thereby positioning the lugs, 215b and 215f, within the 
retaining slots, 255ea and 235da, respectively, of the J-slots. 255e and 235d, 
respectively. As a result, the expansion cone segments 225 may be displaced down 
the tapered hexagonal portion 215gb of the expansion cone support body 215g and 
away from the end stop 220 thereby decreasing the external diameter of the expansion 
cone segments. In this manner, the tubular support member 205, the tubular support 
member 210, the tubular support member 215, the end stop 220, the expansion cone 
segments 225, the split ring collar 230, the drag block assembly 235, the pack cup 
assembly 240, the spacer 245, the packer cup assembly 250, and the drag block 
assembly 255 may then be removed from the tubular member 120. 

During the radial expansion process, the expansion cone segments 225 may be 
raised out of the expanded portion of the tubular member 120 by applying an upward 
axial force to the tubular support member 215. In a preferred embodiment, during the 
radial expansion process, the expansion cone segments 225 are raised at 
approximately the same rate as the tubular member 120 is expanded in order to keep 
the tubular member stationary relative to the new wellbore section 115. In an 
alternative preferred embodiment, the expansion cone segments 225 are maintained in 
a stationary position during the radial expansion process thereby allowing the tubular 
member 120 to be radially expanded and plastically deformed off of the expansion 
cone segments 225 and into the new wellbore section 115 under the force of gravity 
and the operating pressure of the interior of the tubular member 120. 

In a preferred embodiment, when the upper end portion of the expandable 
tubular member 120 and the lower portion of the wellbore casing 110 that overlap with 
one another are plastically deformed and radially expanded by the expansion cone 
segments 225, the expansion cone segments 225 are displaced out of the wellbore 
100 by both the operating pressure within the interior of the tubular member 120 and a 
upwardly directed axial force applied to the tubular support member 205. 

In a preferred embodiment, the operating pressure and flow rate of the fluidic 
material 275 is controllably ramped down when the expansion cone segments 225 
reach the upper end portion of the expandable tubular member 120. In this manner, 
the sudden release of pressure caused by the complete radial expansion and plastic 
deformation of the expandable tubular member 120 off of the expansion cone 
segments 225 can be minimized. In a preferred embodiment, the operating pressure is 
reduced in a substantially linear fashion from 100% to about 10% during the end of the 
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extrusion process beginning when the expansion cone segments 225 are within about 
5 feet from completion of the extrusion process. 

Alternatively, or in combination, the wall thickness of the upper end portion of 
the expandable tubular member 120 is tapered in order to gradually reduce the 
5 required operating pressure for plastically deforming and radially expanding the upper 
end portion of the tubular member. In this manner, shock loading of the apparatus is at 
least reduced. 

Alternatively, or in combination, a shock absorber is provided in the tubular 
support member 205 in order to absorb the shock caused by the sudden release of 
10 pressure. The shock absorber may comprise, for example, any conventional 

commercially available shock absorber, bumper sub, or jars adapted for use in wellbore 
operations. 

Alternatively, or in combination, an expansion cone catching structure is 
provided in the upper end portion of the expandable tubular member 120 in order to 

1 5 catch or at least decelerate the expansion cone segments 225. 

Alternatively, or in combination, during the radial expansion process, an upward 
axial force is applied to the tubular support member 215 sufficient to plastically deform 
and radially expand the tubular member 120 off of the external surfaces, 225bb and 
225bc, of the expansion cone segments 225. 

20 Alternatively, or in combination, in order to facilitate the pressurization of the 

interior 120a of the expandable tubular member by the injection of the fluidic materials 
275, the region within the wellbore section 115 below the apparatus 200 may be 
fluidicly sealed off in a convention manner using, for example, a packer. 

Once the radial expansion process is completed, the tubular support member 

25 205, the tubular support member 210, the tubular support member 215, the end stop 
220, the expansion cone segments 225, the split ring collar 230, the drag block 
assembly 235, the pack cup assembly 240, the spacer 245, the packer cup assembly 
250, and the drag block assembly 255 are removed from the wellbore 100. 

In an alternative embodiment, as illustrated in Figs. 2h and 2i, the J-slots, 235d 

30 and 255e, include one or more intermediate retaining slots, 235db and 255eb, 

respectively, that permit the relative longitudinal displacement of the tubular support 
member 215 relative to the drag block assemblies, 235 and 255, to be set at one or 
more intermediate stop positions. In this manner, the expansion segments 225 may be 
positioned at one or more intermediate positions on the tapered hexagonal portion 

35 215gb of the expansion cone support body 21 5g thereby permitting the external 
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intermediate sizes. In this manner, the radial expansion and plastic deformation of the 
expandable tubular member 120 be provided in different operation stages, each hav.ng 
a different expansion diameter. Furthermore, if the expansion cone segments 225 
become .odged within the expandable tubular member 120. then the position of the 
expansion cone segments may be ad]usted to provide a smaller outside diameter and 
the radial expansion process may be continued by injecting the fiuidic matenal 275 
and/or applying an upward axial force to the tubular support member 215. 

Referring to Figs. 3 and 3a-3j. an alternative embodiment of an apparatus 300 
for forming a wel.bore casing in a subterranean formation will now be described. The 
apparatus 300 includes a tubular support member 305 defining an internal passage 
305a that is coupled to an end of a tubular coupling 310 defining an internal passage 
310a The other end of the tubular coupling 310 is coupled to an end of a tubular 
support member 315 defining an interna, passage 315a that includes a first flange 315b 
having oppositely tapered end-walls.. 315ba and 315bb. a second flange 315c. a rad.a. 
passage 315d. a third flange 315e. a fourth flange 315f. a fifth flange 31Sg having 
oppositely tapered end-walls. 315ga and 315gb. a fifth flange 315h. and an expansion 
cone support body 31 5L The other end of the tubular support member 315 is coupled 
to a tubular end stop 320 that defines a passage 320a. 

As illustrated in Figs. 3d and 3e. the expansion cone support body 315. .ncludes 
a first end 315ia. a tapered hexagonal portion 315ib that includes a plurality of T- 
shaped slots 31 5iba provided on each of the externa, faceted surfaces of the tapered 
hexagonal portion, and a second end 315ic. In an exemplary embodiment, the angle of 
attack of the tapered hexagonal portion 31 5ib ranges from about 35 to 50 degrees for 

reasons to be described. 

As illustrated in Figs. 3. 3a-3c. and 3f-3h, a plurality of expansion cone 
segments 325 are provided that include first ends 325a that include T-shaped reta.mng 
members 325aa and second ends 325b that include T-shaped retaining members 
325ba that mate with and are received within corresponding T-shaped slots 315,ba on 
the tapered hexagonal portion 315ib of the expansion cone support body 315.. first 
externa, surfaces 325bb. second external surfaces 325bc. and third externa, surfaces 
325bd. Thus, in an exemplary embodiment, a total of six expansion cone segments 
325 are provided that are slidably coupled to corresponding sides of the tapered 
hexagonal portion 315ib of the expansion cone support body 31 5i. 

in an exemplary embodiment, the widths of the first external surfaces 325bb of 
} the expansion cone segments 325 increase in the direction of the second external 
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and the widths of the third external surfaces 325bd decrease in the direction of the first 
ends 325a of the expansion cone segments for reasons to be described. In an 
exemplary embodiment, the first external surfaces 325bb of the expansion cone 
segments 325 taper upwardly in the direction of the second external surfaces 325bc. 
the second external surfaces taper upwardly in the direction of the third external 
surfaces 325bd, and the third external surfaces 325bd taper downwardly in the 
direction of the first ends 325a of the expansion cone segments for reasons to be 
described. In an exemplary embodiment, the angle of attack of the taper of the first 
external surfaces 325bb of the expansion cone segments 325 are greater than the 
angle of attack of the taper of the second external surfaces 325bc. In an exemplary 
embodiment, the first and second external surfaces, 325bb and 325bc, of the 
expansion cone segments 325 are arcuate such that when the expansion cone 
segments 325 are displaced in the direction of the end stop 320, the first and second 
external surfaces of the expansion cone segments provide a substantially continuous 
outer circumferential surface for reasons to be described. 

As illustrated in Fig. 3i, in an exemplary embodiment, the external surfaces, 
325bb, 325bc, and 325bd, of the second ends 325b of the expansion cone segments 
325 are adapted to mate with one another in order to interlock adjacent expansion 
cone segments. 

A split ring collar 330 that defines a passage 330a for receiving the tubular 
support member 315 is provided that includes a first end that includes plurality of T- 
shaped slots 330b for receiving and mating with corresponding T-shaped retaining 
members 325aa of the expansion cone segments 325 and a second end that includes 
an L-shaped retaining member 330c. In an exemplary embodiment, the split ring collar 
330 is a conventional split ring collar commercially available from Halliburton Energy 
Services modified in accordance with the teachings of the present disclosure. 

A collet assembly 335 is provided that includes a support ring 335a that defines 
a passage 335aa for receiving the tubular support member 315 and is coupled to an 
end of a resilient collet 335b having upper and lower sets of oppositely tapered 
shoulders, 335ba and 335bb, and, 335bcand 335bd, respectively, that is positioned 
proximate the fourth flange 31 5g of the tubular support member 315. The other end of 
the collet 335b is coupled to an end of a tubular sleeve 335c that defines a passage 
335ca. The other end of the tubular sleeve 335c is coupled to an end of a pin 335d. 
The other end of the pin 335d is coupled to a ring 335e that defines a passage 335ea 
for receiving the fifth flange 31 5h of the tubular support member 315. An end of a 
tubular couDlinn rIprva 33*f that Hafmoo - oow. r - 
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support member 315 is received within the opening 335ca of the tubular sleeve 335c 
that includes a recess 335fb for receiving the fifth flange 315h of the tubular support 
member 315 and the ring 335e. and a radial passage 335fc for receiving the pin 335d. 
Another end of the tubular coupling sleeve 335f includes a passage 335fd for receiving 

5 the tubular support member 315 and a slot 335fe for receiving the L-shaped retaining 
member 330c of the split ring collar 330. A ring 335g that defines a passage 335ga for 
receiving the tubular support member 31 5. a spring 335h, and a ring 335i that defines a 
passage 335ia for receiving the tubular support member 315 are also received within 
the recess 335fb. The ring 335g is positioned proximate one end of the recess 335fb. 

10 the ring 335i is positioned proximate the fifth flange 315h of the tubular support 
member 315 within the other end of the recess, and the spring 335h is positioned 
between the rings. 

A first conventional packer cup assembly 340 that defines a passage 340a for 
receiving the tubular support member 315 includes a first end 340b that mates with the 
15 fourth flange 315f of the tubular support member, a conventional sealing cup 340c, and 
a second end 340d. A tubular spacer 345 that defines a passage 345a for receiving 
the tubular support member 315 includes a first end 345b that mates with the second 
end 340d of the first packer cup assembly 340 and a second end 345c. A second 
conventional packer cup assembly 350 that defines a passage 350a for receiving the 
20 tubular support member 315 includes a first end 350b that mates with the second end 
345c of the spacer 345, a conventional sealing cup 350c, and a second end 350d that 
mates with the third flange 315e of the tubular support member. 

A collet assembly 355 is provided that includes a support ring 355a that defines a 
passage 355aa for receiving the tubular support member 315 and is coupled to an end 
25 of a resilient collet 355b having upper and lower sets of oppositely tapered shoulders, 
355ba and 355bb. and, 355bc and 355bd, respectively, that is positioned proximate the 
first flange 315b of the tubular support member 315. The other end of the collet 355b 
is coupled to an end of a tubular sleeve 355c that defines a passage 355ca. The other 
end of the tubular sleeve 355c is coupled to an end of a pin 355d. The other end of the 
30 pin 355d is coupled to a ring 355e that defines a passage 355ea for receiving the 
second flange 315c of the tubular support member 315. An end of a tubular sleeve 
355f that defines a passage.355fa for receiving the tubular support member 315 is 
received within the opening 355ca of the tubular sleeve 355c that includes a recess 
355fb for receiving the second flange 315c of the tubular support member 315 and the 
35 ring 355e, and a radial passage 355fc for receiving the pin 355d. Another end of the 
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315, a recess 355fe for receiving an end of the tubular sleeve 355c, and sealing 
members 355ff. A ring 355g that defines a passage 355ga for receiving the tubular 
support member 315 and a spring 355h are also received within the recess 355fb. An 
end of the ring 355g is positioned proximate the second flange 315c of the tubular 
5 support member 31 5 within an end of the recess 355fb and the other end of the ring is 
positioned an end of the spring 355h. The other end of the spring 355h is positioned 
proximate the other end of the recess 355fb. 

In an exemplary embodiment, during operation of the apparatus 300, as 
illustrated in Figs. 3 and: 3a-3j. the apparatus may be initially positioned in the welibore 
0 100, within the casing 110, with the collet assemblies 335 and 355 positioned in a 
neutral position in which the radial passage 315d of the tubular support member 315 is 
not covered by the tubular sleeve 355f and the expansion cone segments 325 are not 
driven up the tapered hexagonal portion 31 5ib of the expansion cone support body 
315i of the tubular support member 315 into contact with the stop member 320. In this 
5 manner, fluidic materials within the interior 315a of the tubular support member 315 
may pass through the radial passage 31 5d into the annulus between the apparatus 300 
and the casing 1 1 0 thereby preventing over pressurization of the annulus. 
Furthermore, in this manner, the outside diameter of the expansion cone segments 325 
is less than or equal to the outside diameter of the stop member 320 thereby permitting 
the apparatus 300 to be displaced within the casing 110. 

As illustrated in Figs. 4, and 4a^1d, the apparatus 300 may then be positioned 
in the tubular member 120. During the insertion of the apparatus into the tubular 
member 120, the upper end 120b of the tubular member may impact the tapered 
shoulders, 335bb and 355bb, of the collets. 335b and 355b. respectively, thereby 
driving the collets backward until the tapered shoulders. 335bd and 355bd. of the 
collets are positioned proximate the tapered shoulders. 315ga and 315ba, respectively, 
of the tubular support member. As a result, the support rings. 335a and 355a, the 
collets, 335b and 355b. the tubular sleeves. 335c and 355c, the pins, 335d and 355d, 
the rings, 335e and 355e, and the rings, 335g and 355g. of the collet assemblies. 335 
and 355. respectively, are driven backward, compressing the springs. 335h and 355h, 
thereby applying axial biasing forces to the tubular coupling sleeve 335f and the tubular 
sleeve 355f. respectively. In this manner, an axial biasing force is applied to the split 
ring collar 330 and the expansion cone segments 325 that prevents the expansion 
cone segments from being driven up the tapered hexagonal portion 315ib of the 
expansion cone support body 315i of the tubular support member 315 into contact with 
the stop member 320. Thus th*> m itciHo Hiom«s«or ~< »k« — . — : . 
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325 is maintained in a position that is less than the inside diame.e, o. the ub lar 
nrembe, ,20 thereby permiUing .he apparatus 300 to be displaced * *. 
^.rrber Furthermore, in this manner, an axial bfcsing force ,s applied to the tubular 
sleeve 3551 thereby preventing the tubular sleeye from covering the radial passage 
5 315d in the tubular support member 315. Thus, Auidic materia* within ft, 

of the tubular support member 315 may pass thraugh .he rad*l passage 315d into the 
annulus between the apparatus 300 and the tubular member 120 .hereby preventing 
over pressurizalion of .he annulus. 

The apparatus 300 may then be at least partially positioned in the open hole 
,0 section usachewellboresection 115, be,™. me .ower end ™«°»«™* 
member 1 20. in an exemplary embodiment, that portion of the apparatus 300 .ha. 
incudes the slop member 320. .he expansion cone segment 325. .he split ring collar 
330 .he «M assembly 335. the packer cup assembly 340. .he spacer 345, the packer 
cup assembly 350. and me co»e. assembly 355 is then positioned in the open hole 
,5 S ec,ion115aof l hewellboreseo.k.n115.beyond.helowerend120o f me.ubu,ar 

member for reasons .0 be described. Because me collets, 335b and 355b. are 
resilient once the apparatus 300 has been positioned in the open hole •"*»"»<' 
,he wellbore section 1 1 5. beyond .he tower end 120c of .he «ubu.ar member 120. the 
.apered shoulders, 335ba and 355ba, o. the collets may spring outward* in the radial 

20 direction. ...... 

The apparatus 300 may then be repositioned at least parually back wrth.n the 

tubular member 120. During the re-insertion of the apparatus into the tubular member 

1 20 the lower end 1 20c of the tubular member may impact the tapered shoulders. 

335ba and 355ba. of the collets. 335b and 355b. respectively, thereby driving the 

25 collets forward until the tapered shoulders. 335bc and 355bc. of the collets are 

positioned proximate the tapered shoulders. 315gb and 315bb. respectively, of the 
tubular support member 31 5. As a result, the support rings. 335a and 355a. the 
collets 335b and 355b. the tubular sleeves. 335c and 355c. the pins. 335d and 355d. 
the rings 335e and 355e. the tubular coupling sleeve 335f. the tubular sleeve 355f. the 

30 rings 335g and 355g, and the ring 335i of the collet assemblies. 335 and 355. 

respectively are driven forward, thereby compressing the springs. 335h and 355h. 
thereby sealing off the radial passage 315d and driving the expansion cone segments 
325 up the tapered hexagonal portion 315ib of the expansion cone support body 315. 
of the tubular support member 315 into contact with the stop member 320. 

35 As a result, the outside diameter of the expansion cone segments 325 .s now 
. -.^ ^omotor nf «*r.andable tubular member 120 thereby permitting 
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the apparatus 300 to be used to radially expand and plastically deform the tubular 
member, and fluidic materials within the interior 315a of the tubular support member 
315 may no longer pass through the radial passage 315d into the annulus between the 
apparatus 300 and the tubular member thereby permitting the interior of the apparatus 
to be pressurized. 

The apparatus 300 may then be operated to radially expand and plastically 
deform the tubular member 120 by applying an upward axial force to the tubular 
support member 315 and/or by injecting a pressurized fluidic material into the tubular 
support member. 

In particular, as illustrated in Figs. 5 and 5a-5d, the expandable tubular member 
120 may then be radially expanded using the apparatus 300 by injecting a fluidic 
material 275 into the apparatus through the passages 305a, 310a, 315a, and 320a. 
The injection of the fluidic material 275 may pressurize the interior 120a of the 
expandable tubular member 120. In addition, because the packer cup assemblies, 340 
and 350, seal off an annular region 120aa below the packer cup assemblies between 
the expandable tubular member 120 and the tubular support member 315, the injection 
of the fluidic material 275 may also pressurize the annular region. 

The continued injection of the fluidic material 275 may then pressurize the 
interior 120a of the expandable tubular member 120 thereby plastically deforming and 
radially expanding the expandable tubular member off of the expansion cone segments 
325. Because the outer surfaces, 325bb and 325bc, of the expansion cone segments 
325 are tapered, the plastic deformation and radial expansion of the expandable 
tubular member 120 proximate the expansion cone segments is facilitated. 
Furthermore, in an exemplary embodiment, the continued injection of the fluidic 
material 275 also pressurizes the annular region 120aa defined between the interior 
surface of the expandable tubular member 120 and the exterior surface of the tubular 
support member 31 5 that is bounded on the upper end by the packer cup assembly 
340 and on the lower end by the expansion cone segments 325. Furthermore, in an 
exemplary embodiment, the pressurization of the annular region 120aa also radially 
expands at least a portion of the surrounding portion of the expandable tubular member 
120. In this manner, the plastic deformation and radial expansion of the expandable 
tubular member 120 is enhanced. Furthermore, during operation of the apparatus 300, 
the packer cup assemblies 340 and 350 prevent the pressurized fluidic material 275 
from passing above and beyond the packer cup assemblies and thereby define the 
length of the pressurized annular region 120aa. In an exemplary embodiment, the 
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for plastic deformation and radial expansion of the expandable tubular member 120 by 

as much as 50% and also reduces the angle of attack of the tapered externa, surfaces. 

325bb and 325bc, of the expansion cone segments 325. 

The radial expansion of the expandable tubular member 120 may then continue 

until the upper end 120b of the expandable tubular member is radially expanded and 
plastically deformed along with the overlapping portion of the wellbore cas.ng 110. 
Because the expansion cone segments 325 may be adjustable positioned from an 
outside diameter less than the inside diameter of the expandable tubular member 120 
to an outside diameter substantially equal to the inside diameter of the pre-ex.st.ng 
casing 1 1 0 the resulting wellbore casing, including the casing 1 1 0 and the radially 
expanded tubular member 120, created by the operation of the apparatus 300 may 
have a single substantially constant inside diameter thereby providing a mono-d.ameter 
wellbore casing. 

During the radial expansion process, the expansion cone segments 325 may be 
raised out of the expanded portion of the tubular member 120 by applying an upward 
axial force to the tubular support member 315. In a preferred embodiment, during the 
radial expansion process, the expansion cone segments 325 are raised at 
approximately the same rate as the tubular member 120 is expanded in order to keep 
the tubular member stationary relative to the new wellbore section 115. 

In a preferred embodiment, when the upper end portion of the expandable 
tubular member 1 20 and the lower portion of the wellbore casing 1 1 0 that overlap with 
one another are plastically deformed and radially expanded by the expansion cone 
segments 325, the expansion cone segments are displaced out of the wellbore 100 by 
both the operating pressure within the interior of the tubular member 1 20 and a 
upwardly directed axial force applied to the tubular support member 305. 

In a preferred embodiment, the operating pressure and flow rate of the flu.dic 
material 275 is controllably ramped down when the expansion cone segments 325 
reach the upper end portion of the expandable tubular member 120. In this manner, 
the sudden release of pressure caused by the complete radial expansion and plastic 
deformation of the expandable tubular member 120 off of the expansion cone 
segments 325 can be minimized. In a preferred embodiment, the operating pressure is 
reduced in a substantially linear fashion from 100% to about 10% during the end of the 
extrusion process beginning when the expansion cone segments 325 are within about 
5 feet from completion of the extrusion process, 
i Alternatively, or in combination, the wall thickness of the upper end portion of 
... ,..h..i 0 r mamhpr 1?0 is laoered in order to gradually reduce the 



35 



required operating pressure for plastically deforming and radially expanding the upper 
end portion of the tubular member. In this manner, shock loading of the apparatus is at 
least reduced. 

Alternatively, or in combination, a shock absorber is provided in the tubular 
5 support member 305 in order to absorb the shock caused by the sudden release of 
pressure. The shock absorber may comprise, for example, any conventional 
commercially available shock absorber, bumper sub, or jars adapted for use in wellbore 
operations. 

Alternatively, or in combination, an expansion cone catching structure is 

10 provided in the upper end portion of the expandable tubular member 120 in order to 
catch or at least decelerate the expansion cone segments 325. 

Alternatively, or in combination, during the radial expansion process, an upward 
axial force is applied to the tubular support member 315 sufficient to plastically deform 
and radially expand the tubular member 120 off of the external surfaces, 225bb and 

1 5 225bc, of the expansion cone segments 325. 

Alternatively, or in combination, in order to facilitate the pressurization of the 
interior 120a of the expandable tubular member by the injection of the fluidic materials 
275, the region within the wellbore section 115 below the apparatus 300 may be 
fluidicly sealed off in a convention manner using, for example, a packer. 

20 Once the radial expansion process is completed, the tubular support member 

305, the tubular support member 310, the tubular support member 315, the end stop 
320, the expansion cone segments 325, the split ring collar 330, the collet assembly 
335, the packer cup assembly 340, the spacer 345, the packer cup assembly 350, and 
the collet assembly 355 are removed from the wellbores 100 and 115. 

25 Referring to Figs. 6 and 6a-6k, an alternative embodiment of an apparatus 400 

for forming a wellbore casing in a subterranean formation will now be described. The 
apparatus 400 includes a tubular support member 405 defining an internal passage 
405a that is coupled to an end of a tubular coupling 410 defining an internal passage 
410a. The other end of the tubular coupling 41 0 is coupled to an end of a tubular 

30 support member 415 defining an internal passage 415a that includes a first flange 
415b, a first radial passage 415c, a second radial passage 41 5d, a second flange 
415e, a stepped flange 415f, a third flange 415g, a fourth flange 415h, a fifth flange 
41 5i, and an expansion cone body 41 5j. The other end of the tubular support member 
415 is coupled to a tubular end stop 420 that defines a passage 420a. 

35 As illustrated in Figs. 6e and 6f, the expansion cone support body 415j includes 

a first end 415iPI « t^n*=»r^H hftYannnal r>nrfi#"»r» A 1 *^iK Ir>^l..^~~ ~ « ~* i" 
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shape. s,o.s 415jba provided on each of the externa, faceted surfaces of .he tapered 
hexagonal portion, and a second end 41 5jc. fn an exempt embodiment, the angle of 
aoadr of the tapered hexagonal portion 41 5|b ranges from about 35 to 50 degrees fo, 

reasons to be described. 

As illustrated in Figs. 6. 6a-6d, and 6g-6i, a plurality of expansion cone 
segments 425 are provided that include first ends 425a that include T-shaped retain.ng 
members 425aa and second ends 425b that include T-shaped retaining members 
425ba that mate with and are received within corresponding T-shaped slots 415jba on 
the tapered hexagonal portion 41 5jb of the expansion cone support body 415,, first 
externa, surfaces 425bb, second externa, surfaces 425bc. and third externa, surfaces 
425bd. Thus, in an exemplary embodiment, a total of six expansion cone segments 
425 are provided that are slidably coupled to corresponding sides of the tapered 
hexagonal portion 415jb of the expansion cone support body 415j. 

in an exemplary embodiment, the widths of the first external surfaces 425bb of 
the expansion cone segments 425 increase in the direction of the second external 
surfaces 425bc, the widths of the second external surfaces are substantially constant, 
and the widths of the third external surfaces 425bd decrease in the direction of the first 
ends 425a of the expansion cone segments for reasons to be descnbed. In an 
exemplary embodiment, the first external surfaces 425bb of the expansion cone 
segments 425 taper upwardly in the direction of the second external surfaces 425bc, 
the second external surfaces taper upwardly in the direction of the third external 
surfaces 425bd. and the third external surfaces 425bd taper downwardly in the 
direction of the first ends 425a of the expansion cone segments for reasons to be 
described. In an exemplary embodiment, the angle of attack of the taper of the first 
external surfaces 425bb of the expansion cone segments 425 are greater than the 
angle of attack of the taper of the second externa, surfaces 425bc. In an exemplary 
embodiment, the first and second external surfaces. 425bb and 425bc. of the 
expansion cone segments 425 are arcuate such that when the expansion cone 
segments 425 are displaced in the direction of the end stop 420. the first and second 
30 externa, surfaces of the expansion cone segments provide a substantially continuous 
outer circumferential surface for reasons to be described. 

As illustrated in Fig. 6j. in an exemplary embodiment, the external surfaces. 
425bb 425bc. and 425bd. of the second ends 425b of the expansion cone segments 
425 are adapted to mate with one another in order to interlock adjacent expans.on 
35 cone segments. 
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A split ring collar 430 that defines a passage 430a for receiving the tubular 
support member 415 is provided that includes a first end that includes plurality of T- 
shaped slots 430b for receiving and mating with corresponding T-shaped retaining 
members 425aa of the expansion cone segments 425 and a second end that includes 
an L-shaped retaining member 430c. In an exemplary embodiment, the split ring collar 
430 is a conventional split ring collar commercially available from Halliburton Energy 
Services modified in accordance with the teachings of the present disclosure. 

A dog assembly 435 is provided that includes a tubular sleeve 435a that defines 
a passage 435aa for receiving the tubular support member 415 that includes a first end 
that includes a slot 435ab for receiving and mating with the L-shaped retaining member 
430c of the split ring collar 430. a radial passage 435ac, and a recess 435ad for 
receiving the fifth flange 415a of the tubular support member 415. A second end of the 
tubular sleeve 435a includes a flange 435ae that mates with the fourth flange 415h of 
the tubular support member 415. A retaining ring 435b that defines a passage 435ba 
for receiving the fifth flange 41 5i is received within the recess 435ad of the tubular 
sleeve 435a and is coupled to an end of a load transfer pin 435c. The opposite end of 
the load transfer pin 435c is received within the radial passage 435ac of the tubular 
sleeve 435a and is coupled to an end of a tubular sleeve 435d that includes a recess 
435da at a first end for receiving the tubular sleeve 435a, and a radial opening 435dc 
for receiving a conventional resilient dog 435e. A spring 435f and a ring 435g that 
defines a passage 435ga for receiving the tubular support member 415 are received 
within the recess 435ad of the tubular sleeve 435a between a first end of the recess 
and the fifth flange 41 5i of the tubular support member. 

A first conventional packer cup assembly 440 that defines a passage 440a for 
receiving the tubular support member 415 includes a first end 440b that mates with the 
fourth flange 415g of the tubular support member, a conventional sealing cup 440c, 
and a second end 440d. A tubular spacer 445 that defines a passage 445a for 
receiving the tubular support member 415 includes a first end 445b that mates with the 
second end 440d of the first packer cup assembly 440 and a second end 445c. A 
second conventional packer cup assembly 450 that defines a passage 450a for 
receiving the tubular support member 415 includes a first end 450b that mates with the 
second end 445c of the spacer 445, a conventional sealing cup 450c. and a second 
end 450d that mates with the stepped flange 41 5f of the tubular support member. 

A dog assembly 455 is provided that includes a tubular sleeve 455a that defines 
a passage 455aa for receiving the tubular support member 415. A first end of the 

tliblllar slfiftVP 455a inrlnHoc o rarliol nnonlnn *CC->k ,„ , 



re *n. dog 455b. A second end o. I. lobular sleeve 455a rncludes a re* s 455ac 
and is coupled .0 an end of a toad M » 455c. The oppose end of .he « _ 
lra „s.e, pta 4550 is coupled ,o a retaining nng 455d M defines a passage 455* *r 
Living , he .ubutor supped member 4,5. A .ubular sfeeve 455e is received v,h,n 
recess 455ao o, .he .ubu,ar sleeve 455a .ha. defines a passage 455ea for recervrng me 
tubular support member 41 5 and includes a firs, end that includes a radial passage 
455eb for receiving .he toad .ransfer pin 455c and a rec*ss 455eo for receiving . spnng 
455f A nng 455g tha. defines a passage 455ga for receiving the tubular support 
member 41 5 is further received within the recess 455ec of Ihe tubular steeve 455e 
belween ,he spring 455f and .he second flange 415e of the tubular support member 
41 5 A second end of the tubular sleeve 455e indudes a radial passage 455ed. 
seeing members. 455e, and 455eg. and a recess 455eh .ha. nra.es wtth me firs, flange 
415b of the tubular support member 415. 

In an exemplary embodiment, during operation of the apparatus 400, as 
i„ustrated in Figs. 6 and 6a-6k. the apparatus may be initially positioned in the we.lbore 
100 within the casing 110^ith the dog assemblies 435 and 455 positioned .n a 
neutral position in which the radial passage 415d of the tubular support member 415 .s 
fluidicly coupled to the radial passage 455ed of the dog assembly 455 and the 
expansion cone segments 425 are not driven up the tapered hexagonal portion 415 jb 
of the expansion cone support body 415] of the tubular support member 415 .nto 
contact with the stop member 320. In this manner, fluidic materials within the mtenor 
415a of the tubular support member 415 may pass through the radial passages. 415d 
and 455ed, into the annu.us between the apparatus 400 and the casing 1 1 0 thereby 
preventing over pressurization of the annulus. Furthermore, in this manner, the outs.de 
diameter of the expansion cone segments 425 is less than or equal to the outs.de 
diameter of the stop member 420 thereby permitting the apparatus 400 to be displaced 

within the casing 110. 

As illustrated in Figs. 7. and 7a-7c. the apparatus 400 may then be pos.t.oned .n 
the tubular member 120. During the insertion of the apparatus into the tubular member 
120 the upper end 120b of the tubular member may impact the ends of the restart 
dogs 435e and 455b, of the dog assemblies, 435 and 455. respectively, thereby 
driving the resilient dogs. 435e and 455b. backwards off of and adjacent to one s.de of 
the flanges,415h and 415f. respectively. As a result of the backward ax.al 
displacement of the resilient dog 435e. the tubular sleeve 435d. the pin 435c. the 
retaining ring 435b. and the ring 435g of the dog assembly 435 are driven backward 

„„ aw a nH annlvino an axial biasinq force to the tubular 
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sleeve 435a that prevents the expansion cone segments 425 from being displaced 
toward the end stop 420. As a result of the backward axial displacement of the resilient 
dog 455b, the tubular sleeve 455a, the pin 455c, the retaining ring 455d, and the ring 
455g of the dog assembly 455 are driven backward thereby compressing the spring 
455f and applying an axial biasing force to the tubular sleeve 455e that prevents the 
radial passages, 41 5d and 455ed from being fluidicly decoupled. 

The apparatus 400 may then be at least partially positioned in the open hole 
section 1 15a of the wellbore section 115, beyond the lower end 120c of the tubular 
member 120. In an exemplary embodiment, that portion of the apparatus 400 that 
includes the stop member 420, the expansion cone segments 425, the split ring collar 
430, the dog assembly 435, the packer cup assembly 440, the spacer 445, the packer 
cup assembly 450, and the dog assembly 455 is then positioned in the open hole 
section 11 5a of the wellbore section 1 1 5, beyond the lower end 1 20 of the tubular 
member for reasons to be described. Because the dogs, 435e and 455b, of the dog 
assemblies, 435 and 455, respectively, are resilient, once the apparatus 400 has been 
positioned in the open hole section 1 15a of the wellbore section 115, beyond the lower 
end 120c of the tubular member 120, the resilient dogs, 435e and 455b, of the dog 
assemblies may spring outwardly in the radial direction. 

The apparatus 400 may then be repositioned at least partially back within the 
tubular member 120. During the re-insertion of the apparatus into the tubular member 
120, the lower end 120c of the tubular member may impact the ends of the resilient 
dogs, 435e and 455b, of the dog assemblies, 435 and 455, respectively, thereby 
driving the resilient dogs forward until the resilient dogs are positioned beyond and 
adjacent to the other side of the flanges, 415h and 41 5f, of the tubular support member 
415. 

As a result, of the forward axial displacement of the resilient dog 435e, the 
tubular sleeve 435a, the retaining ring 435b, the pin 435c, the tubular sleeve 435d, the 
spring 435f, and the ring 435g of the dog assembly 435 are displaced in the forward 
axial direction thereby also displacing the split ring collar 430 and the expansion cone 
segments 425 in the forward axial direction. As a result, the expansion cone segments 
425 are driven up the tapered hexagonal portion 415jb of the expansion cone support 
body 41 5j of the tubular support member 415 into contact with the stop member 320. 

As a result of the forward axial displacement of the resilient dog 455b, the 
tubular sleeve 455a, the pin 455c, the retaining ring 455d, the tubular sleeve 455e, the 
spring 455f, and the ring 455g of the dog assembly 455 are driven forward in the axial 
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coupfing ft. .adia, passages 415c and 415d . As a resu„ ffuidic materels * «- 

support member and the tubular member 120. 

As a result of the forward axial displacement of the resilient dog 435e. the 

5 outside diameter o. the expansion cone segments 425 * no* greater than the M. 
eiameter o. expandable tubular member 120 .hereby permitting the appals , 400 to 
be used ,o radially expand and plastically defon, the tubular member, and dutdtc 
materials within ttte interior 415a of the tubular support member 415 may no longer 
pass through «he radial passages. 41 M and 455ed. Into the annulus between the 

,0 apparatus 400 and .he Pabular member thereby permiffing .he inters of the apparatus 
to be pressurized. 

The apparatus 400 may then be operated to radially expand and plastically 
deform the tubu.ar member 120 by applying an upward axial force to the tubular 
support member 41 5 and/or by injecting a pressurized fiuidic material into the tubu.ar 
15 support member. . ^. r 

120 may then be radially expanded using the apparatus 400 by injecting a flu,d.c 
material 275 into the apparatus through the passages 405a, 310a, 415a, and 420a. 
The injection of the fiuidic material 275 may pressurize the interior 1 20a of the 
20 expandable tubular member 120. In addition, because the packer cup assents. 440 
and 450 seal off an annular region 120aa below the packer cup assembl.es between 
the expandable tubu.ar member 120 and the tubular support member 415. the •nject.on 
of the fiuidic material 275 may also pressurize the annular region. 

The continued injection of the fiuidic material 275 may then pressunze the 
25 interior 120a of the expandable tubular member 120 thereby plastically deforming and 
radially expanding the expandable tubular member off of the expansion cone segments 
425 Because the outer surfaces. 425bb and 425bc, of the expansion cone segments 
425 are tapered, the plastic deformation and radial expansion of the expandable 
tubular member 120 proximate the expansion cone segments is facilitated. 
30 Furthermore, in an exemplar embodiment, the continued injection of the flu.d.c 

materia. 275 also pressurizes the annular region 120aa defined between the intenor 
surface of .he expandable tubular member 120 and the exterior surface of the tubular 
support member 415 that is bounded on the upper end by the packer cup assembly 
440 and on the .ower end by the expansion cone segments 425. Furthermore, in an 
exemplary embodiment, the pressurization of the annular region 120aa also radially 

„f . ho .nrrnnndina oortion of the expandable tubular member 
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120. In this manner, the plastic deformation and radial expansion of the expandable 
tubular member 120 is enhanced. Furthermore, during operation of the apparatus 300, 
the packer cup assemblies 440 and 450 prevent the pressurized fluidic material 275 
from passing above and beyond the packer cup assemblies and thereby define the 
length of the pressurized annular region 120aa. In an exemplary embodiment, the 
pressurization of the annular region 120aa decreases the operating pressures required 
for plastic deformation and radial expansion of the expandable tubular member 120 by 
as much as 50% and also reduces the angle of attack of the tapered external surfaces, 
425bb and 425bc, of the expansion cone segments 425. 

The radial expansion of the expandable tubular member 120 may then continue 
until the upper end 120b of the expandable tubular member is radially expanded and 
plastically deformed along with the overlapping portion of the wellbore casing 110. 
Because the expansion cone segments 425 may be adjustably positioned from an 
outside diameter less than the inside diameter of the expandable tubular member 120 
to an outside diameter substantially equal to the inside diameter of the pre-existing 
casing 1 10, the resulting wellbore casing, including the casing 1 10 and the radially 
expanded tubular member 120, created by the operation of the apparatus 400 may 
have a single substantially constant inside diameter thereby providing a mono-diameter 
wellbore casing. 

During the radial expansion process, the expansion cone segments 425 may be 
raised out of the expanded portion of the tubular member 120 by applying an upward 
axial force to the tubular support member 415. In a preferred embodiment, during the 
radial expansion process, the expansion cone segments 425 are raised at 
approximately the same rate as the tubular member 120 is expanded in order to keep 
the tubular member stationary relative to the new wellbore section 115. 

In a preferred embodiment, when the upper end portion of the expandable 
tubular member 120 and the lower portion of the wellbore casing 110 that overlap with 
one another are plastically deformed and radially expanded by the expansion cone 
segments 425, the expansion cone segments are displaced out of the wellbore 100 by 
both the operating pressure within the interior of the tubular member 120 and a 
upwardly directed axial force applied to the tubular support member 405. 

In a preferred embodiment, the operating pressure and flow rate of the fluidic 
material 275 is controllably ramped down when the expansion cone segments 425 
reach the upper end portion of the expandable tubular member 120. In this manner, 
the sudden release of pressure caused by the complete radial expansion and plastic 
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segments 425 can be minimized. In a preferred embodiment, the operating pressure ,s 
reduced in a substantially linear fashion from 100% to about 10% during the end of the 
extrusion process beginning when the expansion cone segments 425 are within about 
5 feet from completion of the extrusion process. 
5 Alternatively, or in combination, the wall thickness of the upper end portion of 

the expandable tubular member 1 20 is tapered in order to gradually reduce the 
required operating pressure for plastically deforming and radially expanding the upper 
end portion of the tubular member. In this manner, shock loading of the apparatus .s at 
least reduced. 

10 ' Alternatively, or in combination, a shock absorber is provided in the tubular 

support member 405 in order to absorb the shock caused by the sudden release of 
pressure The shock absorber may comprise, for example, any conventional 
commercially available shock absorber, bumper sub, or jars adapted for use in wellbore 
operations. 

15 Alternatively, or in combination, an expansion cone catching structure is 

provided in the upper end portion of the expandable tubular member 120 in order to 
catch or at least decelerate the expansion cone segments 425. 

Alternatively, or in combination, during the radial expansion process, an upward 
axial force is applied to the tubular support member 415 sufficient to plastically deform 
20 and radially expand the tubular member 1 20 off of the external surfaces. 225bb and 
225bc of the expansion cone segments 425. 

Alternatively, or in combination, in order to facilitate the pressurization of the 
interior 1 20a of the expandable tubular member by the injection of the fluidic materials 
275. the region within the wellbore section 1 15 below the apparatus 400 may be 
25 fluidicly sealed off in a convention manner using, for example, a packer. 

Once the radial expansion process is completed, the tubular support member 
' 405 the tubular support member 410. the tubular support member 415. the end stop 
420 the expansion cone segments 425. the split ring collar 430. the dog assembly 435. 
the packer cup assembly 440. the spacer 445. the packer cup assembly 450. and the 
30 dog assembly 455 are removed from the wellbores 100 and 115. 

Referring now to Figs. 9. 9a. 10 and 10a. an embodiment of an adjustable 
expansion cone assembly 500 will be described. The assembly 500 includes a tubular 
support member 505 that defines a passage 505a and includes a flange 505b. an 
expansion cone support flange assembly 505c. and an end stop 505d. The expansion 
35 cone support flange assembly 505c includes a tubular body 505ca and a plurality of 
m „^r> <wnonc.nn mnfi seoment suoport members 505cb that extend 
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outwardly from the tubular body in the radial direction that each include identical bases 
505cba and extensions 505cbb. The support members 505cb further include first 
sections 505cbc having arcuate conical outer surfaces and second sections 505cbd 
having arcuate cylindrical outer surfaces for reasons to be described. 
5 An expansion cone segment assembly 510 is provided that includes a tubular 

support 510a defining a passage 510aa for receiving the tubular support member 505 
and a slot 510ab. A plurality of spaced apart and substantially identical resilient 
expansion cone segment collets 510b extend from the tubular support 510a in the axial 
direction that include expansion cone segments 510ba extending therefrom in the axial 

10 direction. Each of the expansion cone segments 510ba further include arcuate conical 
expansion surfaces 510baa for radially expanding an expandable tubular member. 

A split ring collar 515 is provided that defines a passage 515a for receiving the 
tubular support member 505 that includes an L-shaped retaining member 515b at one 
end for mating with the slot 510ab of the tubular support 510a of the expansion cone 

15 segment assembly 510. Another end of the split ring collar 515 includes an L-shaped 
retaining member 515c. A tubular sleeve 520 is provided that defines a passage 520a 
for receiving the tubular support member 505 that includes a slot 520b for receiving the 
L-shaped retaining member 515c of the split ring collar 515. 

During operation of the assembly 500, as illustrated in Figs. 9 and 9a, in an 

20 unexpanded position, the expansion cone segments 510ba of the expansion cone 
segment assembly 510 are positioned adjacent to the base of the conical section 
505cbc of the expansion cone segment support members 505cb with the outside 
diameter of the expansion cone segments less than or equal to the maximum outside 
diameter of the assembly. As illustrated in Figs. 10 and 10a, the assembly 500 may 

25 then be expanded by displacing the tubular sleeve 520, the split ring collar 51 5, and the 
expansion cone segment assembly 510 in the axial direction towards the expansion 
cone segment support members 505cb. As a result, the expansion cone segments 
510ba are driven up the conical section 505cbc of the expansion cone segment 
support members 505cb and then onto the cylindrical section 505cbd of the expansion 

30 cone segment support members until the expansion cone segments impact the end 
stop 505d. In this manner, the outside diameter of the expansion segments 510ba is 
greater than the maximum diameter of the remaining components of the assembly 500. 
Furthermore, the conical outer surfaces 510baa of the expansion cone segments 
510ba may now be used to radially expand a tubular member. Note that the 

35 extensions 505cbb of the expansion cone segment support members 505cb provide 
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510ba In an exemplary embodiment, the outer conical surfaces 510baa of the 
expansion cone segments 510ba in the expanded position of the assembly 500 prov.de 
a substantially continuous outer conical surfaces in the circumferential direction. 

The assembly 500 may then be returned to the unexpanded position by 
displacing the tubular sleeve 520, the split ring collar 515. and the expansion cone 
segment assembly 510 in the axial direction away from the expansion cone segment 
support members 505cb. As a result, the expansion cone segments 510ba are 
displaced off of the cylindrical section 505cbd and the conical section 505cbc of the 
expansion cone segment support members 505cb. Because the collets 51 Ob of the 
expansion cone segment assembly 510 are resilient, the expansion segments 510ba 
are thereby returned to a position in which the outside diameter of the expansion cone 
segments is less than or equal to the maximum diameter of the remaining components 

of the assembly 500. 

In several alternative embodiments, the assembly 500 is incorporated into the 

assemblies 200, 300 and/or 400. 

Referring now to Figs. 1 1 . 1 1 a. 1 2 and 1 2a, an embodiment of an adjustable 
expansion cone assembly 600 will be described. The assembly 600 includes a tubular 
support member 605 that defines a passage 605a and includes an expansion cone 
support flange assembly 605b. and an end stop 605c. The expansion cone support 
flange assembly 605b includes a tubular body 605ba and a plurality of equally spaced 
apart expansion cone segment substantially identical support members 605bb that 
extend outwardly from the tubular body in the radial direction. The support members 
605bb further include first sections 605bba having arcuate cylindrical outer surfaces, 
second sections 605bbb having arcuate conical outer surfaces, and third sections 
605bbc having arcuate cylindrical outer surfaces for reasons to be described. 

An expansion cone segment assembly 610 is provided that includes a tubular 
support 610a defining a passage 610aa for receiving the tubular support member 605 
and a slot 610ab. A plurality of spaced apart and substantially identical resilient 
expansion cone segment collets 610b extend from the tubular support 610a in the axial 
direction that include expansion cone segments 610ba extending therefrom in the axial 
direction. Each of the expansion cone segments 610ba further include arcuate conical 
expansion surfaces 610baa for radially expanding an expandable tubular member. 

A split ring collar 615 is provided that defines a passage 61 5a for receiving the 
tubular support member 605 that includes an L-shaped retaining member 615b at one 
end for mating with the slot 610ab of the tubular support 610a of the expansion cone 
ftin imthpr *nri nf the sdIU rinq collar 615 includes an L-shaped 
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retaining member 615c. A tubular sleeve 620 is provided that defines a passage 620a 
for receiving the tubular support member 605 that includes a slot 620b for receiving the 
L-shaped retaining member 615c of the split ring collar 615. 

During operation of the assembly 600, as illustrated in Figs. 11 and 11a, in an 
unexpanded position, the expansion cone segments 610ba of the expansion cone 
segment assembly 610 are positioned on the cylindrical section 605bba t adjacent to 
the base of the conical section 605bbb, of the expansion cone segment support 
members 605bb with the outside diameter of the expansion cone segments less than 
or equal to the maximum outside diameter of the assembly. As illustrated in Figs. 1,2 
and 12a, the assembly 600 may then be expanded by displacing the tubular sleeve 
620, the split ring collar 615, and the expansion cone segment assembly 610 in the 
axial direction towards the expansion cone segment support members 605bb. As a 
result, the expansion cone segments 610ba are driven up the conical section 605bbb 
of the expansion cone segment support members 605bb and then onto the cylindrical 
section 605bbc of the expansion cone segment support members until the expansion 
cone segments impact the end stop 605c. In this manner, the outside diameter of the 
expansion segments 610ba is greater than the maximum diameter of the remaining 
components of the assembly 600. Furthermore, the conical outer surfaces 610baa of 
the expansion cone segments 610ba may now be used to radially expand a tubular 
member. In an exemplary embodiment, the outer conical surfaces 61 Obaa of the 
expansion cone segments 610ba in the expanded position of the assembly 600 provide 
a substantially continuous outer conical surfaces in the circumferential direction. 

The assembly 600 may then be returned to the unexpanded position by 
displacing the tubular sleeve 620, the split ring collar 615, and the expansion cone 
segment assembly 610 in the axial direction away from the expansion cone segment 
support members 605bb. As a result, the expansion cone segments 610ba are 
displaced off of the cylindrical section 605bbc and the conical section 605bbb and back 
onto the cylindrical section 605bba of the expansion cone segment support members 
605bb. Because the collets 610b of the expansion cone segment assembly 610 are 
resilient, the expansion segments 610ba are thereby returned to a position in which the 
outside diameter of the expansion cone segments is less than or equal to the maximum 
diameter of the remaining components of the assembly 600. 

In several alternative embodiments, the assembly 600 is incorporated into the 
assemblies 200, 300 and/or 400. 

Referring now to Figs. 13, 13a, 13b, 13c, 14 and 14a, an embodiment of an 
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includes a tubular support member 705 that defines a passage 705a and includes an 
expansion cone support flange assembly 705b. and an end stop 705c. The expanse 
cone support flange assembly 705b includes a tubular body 705ba and a plurality of 
equally spaced apart expansion cone segment substantially identical support members 
705bb that extend outwardly from the tubular body in the radial direction. The support 
members 705bb further include first sections 705bba having arcuate cylindrical outer 
surfaces, second sections 705bbb having arcuate conical outer surfaces, and th.rd 
sections 705bbc having arcuate cylindrical outer surfaces for reasons to be described. 

An expansion cone segment assembly 710 is provided that includes a first 
tubular support 710a defining a passage 710aa for receiving the tubular support 
member 705 that includes a slot 710ab and a second tubular support 710b def.n.ng a 
passage 710ba for receiving the tubular support member 705 that includes a plurality of 
spaced apart and substantially identical axial slots 710bb. A plurality of spaced apart 
and substantially identical resilient expansion cone segment collets 71 Oac extend from 
the first tubular support 710a in the axial direction and are received with.n 
corresponding ones of the axial slots 710bb in the second tubular support 710b that 
include substantially identical expansion cone segments 710aca extending therefrom .n 
the axial direction. A plurality of spaced apart and substantially identical res.I.ent 
expansion cone segment collets 710bc extend from the second tubular support 710b .n 
the axial direction that are interleaved and overlap with the expansion cone segment 
collets 710ac and that include substantially identical expansion cone segments 710bca 
extending therefrom in the axial direction. Each of the expansion cone segments. 
710aca and 710bca. further include arcuate conical expansion surfaces. 710acaa and 
710bcaa. respectively, for radially expanding an expandable tubular member. A 
25 plurality of pins 715a-715d couple the expansion cone segment collets 710ac to the 
second tubular support 710b. 

A split ring collar 720 is provided that defines a passage 720a for receiving the 
tubular support member 705 that includes an L-shaped retaining member 720b at one 
end for mating with the slot 710ab of the first tubular support 710a of the expansion 
30 cone segment assembly 710. Another end of the split ring collar 720 includes an L- 
shaped retaining member 720c. A tubular sleeve 725 is provided that defines a 
passage 725a for receiving the tubular support member 705 that includes a slot 725b 
for receiving the L-shaped retaining member 720c of the split ring collar 720. 

During operation of the assembly 700. as illustrated in Figs. 13, 13a, 13b, and 
35 1 3c, in an unexpanded position, the expansion cone segments 710aca of the 
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expansion cone segments 710bca of the expansion cone segment assembly, adjacent 
to the base of the conical section 705bbb, of the expansion cone segment support 
members 705bb with the outside diameter of the expansion cone segments less than 
or equal to the maximum outside diameter of the assembly. As illustrated in Figs. 14 
5 and 14a, the assembly 700 may then be expanded by displacing the tubular sleeve 
725, the split ring collar 720, and the expansion cone segment assembly 710 in the 
axial direction towards the expansion cone segment support members 705bb. As a 
result, the expansion cone segments, 710aca and 710bca, are driven up the conical 
section 705bbb of the expansion cone segment support members 705bb and then onto 

10 the cylindrical section 705bbc of the expansion cone segment support members until 
the expansion cone segments impact the end stop 705c. In this manner, the outside 
diameter of the expansion segments, 710aca and 710bca, is greater than the 
maximum diameter of the remaining components of the assembly 700. Furthermore, 
the conical outer surfaces, 710acaa and 710bcaa, of the expansion cone segments, 

15 710aca and 710bca, respectively, may now be used to radially expand a tubular 
member. In an exemplary embodiment, the outer conical surfaces, 710acaa and 
710bcaa, of the expansion cone segments, 710aca and 710bca, respectively, in the 
expanded position of the assembly 700 provide a substantially continuous outer conical 
surfaces in the circumferential direction. 

20 The assembly 700 may then be returned to the unexpanded position by 

displacing the tubular sleeve 720, the split ring collar 715, and the expansion cone 
segment assembly 710 in the axial direction away from the expansion cone segment 
support members 705bb. As a result, the expansion cone segments, 710aca and 
710bca r are displaced off of the cylindrical section 705bbc and the conical section 

25 705bbb and back onto the cylindrical section 705bba of the expansion cone segment 
support members 705bb. Because the collets, 710ac and 710bc, of the expansion 
cone segment assembly 710 are resilient, the expansion segments, 710aca and 
710bca. are thereby returned to a position in which the outside diameter of the 
expansion cone segments is less than or equal to the maximum diameter of the 

30 remaining components of the assembly 700. 

In several alternative embodiments, the assembly 700 is incorporated into the 
assemblies 200, 300 and/or 400. 

Referring to Figs. 15 and 15a-15j, an alternative embodiment of an apparatus 
800 for forming a wellbore casing in a subterranean formation will now be described. 
35 The apparatus 800 includes a tubular support member 805 defining an internal 
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passage 810a. The other end of the tubular coupling 810 is coupled to an end of a 
tubu.ar support member 815 defining an internal passage 815a having a throat 
passage 815aa that includes a first radial passage 815b. a first flange 815c havmg a 
second radial passage 815d. a second flange 815e having opposite shoulders. 815ea 
5 and 815eb. a third flange 815f. and an expansion cone support body 815g. The other 
end of the tubular support member 815 is coupled to a tubular end stop 820 that 

defines a passage 820a. 

As illustrated in Figs. 1 5d and 1 5e, the expansion cone support body 81 5g 
includes a first end 815ga. a tapered hexagonal portion 815gb that includes a plurahty 
10 of T-shaped slots 815gba provided on each of the external faceted surfaces of the 
tapered hexagonal portion, and a second end 815gc. In an exemplary embod.ment. 
the angle of attack of the tapered hexagonal portion 81 5gb ranges from about 35 to 50 
degrees for reasons to be described. 

As illustrated in Figs. 15. 15a-15c. and 15f-15j, a plurality of expansion cone 
15 segments 825 are provided that include first ends 825a that include T-shaped reta.n.ng 

members 825aa and second ends 825b that include T-shaped retaining members 
825ba that mate with and are received within corresponding T-shaped slots 815gba on 
the tapered hexagonal portion 815gb of the expansion cone support body 815g. f.rst 
external surfaces 825bb. second external surfaces 825bc, and third external surfaces 
20 825bd. Thus, in an exemplary embodiment, a total of six expansion cone segments 
825 are provided that are slidably coupled to corresponding sides of the tapered 
hexagonal portion 815gb of the expansion cone support body 81 5g. 

in an exemplary embodiment, the widths of the f.rst external surfaces 825bb of 
the expansion cone segments 825 increase in the direction of the second external 
25 surfaces 825bc. the widths of the second external surfaces are substantially constant, 
and the widths of the third external surfaces 825bd decrease in the direction of the first 
ends 825a of the expansion cone segments for reasons to be described. In an 
exemplary embodiment, the first external surfaces 825bb of the expansion cone 
segments 825 taper upwardly in the direction of the second external surfaces 825bc. 
30 the second external surfaces taper upwardly in the direction of the third external 
surfaces 825bd. and the third external surfaces 825bd taper downwardly in the 
direction of the first ends 825a of the expansion cone segments for reasons to be 
described. In an exemplary embodiment, the angle of attack of the taper of the first 
external surfaces 825bb of the expansion cone segments 825 are greater than the 
35 angle of attack of the taper of the second external surfaces 825bc. In an exemplary 

™ — a ovwnai ciirfAPftR R25bb and 825bc, of the 



A I- - C 4. 



49 

expansion cone segments 825 are arcuate such that when the expansion cone 
segments 825 are displaced in the direction of the end stop 420, the first and second 
external surfaces of the expansion cone segments provide a substantially continuous 
outer circumferential surface for reasons to be described. 

As illustrated in Fig. 15i, in an exemplary embodiment, the external surfaces, 
825bb, 825bc, and 825bd, of the second ends 825b of the expansion cone segments 
825 are adapted to mate with one another in order to interlock adjacent expansion 
cone segments. 

A split ring collar 830 that defines a passage 830a for receiving the tubular 
support member 815 is provided that includes a first end that includes plurality of T- 
shaped slots 830b for receiving and mating with corresponding T-shaped retaining 
members 825aa of the expansion cone segments 825 and a second end that includes 
an L-shaped retaining member 830c. In an exemplary embodiment, the split ring collar 
830 is a conventional split ring collar commercially available from Halliburton Energy 
Services modified in accordance with the teachings of the present disclosure. 

A dog assembly 835 is provided that includes a tubular sleeve 835a that defines 
a passage 835aa for receiving the tubular support member 815 and includes a slot 
835ab for receiving and mating with the L-shaped retaining member 830c of the split 
ring collar 830, a counterbore 835ac, and a radial passage 835ad. An end of a load 
transfer pin 835b passes through the radial passage 835ad and is coupled to a 
retaining ring 835c that defines a passage 835ca for receiving the flange 81 5f of the 
tubular support member 815 and is received within the counterbore 835ac of the 
tubular sleeve. A ring 835d that defines a passage 835da for receiving the tubular 
support member 815 and a spring 835e are also received within the counterbore 835ac 
of the tubular sleeve 835a between the flange 81 5f and the end of the counterbore. 
The other end of the load transfer pin 835b is coupled to an end of a tubular sleeve 
835f that includes a counterbore 835fa for receiving the tubular sleeve 835a, a radial 
passage 835fb for receiving a conventional resilient dog 835g, a counterbore 835fc for 
receiving and mating with the flange 815e of the tubular support member 815, a flange 
835fd, and a flange 835fe including counterbores, 835ff and 835fg, that mate with and 
receive the flange 815c of the tubular support member, and a radial passage 835fh. 

A first conventional packer cup assembly 840 that defines a passage 440a for 
receiving the tubular sleeve 835f includes a first end 840b that mates with the flange 
835fd of the tubular sleeve 835f, a conventional sealing cup 840c, and a second end 
840d. A tubular spacer 845 that defines a passage 845a for receiving the tubular 
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packer cup assembly 840 and a second end 845c. A second convention* packer cup 
assembly 850 lha> defines a passage 850a for receiving the lobular sleeve 835f 
includes a first end 850b that mates with the second end 845c of the spacer 845. a 
conventional sealing cup 850c. and a second end 850d that mates Witt, the ttange 

835fe of the tubular sleeve. 

In an exemplary embodiment, during operation of the apparatus 800, as 
illustrated in Figs. 15 and 15a-15j. the apparatus may be initially positioned in the 
wellbore 100. within the casing 110. with the dog assembly 835 positioned in a neutral 
position in which the radial passage 815d of the tubular support member 815 is flu,d,dy 
coupled to the radial passage 835fh of the dog assembly 835 and the expansion cone 
segments 825 are not driven up the tapered hexagonal portion 815gb of the expanse 
cone support body 815g of the tubular support member 815 into contact with the stop 
member 320 In this manner, fluidic materials within the interior 815a of the tubular 
support member 815 may pass through the radial passages. 815d and 835fh. into the 
annulus between the apparatus 800 and the casing 110 thereby preventing over 
pressurization of the annulus. Furthermore, in this manner, the outside diameter of the 
expansion cone segments 825 is less than or equal to the outside diameter of the stop 
member 820 thereby permitting the apparatus 800 to be displaced within the cas.ng 
110. 

As illustrated in Figs. 16. and 16a-16c, the apparatus 800 may then be 
positioned in the tubular member 1 20. During the insertion of the apparatus .nto the 
tubular member 120. the upper end 120b of the tubular member may impact the end of 
the resilient dog 835g of the dog assembly 835 thereby driving the resilient dog 835g 
backwards onto the shoulder 815ea of the flange 815e of the tubular support member 
815 As a result of the backward axial displacement of the resilient dog 835g, the 
tubular sleeve 835f, the pin 835b, the retaining ring 835c. the ring 835d. and the spnng 
835e of the dog assembly 835 are driven backward thereby compressing the spnng 
835e and applying an axial biasing force to the tubular sleeve 835a that prevents the 
expansion cone segments 825 from being displaced toward the end stop 820. 

The apparatus 800 may then be at least partially positioned in the open hole 
section 1 1 5a of the wellbore section 115. beyond the lower end 1 20c of the tubular 
member 120. In an exemplary embodiment, that portion of the apparatus 800 that 
includes the stop member 820. the expansion cone segments 825. the split ring collar 
830 and the dog assembly 835 is then positioned in the open hole section 1 15a of the 
5 wellbore section 115. beyond the lower end 120 of the tubular member for reasons to 
. . ,.. . , „ .u« a~. «•<<;,-, rvf th* rtnn assemblv 835 is resilient, once the 
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apparatus 800 has been positioned in the open hole section 1 15a of the wellbore 
section 115, beyond the lower end 120c of the tubular member 120, the resilient dog of 
the dog assembly may spring outwardly in the radial direction. 

The apparatus 800 may then be repositioned at least partially back within the 
tubular member 120. During the re-insertion of the apparatus into the tubular member 
1 20, the lower end 1 20c of the tubular member may impact the ends of the resilient 
dog 835g of the dog assembly 835 thereby driving the resilient dog forward until the 
resilient dog is positioned onto the shoulder 81 5eb of the flange 81 5e of the tubular 
support member 815. 

As a result of the forward axial displacement of the resilient dog 835g, the 
tubular sleeve 835f, the spring 835e, the ring 835d, the ring 835c, the pin 835b, and the 
tubular sleeve 835a are displaced in the forward axial direction thereby also displacing 
the split ring collar 830 and the expansion cone segments 825 in the forward axial 
direction. As a result, the expansion cone segments 825 are driven up the tapered 
hexagonal portion 81 5gb of the expansion cone support body 81 5g of the tubular 
support member 815 into contact with the stop member 320. Furthermore, as a result 
of the forward axial displacement of the tubular sleeve 835f, the radial passages, 81 5d 
and 835fh, are fluidicly decoupled. As a result fluidic materials within the tubular 
support member 815 may not pass into the annulus between the tubular support 
member and the tubular member 1 20. 

As a result of the forward axial displacement of the resilient dog 435e, the 
outside diameter of the expansion cone segments 825 is now greater than the inside 
diameter of expandable tubular member 120 thereby permitting the apparatus 800 to 
be used to radially expand and plastically deform the tubular member, and fluidic 
materials within the interior 815a of the tubular support member 815 may no longer 
pass through the radial passages, 815d and 455ed, into the annulus between the 
apparatus 800 and the tubular member thereby permitting the interior of the apparatus 
to be pressurized. 

The apparatus 800 may then be operated to radially expand and plastically 
deform the tubular member 120 by applying an upward axial force to the tubular 
support member 81 5 and/or by injecting a pressurized fluidic material into the tubular 
support member. 

In particular, as illustrated in Figs. 17 and 17a-17c, the expandable tubular 
member 120 may then be radially expanded using the apparatus 800 by injecting a 
fluidic material 275 into the apparatus through the passages 805a, 810a, 815a, and 
820a. The injection nf iht> fining ma^noi otc : — _ ... * — 
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expandable tubular member 120. In addition, because the packer cup assemblies. 840 
and 850. seal off an annular region 1 20aa below the packer cup assemblies between 
the expandable tubular member 120 and the tubular support member 815. the injection 
of the fluidic material 275 may also pressurize the annular region. 
5 The continued injection of the fluidic material 275 may then pressurize the 

interior 120a of the expandable tubular member 120 thereby plastically deforming and 
radially expanding the expandable tubular member off of the expansion cone segments 
825. Because the outer surfaces. 825bb and 825bc. of the expansion cone segments 
825 are tapered, Ihe plastic deformation and radial expansion of the expandable 
1 0 tubular member 1 20 proximate the expansion cone segments is facilitated. 

Furthermore, in an exemplary embodiment, the continued injection of the fluidic 
material 275 also pressurizes the annular region 120aa defined between the interior 
surface of the expandable tubular member 120 and the exterior surface of the tubular 
support member 815 that is bounded on the upper end by the packer cup assembly . 
15 840 and on the lower end by the expansion cone segments 825. Furthermore, in an 
exemplary embodiment, the pressurization of the annular region 120aa also radially 
expands at least a portion of the surrounding portion of the expandable tubular member 
120. In this manner, the plastic deformation and radial expansion of the expandable 
tubular member 120 is enhanced. Furthermore, during operation of the apparatus 300. 
20 the packer cup assemblies 840 and 850 prevent the pressurized fluidic material 275 
from passing above and beyond the packer cup assemblies and thereby define the 
length of the pressurized annular region 120aa. In an exemplary embodiment, the 
pressurization of the annular region 120aa decreases the operating pressures required 
for plastic deformation and radial expansion of the expandable tubular member 120 by 
25 as much as 50% and also reduces the angle of attack of the tapered external surfaces. 
825bb and 825bc, of the expansion cone segments 825. 

The radial expansion of the expandable tubular member 120 may then continue 
until the upper end 120b of the expandable tubular member is radially expanded and 
plastically deformed along with the overlapping portion of the wellborn casing 110. 
30 Because the expansion cone segments 825 may be adjustably positioned from an 

outside diameter less than the inside diameter of the expandable tubular member 120 
to an outside diameter substantially equal to the inside diameter of the pre-existing 
casing 110. the resulting wellbore casing, including the casing 110 and the radially 
expanded tubular member 120. created by the operation of the apparatus 800 may 
35 have a single substantially constant inside diameter thereby providing a mono-diameter 
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During the radial expansion process, the expansion cone segments 825 may be 
raised out of the expanded portion of the tubular member 120 by applying an upward 
axial force to the tubular support member 81 5. In a preferred embodiment, during the 
radial expansion process, the expansion cone segments 825 are raised at 
5 approximately the same rate as the tubular member 1 20 is expanded in order to keep 
the tubular member stationary relative to the new wellbore section 115. 

In a preferred embodiment, when the upper end portion of the expandable 
tubular member 120 and the lower portion of the wellbore casing 110 that overlap with 
one another are plastically deformed arid Radially expanded by the expansion cone 
10 segments 825, the expansion cone segments are displaced out of the wellbore 100 by 
both the operating pressure within the interior of the tubular member 120 and a 
upwardly directed axial force applied to the tubular support member 405.. 

In a preferred embodiment, the operating pressure and flow rate of the fluidic 
material 275 is controllably ramped down when the expansion cone segments 825 
15 reach the upper end portion of the expandable tubular member 120. In this manner, 
the sudden release of pressure caused by the complete radial expansion and plastic 
deformation of the expandable tubular member 120 off of the expansion cone 
segments 825 can be minimized. In a preferred embodiment, the operating pressure is 
reduced in a substantially linear fashion from 100% to about 10% during the end of the 
extrusion process beginning when the expansion cone segments 825 are within about 
5 feet from completion of the extrusion process. 

Alternatively, or in combination, the wall thickness of the upper end portion of 
the expandable tubular member 120 is tapered in order to gradually reduce the 
required operating pressure for plastically deforming and radially expanding the upper 
end portion of the tubular member In this manner, shock loading of the apparatus is at 
least reduced. 

Alternatively, or in combination, a shock absorber is provided in the tubular 
support member 805 in order to absorb the shock caused by the sudden release of 
pressure. The shock absorber may comprise, for example, any conventional 
commercially available shock absorber, bumper sub, or jars adapted for use in wellbore 
operations. 

Alternatively, or in combination, an expansion cone catching structure is 
provided in the upper end portion of the expandable tubular member 120 in order to 
catch or at least decelerate the expansion cone segments 825. 

Alternatively, or in combination, during the radial expansion process, an upward 
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and radially expand the tubular member 120 off of the external surfaces, 225bb and 
225bc, of the expansion cone segments 825. 

Alternatively, or in combination, in order to facilitate the pressurization of the 
interior 1 20a of the expandable tubular member by the injection of the fluidic materials 
275. the region within the wellbore section 115 below the apparatus 800 may be 
fluidicly sealed off in a convention manner using, for example, a packer. 

Once the radial expansion process is completed, the tubular support member 
805 the tubular support member 810. the tubular support member 815. the end stop 
82o! the expansion cone segments 825. the split ring collar 830. the dog assembly 835. 
the packer cup assembly 840. the spacer 845. and the packer cup assembly 850 are 
removed from the wellbores 100 and 1 1 5. 

If the expansion cone segments 825 become lodged within the expandable 
tubular member 120 during the radial expansion process, then a ball 280 may be 
placed in the throat 81 5aa of the passage 81 5a of the tubular support member 815, 
15 The continued injection of the fluidic material 275 following the placement of the ball 
280 in the throat 81 5aa of the passage 81 5a of the tubular support member will then 
pressurize the radial passage 815b and an annular portion 835fga of the counterbore 
835fg. As a result of the pressurization of the annular portion 835fga of the 
counterbore 835fg, the tubular sleeve 835f. the pin 835b, the retaining ring 835c. the 
20 ring 835d. the spring 835e, and the tubular sleeve 835a of the dog assembly 835, and 
the split ring collar 830 are driven backward thereby displacing the expansion cone 
segments 825 backwards in the axial direction away from the end stop 820. In this 
manner, the outside diameter of the expansion cone segments 825 is thereby reduced 
and the apparatus 800 may then be removed from the expandable tubular member 
25 120. 

Referring now to Figs. 18a. 18b. 18c, and 18d, an embodiment of an ad|ustable 
expansion cone assembly 900 will be described. The assembly 900 includes a tubular 
support member 905 that defines a passage 905a and includes an expansion cone 
support flange assembly 905b that is coupled to an end stop 910 that defines a 
30 passage 91 0a. The expansion cone support flange assembly 905b includes a first 
tubular end 905ba, a second tubular end 905bb, and an intermediate hexagonal 
conical tubular body 905bc that includes a plurality of substantially identical and equally 
spaced apart expansion cone segment support slots 905bcaa-905bcaf on each of the 
facets of the hexagonal tubular body. 
35 A plurality of first expansion cone segments 915a-91 5c are provided that 

,^ ™« a ininn members 915aa-915ca that mate with and are movably 
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received within the T-shaped slots 905bcaa, 905bcac, and 905bcae of the hexagonal 
conical tubular body 905bc of the expansion cone support assembly 905b, T-shaped 
retaining members 915ab-915cb, exterior top surfaces 915ac-915cc, exterior top 
surfaces 91 5ad-915cd, exterior top surfaces 915ae-915ce, exterior top surfaces 915af- 
5 915cf, and exterior top surfaces 915ag-915cg. In an exemplary embodiment, the 
exterior top surfaces 915ac-915cc and the exterior top surfaces 915ad-915cd are 
arcuate conical surfaces in which the angle of attack of the exterior top surfaces 915ac- 
915cc is greater than the angle of attack of the exterior top surfaces 915ad-915cd. 

A plurality of second expansion cone segments 920a-920c, that are interleaved 
1 0 with and complementary shaped to the first expansion cone segments 91 5a-91 5c, are 
also provided that include T-shaped retaining members 920aa-920ca that mate with 
and are movably received within the T-shaped slots 905bcab, 905bcad, and 905bcaf of 
the hexagonal conical tubular body 905bc of the expansion cone support assembly 
905b, T-shaped retaining members 920ab-920cb, exterior top surfaces 920ac-920cc, 
15 exterior top surfaces 920ad-920cd, exterior top surfaces 920ae-920ce, exterior top 
surfaces 920af-920cf, and exterior top surfaces 920ag-920cg. In an exemplary 
embodiment, the exterior top surfaces 920ac-920cc and the exterior top surfaces 
920ad-920cd are arcuate conical surfaces in which the angle of attack of the exterior 
top surfaces 920ac-920cc is greater than the angle of attack of the exterior top 
I surfaces 920ad-920cd. 

A split ring collar 925 is provided that defines a passage 925a for receiving the 
tubular support member 905 that includes an L-shaped retaining member 925b at one 
end and another end of the split ring collar 925 includes T-shaped slots, 925c, 925d, 
925e, 925f, 925g. and 925h, for mating with and receiving the T-shaped retaining 
members, 915ab, 920ab. 915bb, 920bb, 915cb. and 920cb. of the expansion cone 
segments, 91 5a, 920a, 915b, 920b, 915c. and 920c, respectively. A tubular sleeve 930 
is provided that defines a passage 930a for receiving the tubular support member 905 
and that also includes a slot 930b for receiving and mating with the L-shaped retaining 
member 925b of the split ring collar 925. 

During operation of the assembly 900, as illustrated in Figs. 18a, 18b, 18c, and 
18d, in an unexpanded position, the expansion cone segments, 915a, 915b, 915c, 
91 5d, 920a. 920b. 920c, and 920d are positioned adjacent to the base of the 
hexagonal conical tubular body 905bc of the expansion cone support flange 905b away 
from the end stop 910. In this manner, the outside diameter of the expansion cone 
segments is less than or equal to the maximum outside diameter of the assembly. 
Furthermore, in the unexnandfiH nncitinn ihoavnon^ ». 
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and 915c, are positioned further away from the end stop 910 than the expansion cone 
segments, 920a, 920b, and 920c. 

As illustrated in Figs. 19 and 19a, the assembly 900 may then be expanded by 
displacing the tubular sleeve 930 and the split ring collar 925 in the axial direction 
towards the expansion cone segment support members 705bb. As a result, the 
expansion cone segments. 915a. 915b. 915c. 920a. 920b. 920c. are driven up the 
hexagonal conical tubular body 905bc of the expansion cone support flange 905b unt.l 
the expansion cone segments impact the end stop 910. In this manner, the outside 
diameter of the expansion segments. 915a, 915b. 915c, 920a, 920b. and 920c. is 
greater than the maximum diameter of the remaining components of the assembly 900. 
Furthermore, the conical outer surfaces, 915ac. 915bc. 915cc. 920ac. 920bc. and 
920cc, and the conical outer surfaces. 915ad. 915bd. 915cd, 920ad, 920bd. and 920cd 
of the expansion cone segments. 915a, 915b, 915c, 920a. 920b. and 920c. 
respectively, may now be used to radially expand a tubular member. In an exemplary 
embodiment, the outer conical surfaces, 915ac. 915bc, 915cc. 920ac. 920bc. and 
920cc, and the conical outer surfaces, 915ad, 915bd. 915cd, 920ad. 920bd. and 920cd 
of the expansion cone segments. 915a, 915b, 915c, 920a, 920b. and 920c. 
respectively, in the expanded position of the assembly 900, provide a substantially 
continuous outer conical surfaces in the circumferential direction. Furthermore, note 
that in the expanded position of the assembly 900, the first set of expansion cone 
segments, 915a, 915b. and 915c. are brought into alignment with the second set of 
expansion cone segments. 920a, 920b, and 920c. 

The assembly 900 may then be returned to the unexpanded position by 
displacing the tubular sleeve 930 and the split ring collar 925 in the axial direction away 
from the end stop 910. As a result, the expansion cone segments, 915a, 915b, 915c. 
920a. 920b. and 920c. are displaced away from the end top 910. down the conical 
hexagonal tubular member 905bc and thereby are returned to a position in which the 
outside diameter of the expansion cone segments is less than or equal to the maximum 
diameter of the remaining components of the assembly 900. 

In several alternative embodiments, the assembly 900 is incorporated into the 

assemblies 200, 300, 400, and 800. 

Referring to Fig. 20a, an embodiment of an expansion cone segment assembly 
1000 includes interlocking expansion cone segments, 1000a. 1000b, 1000c, 1000d, 
1000e, and 1000f. 



Referring to Fig. 20b, an embodiment of an expansion cone segment assembly 
1100 includes interlocking expansion cone segments. 1100a, 1100b, 1100c, 1100d, 
1100e, and 1100f. 

Referring to Fig. 20c, an embodiment of an expansion cone segment assembly 
1200 includes interlocking expansion cone segments, 1200a, 1200b, 1200c, 1200d, 
1200e, and 1200f. 

Referring to Fig. 20d, an embodiment of an expansion cone segment assembly 
1300 includes interlocking expansion cone segments, 1300a, 1300b, 1300c, 1300d, 
1300e, and 1300f. 

' Referring to Fig. 20e, an embodiment of an expansion cone segment assembly 
1400 includes interlocking expansion cone segments, 1400a, 1400b, 1400c, 1400d, 
1400e, and 1400f. 

Referring to Fig. 20f, an embodiment of an expansion cone segment assembly 
1500 includes interlocking expansion cone segments, 1500a, 1500b, 1500c, 1500d, 
1500e, and 1500f. 

Referring to Fig. 20g, an embodiment of an expansion cone segment assembly 
1600 includes interlocking expansion cone segments, 1600a, 1600b, 1600c, 1600d, 
1600e, and 1600f. 

Referring to Fig. 20h, an embodiment of an expansion cone segment assembly 
1700 includes interlocking expansion cone segments, 1700a, 1700b, 1700c, 1700d, 
1700e, and 1700f. 

Referring to Fig. 20i, an embodiment of an expansion cone segment assembly 
1800 includes interlocking expansion cone segments, 1800a, 1800b, 1800c, 1800d, 
1800e, and 1800f. 

Referring to Fig. 20j, an embodiment of an expansion cone segment assembly 
1900 includes interlocking expansion cone segments, 1900a, 1900b, 1900c, 1900d, 
1900e,and 1900f. 

Referring to Fig. 20k, an embodiment of an expansion cone segment assembly 
2000 includes interlocking expansion cone segments, 2000a, 2000b, 2000c, 2000d, 
2000e, and 2000f. 

Referring to Fig. 20!, an embodiment of an expansion cone segment assembly 
2100 includes interlocking expansion cone segments, 2100a, 2100b, 2100c, 2100d, 
2100e,and 2100f. 

Referring to Fig. 20m, an embodiment of an expansion cone segment assembly 
2200 includes interlocking expansion cone segments, 2200a, 2200b, 2200c, 2200d, 
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The expansion cone segment assemblies 1000. 1 100. 1200. 1300. 1400. 1500. 
1600 1700. 1800. 1900. 2000. 2100. and 2200 provide enhanced operational 
properties such as. forexample. efficient radial expansion of expandable tubular 
members and durability during operation. 
5 In several alternative embodiments, the design and operational features of the 

apparatus 200. 300. 400. 500. 600. 700. 800. 900. 1000. 1100. 1200. 1300. 1400. 
1500 1600 1700. 1800. 1900. 2000. 2100. and 2200 may be combined, in whole or in 
part and/or the design and operational elements of the apparatus 200. 300. 400. 500. 
60o! 700. 800. 900, 1000. 1100. 1200. 1300. 1400. 1500. 1600. 1700. 1800. 1900. 
1 0 2000 2100, and 2200 may be interspersed among each other. 

In several alternative embodiments, the apparatus 200. 300, 400. 500. 600. 
700. 800. 900, and 1000. 1100. 1200. 1300. 1400. 1500. 1600. 1700. 1800. 1900, 
2000. 2100. and 2200 may be used to form or repair wellbore casings, pipelines, or 

structural supports. • 
15 In several alternative embodiments, the apparatus 200. 300. 400. 500. 600. 

700 800. 900, 1000. 1100, 1200. 1300. 1400. 1500. 1600. 1700. 1800. 1900. 2000. 
2100 and 2200 include two or more expansion cone segments that may be movably 
support and guided on a tapered expansion cone support body that may. for example, 
be conical, or may be a multi-sided body. 

In several alternative embodiments, the design and operation of the apparatus 
200. 300, 400, 500, 600. 700. 800. 900. 1000. 1 100. 1200. 1300. 1400. 1500, 1600. 
1700, 1800. 1900. 2000. 2100. and 2200 are provided substantially as disclosed in one 
or more of the following: (1) U.S. patent application serial no. 09/454.139. attorney 
docket no. 25791 .03.02. filed on 12/3/1999. (2) U.S. patent application serial no. 
09/51 0 913 attorney docket no. 25791 .7.02. filed on 2/23/2000. (3) U.S. patent 
application serial no. 09/502.350. attorney docket no. 25791.8.02. filed on 2/10/2000. 
(4) U.S. patent application serial no. 09/440.338. attorney docket no. 25791.9.02. filed 
on 1 1/15/1999. (5) U.S. patent application serial no. 09/523.460, attorney docket no. 
25791 .1 1 .02. filed on 3/10/2000. (6) U.S. patent application serial no. 09/512.895. 
attorney docket no. 25791.12.02, filed on 2/24/2000. (7) U.S. patent application serial 
no 09/51 1.941. attorney docket no. 25791.16.02, filed on 2/24/2000. (8) U.S. patent 
application serial no. 09/588.946, attorney docket no. 25791.17.02. filed on 6/7/2000. 
(9) U S patent application serial no. 09/559.122, attorney docket no. 25791.23.02, filed 
on 4/26/2000. (10) PCT patent application serial no. PCT/US00/18635. attorney docket 
35 no. 25791.25.02, filed on 7/9/2000. (11) U.S. provisional patent application serial no. 
^~>,~> o«;7qi 97 filRrt nn 1 1/1/1999. (12) U.S. provisional 
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patent application serial no. 60/154,047, attorney docket no. 25791.29, filed on 
9/16/1999, (13) U.S. provisional patent application serial no. 60/159,082, attorney 
docket no. 25791.34, filed on 10/12/1999, (14) U.S. provisional patent application serial 
no. 60/159,039, attorney docket no. 25791.36, filed on 10/12/1999, (15) U.S. 
5 provisional patent application serial no. 60/159,033, attorney docket no. 25791.37, filed 
on 10/12/1999, (16) U.S. provisional patent application serial no. 60/212,359, attorney 
docket no. 25791.38, filed on 6/19/2000, (17) U.S. provisional patent application serial 
no. 60/165,228, attorney docket no. 25791.39, filed on 11/12/1999, (18) U.S. 
provisional patent application serial no. 60/221,443, attorney docket no. 25791.45, filed 
10 on 7/28/2000, (19) U.S. provisional patent application serial no. 60/221,645, attorney 
docket no. 25791 .46, filed on 7/28/2000, (20) U.S. provisional patent application serial 
no. 60/233,638, attorney docket no. 25791.47, filed on 9/18/2000, (21) U.S. provisional 
patent application serial no. 60/237,334, attorney docket no. 25791.48, filed on 
10/2/2000, (22) U.S. provisional patent application serial no. 60/270,007, attorney 
15 docket no. 25791.50, filed on 2/20/2001; and (23) U.S. provisional patent application 
serial no. 60/262,434, attorney docket no. 25791.51, filed on 1/17/2001; and (24) U.S. 
provisional patent application serial no. 60/259,486, attorney docket no. 25791 .52, filed 
on 1/3/2001, the disclosures of which are incorporated herein by reference. 

An apparatus for radially expanding a tubular member has been described that 
20 includes a tubular support member that includes a first tubular support body defining a 
longitudinal passage, a first lug coupled to and extending from the first tubular support 
body in the radial direction, a second lug coupled to and extending from the first tubular 
support body in the radial direction, and an expansion cone support body coupled to 
the first tubular support body. The expansion cone support body includes an N-sided 
25 tapered tubular support member, wherein each side of the multi-sided tapered tubular 
support member defines a T-shaped slot. N expansion cone segments are movably 
coupled to the expansion cone support body, each including an expansion cone 
segment body including arcuate conical outer surfaces, a first T-shaped retaining 
member coupled to the expansion cone segment body for movably coupling the 
30 expansion cone segment body to a corresponding one of the T-shaped slots of the 
expansion cone support body, and a second T-shaped retaining member coupled to 
the expansion cone segment body. A split ring collar assembly is movably coupled to 
the exterior of the tubular support member that includes a second tubular support body 
defining N T-shaped slots for movably receiving corresponding ones of the second T- 
35 shaped retaining members of the expansion cone segments, and an L-shaped 
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assembly is movably coupled to the tubular support member that induces a first drag 
block body defining a slot for receiving and mating with the L-shaped retaining member 
of the split ring collar, and a first J-shaped slot for receiving the first lug. and one or 
more first drag blocks coupled to the first drag block body. A second drag block 
assembly is movably coupled to the tubular support member that includes a second 
drag block body defining a second J-shaped slot for receiving the second lug, and one 
or more second drag blocks coupled to the second drag block body. First and second 
packer cups-are coupled to the tubular support member between the first and second 

drag block assemblies. 

An apparatus for radially expanding a tubular member has also been descnbed 
that includes a tubular support member that includes a first tubular support body 
defining a longitudinal passage, a first flange coupled to the first tubular support body, 
a second flange coupled to the first tubular support body, a first tapered flange coupled 
- to the first tubular support body, a second tapered flange coupled to the first tubular 
support body, and an expansion cone support body coupled to the first tubular support 
body The expansion cone support body includes an N-sided tapered tubular support 
member wherein each side of the multi-sided tapered tubular support member defines 
a T-shaped slot. N expansion cone segments are movably coupled to the expans.on 
cone support body, each including an expansion cone segment body including arcuate 
conical outer surfaces, a first T-shaped retaining member coupled to the expansion 
cone segment body for movably coupling the expansion cone segment body to a 
corresponding one of the T-shaped slots of the expansion cone support body, and a 
second T-shaped retaining member coupled to the expansion cone segment body. A 
solit rinq collar is movably coupled to the exterior of the tubular support member that 
includes a second tubular support body that defines N T-shaped slots for movably 
receiving corresponding ones of the second T-shaped retaining members of the 
expansion cone segments, and an L-shaped retaining member coupled to the second 
tubular support body. A first collet assembly is movably coupled to the tubular support 
member that includes a first tubular sleeve that defines a slot for receiving and mating 
with the L-shaped retaining member of the split ring collar, a first counterbore for 
receiving the first flange, and a first radial passage, a first spring received within the 
first counterbore. a first retaining ring received within the first counterbore. a first load 
transfer pin coupled to the first retaining ring and extending through the first radial 
passage, a second tubular sleeve coupled to the first load transfer pin. a first resilient 
i collet coupled to the second tubular sleeve and positioned above the first tapered 
. >uwa ...K„ior d«>v/P munled to the first resilient collet. A second collet 
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assembly is movably coupled to the tubular support member that includes a fourth 
tubular sleeve that defines a second counterbore for receiving the second flange, and a 
second radial passage, a second spring received within the second counterbore, a 
second retaining ring received within the second counterbore, a second load transfer 
pin coupled to the second retaining ring and extending through the second radial 
passage, a fifth tubular sleeve coupled to the second load transfer pin, a second 
resilient collet coupled to the fifth tubular sleeve and positioned above the second 
tapered flange, and a sixth tubular sleeve coupled to the second resilient collet. First 
and second packer cups coupled to the tubular support member between the first and 
second collet assemblies. 

An apparatus for radially expanding a tubular member has also been described 
that includes a tubular support member that includes a first tubular support body 
defining a longitudinal passage, a first radial passage defined in the first tubular support 
body fluidicly coupled to the longitudinal passage, a first flange coupled to the first 
tubular support body, a second flange coupled to the first tubular support body, a first 
tapered flange coupled to the first tubular support body, a second tapered flange 
coupled to the first tubular support body, and an expansion cone support body coupled 
to the first tubular support body. The expansion cone support body includes an N- 
sided tapered tubular support member, wherein each side of the multi-sided tapered 
tubular support member defines a T-shaped slot. N expansion cone segments are 
movably coupled to the expansion cone support body, each including an expansion 
cone segment body including arcuate conical outer surfaces, a first T-shaped retaining 
member coupled to the expansion cone segment body for movably coupling the 
expansion cone segment body to a corresponding one of the T-shaped slots of the 
expansion cone support body, and a second T-shaped retaining member coupled to 
the expansion cone segment body. A split ring collar is movably coupled to the exterior 
of the tubular support member that includes a second tubular support body that defines 
N T-shaped slots for movably receiving corresponding ones of the second T-shaped 
retaining members of the expansion cone segments, and an L-shaped retaining 
member coupled to the second tubular support body. A first dog assembly is movably 
coupled to the tubular support member that includes a first tubular sleeve that defines a 
slot for receiving and mating with the L-shaped retaining member of the split ring collar, 
a first counterbore for receiving the first flange, and a second radial passage, a first 
spring received within the first counterbore, a first retaining ring received within the first 
counterbore, a first load transfer pin coupled to the first retaining ring and extending 
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load transfer pin that defines a second counterbore for 

a first resilient dog coupled to the second tubular sleeve and posifioned ad,acent to the 
^redflangl. A second dog assembly is movably coupled to the tubular support 
member that includes a third tubular sleeve that defines a second counterbore for 

coupled to the first radial passage, a second spring received within the second 
counterbore, a second retaining ring received within the second counterbore a second 
,oad transfer pin coup.ed to the second retaining ring and extending through the M 
radial passage, a fourth tubular sleeve cou P .ed to the second load transfer p,* and . 
second resilient dog coupled to the fourth tubular sleeve and positioned a jacent to the 
second tapered flange. First and second packer cups are coupled to the tubular 
support member between the first and second dog assembl.es. 

An apparatus for radially expanding a tubular member has also been descnbed 
that includes a tubular support member that includes a first tubular support body 
defining a longitudinal passage including a throat passage, a first radial passage 
defined in the first tubular support body fluidicly coupled to the longitudinal passage a 
first flange coup.ed to the first tubular support body, a second flange coup.ed to the first 
tubular support body that defines a second radia. passage defined in the second flange 
fluidicly coupled to the longitudina. passage, a tapered flange coup.ed to the first 
tubu.ar support body, and an expansion cone support body coup.ed to the first tubular 
support body. The expansion cone support body includes an N-sided tapered tubular 
support member, wherein each side of the multi-sided tapered tubular support member 
defines a T-shaped slot. N expansion cone segments are movably coupled to the 
expansion cone support body, each including an expansion cone segment body 
including arcuate conical outer surfaces, a first T-shaped retaining member coupled to 
the expansion cone segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the expansion cone support 
body and a second T-shaped retaining member coupled to the expansion cone 
segment body. A split ring collar is movably coupled to the exterior of the tubular 
, support member that includes a second tubu.ar support body that defines N T-shaped 
slots for movably receiving corresponding ones of the second T-shaped reta.n.ng 
members of the expansion cone segments, and an L-shaped retaining member 
coupled to the second tubu.ar support body. A dog assembly is movably coupled to 
the tubular support member that includes a first tubular sleeve that defines a slot for 
receiving and mating with the L-shaped retaining member of the split ring collar, a first 
~ ; „ion th 0 first fiance, and a third radial passage, a spnng received 
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within the first counterbore, a retaining ring received within the first counterbore, a load 
transfer pin coupled to the retaining ring and extending through the third radial 
passage, a second tubular sleeve coupled to the first load transfer pin that defines a 
first counterbore for receiving the first tubular sleeve, a second counterbore for 
5 receiving and mating with the tapered flange, and includes a third flange that defines a 
third counterbore for receiving the second flange, a fourth counterbore for receiving the 
second flange, and a fourth radial passage, and a resilient dog coupled to the second 
tubular sleeve and positioned adjacent to the tapered flange. First and second packer 
.cups are coupled to the tubular support member between the resilient dog and the third 
10 flange. 

An adjustable expansion cone assembly has also been described that includes 
a tubular support member that includes a tubular support body and an expansion cone 
support body coupled to the tubular support body. The expansion cone support body 
includes an N-sided tapered tubular support member, wherein each side of the multi- 
15 sided tapered tubular support member defines a T-shaped slot. N expansion cone 
segments are movably coupled to the expansion cone support body, each including an 
expansion cone segment body including arcuate conical outer surfaces, a first T- 
shaped retaining member coupled to the expansion cone segment body for movably 
coupling the expansion cone segment body to a corresponding one of the T-shaped 
20 slots of the expansion cone support body, and a second T-shaped retaining member 
coupled to the expansion cone segment body. A split ring collar is movably coupled to 
the exterior of the tubular support member that includes a second tubular support body 
that defines N T-shaped slots for movably receiving corresponding ones of the second 
T-shaped retaining members of the expansion cone segments, and an L-shaped 

25 retaining member coupled to the second tubular support body. A tubular actuating 
sleeve is movably coupled to the tubular support member that includes a third tubular 
support body that defines a slot for receiving and mating with the L-shaped retaining 
member of the split ring collar. 

An adjustable expansion cone assembly has also been described that includes 

30 a tubular support member that includes a first tubular support body, and an expansion 
cone support body coupled to the tubular support body. The expansion cone support 
body includes a tapered tubular support member defining N stepped slots. An 
expansion cone assembly is movably coupled to the tubular support member that 
includes a second tubular support body movably coupled to the first tubular support 

35 body defining an L-shaped slot, and N expansion cone segments extending from the 
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collet coupled to the second tubu.ar support member, an expansion cone segment 
body coupled to the resilient co.let including arcuate conical outer surfaces and a 
retaLg member coupled to the expansion cone segment body tor 
theexpansion cone segment body to a corresponding one of the ^ dS '°^ 
expansion cone support bod, A split ring coNar is movably coup.ec 
the tubular support member that indudes a third tubu.ar support body, a first L-shaped 
retaining member coupled to the third tubular support body for mating with the L- 
shaped slot of the second tubular support body of the expansion cone assembly, and 
second L-shaped retaining member coupled to the third tubular body. A tubular 
actuating sleeve is movably coupled to the tubular support member that mcludes a th.rd 
tubu.ar support body that defines a s.ot for receiving and mating with the second L- 
shaped retaining member of the split ring collar. 

An ad]ustab.e expansion cone assembly has also been described that .eludes 
a tubular support member that includes a first tubular support body, and an expans.cn 
cone support body coupled to the tubu,ar support bod, The expansion cone support 
body includes a tapered tubu.ar support member defining N slots. An expansion cone 
assembly is movably coup.ed to the tubular support member that includes a second 
tubular support body movably coupled to the first tubu.ar support body defin.ng an L- 
shaped slot, and N expansion cone segments extending from the second tubu.ar 
support member. Each expansion cone segment includes, resilient collet coup.ed o 
the second tubu.ar support member, an expansion cone segment body cou P .ed to the 
resilient collet including arcuate conical outer surfaces, and a retaining member 
coupled to the expansion cone segment body for movab.y coupling the expansion cone 
seoment bodv to a corresponding one of the slots of the expansion cone support bod, 
, A split ring ooKar is movab.y cou P .ed to the exterior of the tubu.ar support member that 
includes a third tubular support body, a first L-shaped retaining member coupled to the 
third tubular support body for mating with the L-shaped slot of the second tubular 
support body, and a second L-shaped retaining member coup.ed to the third tubu.ar 
support bod, A tubular actuating sleeve is movab.y coup.ed to the tubu.ar support 
3 member that indudes a third tubu.ar support body that defines a s.ot for receiving and 
mating with the second L-shaped retaining member of the split ring collar. 

An adjustable expansion cone assembly has a.so been described that includes 
a tubular support member that includes a first tubu.ar support body, and an expanse 
cone support body coup.ed to the tubu.ar support body. The expansion cone support 
body includes a tapered tubular support member defining N slots. An expansion cone 

.« ...hnlar suooort member that includes a second 
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tubular support body movably coupled to the first tubular support body defining an L- 
shaped slot, N/2 first expansion cone segments extending from the second tubular 
support member, and N/2 second expansion cone segments extending from the 
second tubular member. Each first expansion cone segment includes a first resilient 
5 collet coupled to the second tubular support member, a first expansion cone segment 
body coupled to the resilient collet including arcuate conical outer surfaces, and a first 
retaining member coupled to the expansion cone segment body for movably coupling 
the expansion cone segment body to a corresponding one of the slots of the expansion 
cone support body. Each second expansion cone segment includes a second resilient 
10 collet coupled to the second tubular support member, a second expansion cone 
segment body coupled to the resilient collet including arcuate conical outer surfaces, 
and a second retaining member coupled to the expansion cone segment body for 
movably coupling the expansion cone segment body to a corresponding one of the 
. slots of the expansion cone support body. The second expansion cone segments 
1 5 overlap and are interleaved with the first expansion cone segments. A split ring collar 
is movably coupled to the exterior of the tubular support member that includes a third 
tubular support body, a first L-shaped retaining member coupled to the third tubular 
support body for mating with L-shaped slot of the second tubular support body, and a 
second L-shaped retaining member coupled to the third tubular support body. A 
tubular actuating sleeve is movably coupled to the tubular support member that 
includes a third tubular support body that defines a slot for receiving and mating with 
the second L-shaped retaining member of the split ring collar. 

An adjustable expansion cone assembly has also been described that includes 
a tubular support member that includes a first tubular support body, and an expansion 
cone support body coupled to the first tubular support body. The expansion cone 
support body includes an N~sided tapered tubular support member, wherein each side 
of the multi-sided tapered tubular support member defines a T-shaped slot. N/2 first 
expansion cone segments are movably coupled to the expansion cone support body, 
each including a first expansion cone segment body including arcuate conical outer 
surfaces, a first T-shaped retaining member coupled to the first expansion cone 
segment body for movably coupling the first expansion cone segment body to a 
corresponding one of the T-shaped slots of the expansion cone support body, and a 
second T-shaped retaining member coupled to the first expansion cone segment body. 
N/2 second expansion cone segments are also movably coupled to the expansion cone 
support body, each including a second expansion cone segment body including 
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second expansion cone segment body for movably coupling the second expans.on 
cone segment body to a corresponding one of the T-shaped slots of the expans.on 
cone support body, and a fourth T-shaped retaining member coupled to the expanse 
cone segment body. The first and second expansion cone segments are .nterleaved. 
5 The first expansion cone segment bodies are complementary shaped with respect to 
the second expansion cone segment bodies. A split ring collar assemb.y is movably 
coupled to the exterior of the tubular support member that includes a second tubular 
support body that defines N T-shaped slots for movably receiving corresponding ones 
of the second and fourth T-shaped retaining members of the interleaved first and 
10 second expansion cone segments, and an L-shaped retaining member coupled to the 
second tubular support body. A tubular actuating sleeve movably coupled to the 
tubular support member that includes a third tubular support body that defines a slot for 
receiving and mating with the L-shaped retaining member of the split ring collar. 

An apparatus for radially expanding a tubular member has also been described 
15 that includes a tubular support member that includes a first tubular support body 
defining a longitudinal passage, a first lug coupled to and extending from the first 
tubular support body in the radial direction, and a second lug coupled to and extending 
from the first tubular support body in the radial direction. An adjustable expansion cone 
assembly is movably coupled to the tubular support member. A first drag block 
20 assembly is movably coupled to the tubular support member that includes a first drag 
block body coupled to the adjustable expansion cone assembly that defines: a first J- 
shaped slot for receiving the first lug, and one or more first drag blocks coupled to the 
first drag block body. A second drag block assembly is movably coupled to the tubular 
support member that includes a second drag block body that defines: a second J- 
25 shaped slot for receiving the second lug, and one or more second drag blocks coupled 
to the second drag block body. First and second packer cups are coupled to the 
tubular support member between the first and second drag block assemblies. 

An apparatus for radially expanding a tubular member has also been described 
that includes a tubular support member that includes a first tubular support body 
30 defining a longitudinal passage, a first flange coupled to the first tubular support body, 
a second flange coupled to the first tubular support body, a first tapered flange coupled 
to the first tubular support body, and a second tapered flange coupled to the first 
tubular support body. An adjustable expansion cone assembly is movably coupled to 
the tubular support member. A first collet assembly is movably coupled to the tubular 
35 support member that includes a first tubular sleeve coupled to the adjustable expansion 
oco^hi,, ,n/i Hofinps a first raunterbore for receiving the first flange, and a first 
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radial passage, a first spring received within the first counterbore, a first retaining ring 
received within the first counterbore, a first load transfer pin coupled to the first 
retaining ring and extending through the first radial passage, a second tubular sleeve 
coupled to the first load transfer pin, a first resilient collet coupled to the second tubular 
5 sleeve and positioned above the first tapered flange, and a third tubular sleeve coupled 
to the first resilient collet. A second collet assembly is movably coupled to the tubular 
support member that includes a fourth tubular sleeve that defines: a second 
counterbore for receiving the second flange, and a second radial passage, a second 
spring received within the second counterbore, a second retaining ring received within 
10 the second counterbore, a second load transfer pin coupled to the second retaining 

ring and extending through the second radial passage, a fifth tubular sleeve coupled to 
the second load transfer pin, a second resilient collet coupled to the fifth tubular sleeve 
and positioned above the second tapered flange, and a sixth tubular sleeve coupled to 
the second resilient collet. First and second packer cups are coupled to the tubular 

15 support member between the first and second collet assemblies. 

An apparatus for radially expanding a tubular member has also been described 
that includes a tubular support member that includes a first tubular support body 
defining a longitudinal passage, a first radial passage defined in the first tubular support 
body fluidicly coupled to the longitudinal passage, a first flange coupled to the first 

20 tubular support body, a second flange coupled to the first tubular support body, a first 
tapered flange coupled to the first tubular support body, and a second tapered flange 
coupled to the first tubular support body. An adjustable expansion cone assembly is 
movably coupled to the tubular support member. A first dog assembly is movably 
coupled to the tubular support member that includes a first tubular sleeve coupled to 

25 the adjustable expansion cone assembly that defines: a first counterbore for receiving 
the first flange, and a second radial passage, a first spring received within the first 
counterbore, a first retaining ring received within the first counterbore, a first load 
transfer pin coupled to the first retaining ring and extending through the second radial 
passage, a second tubular sleeve coupled to the first load transfer pin that defines: a 

30 second counterbore for receiving the first tubular sleeve, a first resilient dog coupled to 
the second tubular sleeve and positioned adjacent to the first tapered flange. A second 
dog assembly is movably coupled to the tubular support member that includes a third 
tubular sleeve that defines a second counterbore for receiving the second flange, a 
third radial passage, and a fourth radial passage fluidicly coupled to the first radial 

35 passage, a second spring received within the second counterbore, a second retaining 
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second packer orps are coupled <o .he ,ub Ul ar support member between «, M and 

second doq assemblies. 

An apparatus for radially expanding a tubular member has also been descnbed 
that incudes a tubular support member that includes a first tubular support body 
defining a longitudinal passage including a throat passage, a first radial passage 
defined in the first tubular support body fluidicly coupled to the longitudina. passage, a 
, firstflangecoupledtothefirsttubularsupportbody.andasecondflange^ 
first tubular support body that defines: a second radial passage defined in the second 
flange fluidicly coupled to the .ongitudinal passage. An adjustab.e expansion cone 
assembly is movably coupled to the tubular support member. A dog assembly ,s 
movably coupled to the tubular support member that includes a first tubular sleeve 
5 coupled to the adjustable expansion cone assembly that defines a first ™«» » 
receiving the first flange, and a third radial passage, a spring received w,th,n the first 
counterbore, a retaining ring received within the first counterbore, a load transfer p,n 
coupled to the retaining ring and extending through the third radial passage, a second 
tubu«ar sleeve coupled to the first load transfer pin that defines: a first counterbore or 
:0 receiving the first tubular sleeve, a second counterbore for receiving and mafing w:th 
the tapered flange, and includes a third flange that defines a third counterbore for 
receiving the second flange, a fourth counterbore for receiving the second flange, and 
a fourth radia. passage, and a resilient dog coupled to the second tubular sleeve and ^ 
positioned adjacent to the tapered flange. First and second packer cups are coupled to 
25 the tubular support member between the resilient dog and the third flange. 

An apparatus for radially expanding a tubular member has also been descnbed 
that includes a tubular support member, an adjustable expansion cone assembly 
movably coupled to the tubular support member, and means for adjusting the 
adjustable expansion cone assembly. 
30 An adjustable expansion cone assembly has also been described that .ncludes 

a tubular support member. An adjustable expansion cone is movably coupled to the 
tubular support member that includes a plurality of expansion cone segments, and 
means for guiding the expansion cone segments on the tubu.ar support member. The 
assembly further includes means for adjusting the adjustable ex P ans.on cone. 

A method of operating an adjustable expansion cone assembly includmg a 

, m onu h*s also been described that includes guiding the 
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expansion cone segments on a tapered body, and controllably displacing the 
expansion cone segments along the tapered body. 

A method of operating an adjustable expansion cone assembly including a 
plurality of expansion cone segments has also been described that includes guiding the 
expansion cone segments on a multi-sided tapered body, interlocking the expansion 
cone segments, and controllably displacing the expansion cone segments along the 
tapered body. 

A method of operating an adjustable expansion cone assembly including a 
plurality of expansion cone segments has also been described that includes resiliehtly 
guiding the expansion cone segments on a multi-sided tapered body, guiding each of 
the expansion cone segments on opposite sides in the circumferential direction, 
interlocking the expansion cone segments, and controllably displacing the expansion 
cone segments along the tapered body. 

A method of operating an adjustable expansion cone assembly including a 
1 5 plurality of expansion cone segments has also been described that includes dividing 
the expansion cone segments into first and second groups of expansion cone 
segments, interleaving the first and second groups of expansion cone segments, 
overlapping the first and second groups of expansion cone segments, resiliently 
guiding the expansion cone segments on a multi-sided tapered body, guiding each of 
20 the expansion cone segments on opposite sides in the circumferential direction, and 
controllably displacing the expansion cone segments along the tapered body. 

A method of operating an adjustable expansion cone assembly including a 
plurality of expansion cone segments has also been described that includes dividing 
the expansion cone segments into first and second groups of expansion cone 
segments, interleaving the first and second groups of expansion cone segments, 
guiding the expansion cone segments on a multi-sided tapered body, and controllably 
displacing the expansion cone segments along the tapered body while also relatively 
displacing the first and second groups of expansion cone segments in opposite 
directions. 

A method of plastically deforming and radially expanding an expandable tubular 
member using an apparatus including a tubular support member, an adjustable 
expansion cone assembly movably coupled to the tubular support member, and an 
actuator movably coupled to the tubular support member for adjusting the adjustable 
expansion cone assembly, has also been described that includes coupling a first end of 
the expandable tubular member to a tubular structure, locking the actuator to the 
tubular support member nf thp annarati IC ir 
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the expandab.e tubular member, moving the actuator and the adjustable expanse 
cone assembly of the apparatus out of the second end of the expandab.e tubular 
member, reinserting the actuator of the apparatus into the second end of the 
expandab.e tubular member, unlocking the actuator from the tubular support member 
5 of the apparatus, rotating the actuator relative to the tubular support member of the 
apparatus, and increasing the outside diameter of the adjustable expansion cone 
assembly by moving the tubular support member relative to the actuator, the adjustable 
expansion cone assembly and the expandable tubular member, and plastically 
deforming and radially expanding the expandable tubular member by moving the 
10 adjustable expansion cone assembly through the expandable tubular member. 

A method of plastically deforming and radially expanding an expandable tubular 
member using an apparatus including a tubular support member, an adjustable 
expansion cone assembly movably coupled to the tubular support member, and an 
actuator movably coupled to the tubular support member for adjusting the adjustable 
15 expansion cone assembly, has also been described that includes coupling a first end of 
the expandable tubular member to a tubular structure, inserting the apparatus into the 
first end of the expandable tubular member in a first direction, displacing the actuator of 
the apparatus in a second direction opposite to the first direction, applying a res.I.ent 
biasing force to the adjustable expansion cone assembly in the second d.rectton. 
20 moving the actuator and the adjustable expansion cone assembly of the apparatus out 
of the second end of the expandable tubular member, reinserting the actuator of the 
apparatus into the second end of the expandable tubular member in the second 
direction, increasing the outside diameter of the adjustable expansion cone assembly 
by displacing the actuator and the adjustable expansion cone assembly relat.ve to the 
25 expandable tubular member in the first direction, and plastically deforming and rad.al.y 
expanding the expandable tubular member by moving the adjustable expans.on cone 
assembly through the expandable tubular member in the second direction. 

An adjustable expansion cone assembly has also been described that includes 
a plurality of expansion cone segments, means for guiding the expansion cone 
30 segments on a tapered body, and means for controllably displacing the expansion cone 

segments along the tapered body. 

An adjustable expansion cone assembly has also been described that includes 
a plurality of expansion cone segments, means for guiding the expansion cone 
segments on a multi-sided tapered body, means for interlocking the expansion cone 
35 segments, and means for controllably displacing the expansion cone segments along 
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An adjustable expansion cone assembly has also been described that includes 
a plurality of expansion cone segments, means for resiliently guiding the expansion 
cone segments on a multi-sided tapered body, means for guiding each of the 
expansion cone segments on opposite sides in the circumferential direction, means for 
5 interlocking the expansion cone segments, and means for controllably displacing the 
expansion cone segments along the tapered body. 

An adjustable expansion cone assembly has also been described that includes 
a plurality of expansion cone segments, means for dividing the expansion cone 
segments into first and second groups of expansion cone segments, means for - 
interleaving the first and second groups of expansion cone segments, means for 
overlapping the first and second groups of expansion cone segments, means for 
resiliently guiding the expansion cone segments on a multi-sided tapered body, means 
for guiding each of the expansion cone segments on opposite sides in the 
circumferential direction, and means for controllably displacing the expansion cone 
segments along the tapered body. 

An adjustable expansion cone assembly has also been described that includes 
a plurality of expansion cone segments, means for dividing the expansion cone 
segments into first and second groups of expansion cone segments, means for 
interleaving the first and second groups of expansion cone segments, means for 
guiding the expansion cone segments on a multi-sided tapered body, and means for 
controllably displacing the expansion cone segments along the tapered body while also 
relatively displacing the first and second groups of expansion cone segments in 
opposite directions. 

An apparatus for plastically deforming and radially expanding an expandable 
tubular member has also been described that includes a tubular support member, an 
adjustable expansion cone assembly movably coupled to the tubular support member, 
means for actuating the adjustable expansion cone assembly, means for locking the 
actuator to the tubular support member of the apparatus, means for unlocking the 
actuator from the tubular support member of the apparatus, and means for increasing 
the outside diameter of the adjustable expansion cone assembly by moving the tubular 
support member relative to the actuator, the adjustable expansion cone assembly, and 
the expandable tubular mepiber. 

An apparatus for plastically deforming and radially expanding an expandable 
tubular member has also been described that includes a tubular support member, an 
adjustable expansion cone assembly movably coupled to the tubular support member, 
means for actuatina the adiHstohio 
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ac.ua** o. the apparatus in a firs, direction, means far applyin 9 a m**»m**» 
to me adjustable expansion cone assembly v*en lire actuator is displaced ,n the 
diction, and means for increasing the outside diameter of the adjustable expanse 
^ assembly by displacing the actuator and me adjustable expansion cone assembly 
relalive to the expandable tubular member in a second direction opposite to the first 
direction. 

Although illustrative embodiments of the invention have been shown and 
described, a wide range of modification, changes and substitution is contemplated «n 
the foregoing disclosure. In some instances, some features of the present invenfon 
may be employed without a corresponding use of the other features. Accordingly, rt .s 
appropriate that the appended claims be construed broadly and in a manner cons.stent 
with the scope of the invention. 
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Claims 

1. A method of plastically deforming and radially expanding an expandable tubular 
member using an apparatus comprising a tubular support member, an adjustable 
expansion device movably coupled to the tubular support member, and an actuator 
movably coupled to the tubular support member for adjusting the adjustable expansion 
device, comprising: 

coupling a first end of the expandable tubular member to a tubular structure; 
inserting the apparatus into the first end of the expandable tubular member in a 
first direction; 

displacing the actuator of the apparatus in a second direction opposite to the 
first direction; 

applying a resilient biasing force to the adjustable expansion device in the 
second direction; 

moving the actuator and the adjustable expansion device of the apparatus out 
of a second end of the expandable tubular member, 

reinserting the actuator of the apparatus into the second end of the expandable 
tubular member in the second direction; 

increasing the outside diameter of the adjustable expansion device by 
displacing the actuator and the adjustable expansion device relative to the expandable 
tubular member in the first direction; and 

plastically deforming and radially expanding the expandable tubular member by 
moving the adjustable expansion device through the expandable tubular member in the 
second direction. 

2. The method of claim 1 , wherein displacing the actuator of the apparatus in the 
second direction comprises: 

impacting the actuator with the first end of the expandable tubular member. 

3. The method of claim 1 , wherein displacing the actuator and the adjustable 
expansion device relative to the expandable tubular member in the first direction 
comprises: 

impacting the actuator with the second end of the expandable tubular member. 

4. The method of claim 1 , wherein moving the adjustable expansion device through 
the expandable tubular member comprises: 
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5 The method of claim 1, further comprising: 

' flu ididy sealing the interface between the tubular support member of the 
* aooaratus and the expandable tubular member; 

P Iran moving ate adjust expanse device through me expanse 

tubular member comprises: 

injecting a pressurized fluid inlo the tubular support member. 

10 6. An apparatus for pfasfically deforming and radiatly expanding an expandable 
tubular member, comprising: 

a tubular support member; 

an adiustabte expansion device movably coupfed fo the tubular support 
" member; 

means for actuating the adjustable expansion dev.ce; 
means for displacing the actuator of the apparatus in a first directs 
means for applying a resi.ient biasing force to the adjustable expans.on dev.ce 
when the actuator is displaced in the first direction; 

means for increasing the outside diameter of the adjustable expanse dev.ce 
by displacing the means for actuating and the adjustable expansion dev.ce re.a ,e 
, I expand! tubular member in a second direction opposite to the first d.rect.on. 

7 . The apparatus of claim 6. wherein the means for displacing the actuator of the 
apparatus in the first direction comprises: 
25 means for impacting the actuator. 

8 The apparatus o. daim 6. wherein trie means for disptacing the aduator and the 
ariiustable expansion device rela^ve fo the expandable tubula, member in the second 

direction comprises: 
30 means for impacting the actuator. 
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An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 

a first lug coupled to and extending from the first tubular support body in 

the radial direction; 
a second lug coupled to and extending from the first tubular support 

- body in the radial direction; and 
an expansion cone support body coupled to the first tubular support 
body comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N expansion cone segments movably coupled to the expansion cone support 
body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion cone 

segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the 
expansion cone support body; and 

a second T-shaped retaining member coupled to the expansion cone 
segment body; 

a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding ones of 
the second T-shaped retaining members of the 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular support 
body; 

a first drag block assembly movably coupled to the tubular support member that 
comprises: 

a first drag block body defining: 
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a slot for receiving and mating with the L-shaped retaining 

member of the split ring collar; and 
a first J-shaped slot for receiving the first lug; and 
one or more first drag blocks coupled to the first drag block body; 
, second drag block assembly movably coupled to the tubular support member 
that comprises. 

a second drag block body defining: 

a second J-shaped slot for receiving the second lug; and 
one or more second drag blocks coupled to the second drag block body; 

and 

first and second packer cups coupled to the tubular support member between 
the first and second drag block assemblies. 

An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body; 
a first tapered flange coupled to the first tubular support body; 
a second tapered flange coupled to the first tubular support body; and 
an expansion cone support body coupled to the first tubular support 
body comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N expansion cone segments movably coupled to the expansion cone support 
body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion cone 

segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the 
expansion cone support body; and 
. a second T-shaped retaining member coupled to the expansion cone 
segment body; 
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split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a second tubular support body that defines: 

N T-shaped slots for movably receiving corresponding ones of 
the second T-shaped retaining members of the 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular support 
body; 

first collet assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve defining: 

a slot for receiving and mating with the L-shaped retaining 
member of the split ring collar; 

a first counterbore for receiving the first flange; and 

a first radial passage; 
a first spring received within the first counterbore; 
a first retaining ring received within the first counterbore; 
a first load transfer pin coupled to the first retaining ring and extending 

through the first radial passage; 
a second tubular sleeve coupled to the first load transfer pin; 
a first resilient collet coupled to the second tubular sleeve and 

positioned above the first tapered flange; and 
a third tubular sleeve coupled to the first resilient collet; 
second collet assembly movably coupled to the tubular support member that 
comprises: 

a fourth tubular sleeve defining: 

a second counterbore for receiving the second flange; and 

a second radial passage; 
a second spring received within the second counterbore; 
a second retaining ring received within the second counterbore; 
a second load transfer pin coupled to the second retaining ring and 

extending through the second radial passage; 
a fifth tubular sleeve coupled to the second load transfer pin; 
a second resilient collet coupled to the fifth tubular sleeve and 

positioned above the second tapered flange; and 

o r.Jx/#K 4,.U..I~._ — I i. 
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M and second packer cups coupled to ft. .ubular support member between 
the first and second collet assemblies. 

An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 

a first radial passage defined in the first tubular support body fluttdy 

coupled to the longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body; 
a first tapered flange coupled to the first tubular support body; 
a second tapered flange coupled to the first tubular support body; and 
an expansion cone support body coupled to the first tubular support 
body comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N expansion cone segments movably coupled to the expansion cone support 
body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion cone 

segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the 
expansion cone support body; and 

a second T-shaped retaining member coupled to the expansion cone 
segment body; 

a split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding ones of 
the second T-shaped retaining members of the 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular support 
body; 
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a first dog assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve defining; 

a slot for receiving and mating with the L-shaped retaining 
member of the split ring collar; 

a first counterbore for receiving the first flange; and 

a second radial passage; 
a first spring received within the first counterbore; 
a first retaining ring received within the first counterbore; 
a first load transfer pin coupled to the first retaining ring and extending 

through the second radial passage; 
a second tubular sleeve coupled to the first load transfer pin defining: 

a second counterbore for receiving the first tubular sleeve; 
a first resilient dog coupled to the second tubular sleeve and positioned 

adjacent to the first tapered flange; 
a second dog assembly movably coupled to the tubular support member that 
comprises: 

a third tubular sleeve defining: 

a second counterbore for receiving the second flange; 
a third radial passage; and 

a fourth radial passage fluidicly coupled to the first radial 
passage; 

a second spring received within the second counterbore; 

a second retaining ring received within the second counterbore; 

a second load transfer pin coupled to the second retaining ring and 

extending through the third radial passage; 
a fourth tubular sleeve coupled to the second load transfer pin; 
a second resilient dog coupled to the fourth tubular sleeve and 

positioned adjacent to the second tapered flange; and 
first and second packer cups coupled to the tubular support member between 
the first and second dog assemblies. 

An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage including a 
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a first radial passage defined in the first tubular support body fluidicly 

coupled to the longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body defining: 

a second radial passage defined in the second flange flu.d.cly 
coupled to the longitudinal passage; 
a tapered flange coupled to the first tubular support body; and 
an expansion cone support body coupled to the first tubular support 
body comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N expansion cone segments movably coupled to the expansion cone support 
body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion cone 

segment body for movably coupling the expansion cone segment 
body to a corresponding one of the T-shaped slots of the 
expansion cone support body; and 

a second T-shaped retaining member coupled to the expansion cone 
segment body; 

a split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding ones of 
the second T-shaped retaining members of the 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular support 
body; 

a dog assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve defining: 

a slot for receiving and mating with the L-shaped retaining 

member of the split ring collar; 
o *rc* ™,mt*rhnrft for receivina the first flange; and 
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a third radial passage; 
a spring received within the first counterbore; 
a retaining ring received within the first counterbore; 
a load transfer pin coupled to the retaining ring and extending through 

the third radial passage; 
a second tubular sleeve coupled to the first load transfer pin that 

defines: 

a first counterbore for receiving the first tubular sleeve; 
a second counterbore for receiving and mating with the 
tapered flange; and 

comprises: 

a third flange defining: 

a third counterbore for receiving the second 
flange; 

a fourth counterbore for receiving the second 

flange; and 
a fourth radial passage; and 
a resilient dog coupled to the second tubular sleeve and positioned 
adjacent to the tapered flange; and 
first and second packer cups coupled to the tubular support member between 
the resilient dog and the third flange. 

An adjustable expansion cone assembly, comprising: 
a tubular support member comprising: 
a tubular support body; and 

an expansion cone support body coupled to the tubular support body 
comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N expansion cone segments movably coupled to the expansion cone support 
body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion cone 

SPnmAnt hr\Hw fr\r rv>n. ,~UI. . 1: ai_ 
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body to a corresponding one of the T-shaped slots of the 
expansion cone support body, and 
a second T-shaped retaining member coupled to the expansion cone 
segment body; 

split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a second tubular support body defining. 

N T-shaped slots for movably receiving corresponding ones of 
the second T-shaped retaining members of the 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular support 
body; and 

a tubular actuating sleeve movably coupled to the tubular support member that 
comprises: •, 

a third tubular support body defining: 

a slot for receiving and mating with the L-shaped retaining 
member of the split ring collar. 

An adjustable expansion cone assembly, comprising: 
a tubular support member comprising: 
a first tubular support body; and 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N stepped slots; 
an expansion cone assembly movably coupled to the tubular support member 
comprising: 

a second tubular support body movably coupled to the first tubular 

support body defining an L-shaped slot; and 
N expansion cone segments extending from the second tubular support 
member, each expansion cone segment comprising: 

a resilient collet coupled to the second tubular support 
member; 

an expansion cone segment body coupled to the resilient 
collet including arcuate conical outer surfaces; 
and 
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a retaining member coupled to the expansion cone 

segment body for movably coupling the expansion 
cone segment body to a corresponding one of the 
stepped slots of the expansion cone support 
body; 

a split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular support 
body for mating with the L-shaped slot of the second tubular 
support body of the expansion cone assembly; and 

a second L-shaped retaining member coupled to the third tubular body; 
and 

a tubular actuating sleeve movably coupled to the tubular support member that 
comprises: 

a third tubular support body defining: 

a slot for receiving and mating with the second L-shaped 
retaining member of the split ring collar. 

An adjustable expansion cone assembly, comprising: 
a tubular support member comprising: 
a first tubular support body; and 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
an expansion cone assembly movably coupled to the tubular support member 
comprising: 

a second tubular support body movably coupled to the first tubular 

support body defining an L-shaped slot; and 
N expansion cone segments extending from the second tubular support 
member, each expansion cone segment comprising: 

, a resilient collet coupled to the second tubular support 
member; 

an expansion cone segment body coupled to the resilient 
collet including arcuate conical outer surfaces; 
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a retaining member coupled to the expansion cone 

segment body for movably coupling the expansion 
cone segment body to a corresponding one of the 
slots of the expansion cone support body; 
a split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular support 
body for mating with the L-shaped slot of the second tubular 

support body; and 
a second L-shaped retaining member coupled to the third tubular 

support body; and 

a tubular actuating sleeve movably coupled to the tubular support member that 
comprises: 

a third tubular support body defining: 

a slot for receiving and mating with the second L-shaped 
retaining member of the split ring collar. 

An adjustable expansion cone assembly, comprising: 
a tubular support member comprising: 
a first tubular support body; and 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
an expansion cone assembly movably coupled to the tubular support member 
comprising: 

a second tubular support body movably coupled to the first tubular 

support body defining an L-shaped slot; and 
N/2 first expansion cone segments extending from the second tubular 

support member, each first expansion cone segment comprising, 
a first resilient collet coupled to the second tubular 

support member; 
a first expansion cone segment body coupled to the 
resilient collet including arcuate conical outer 
surfaces; and 
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a first retaining member coupled to the expansion cone 
segment body for movably coupling the expansion 
cone segment body to a corresponding one of the 
slots of the expansion cone support body; 
N/2 second expansion cone segments extending from the second 

tubular support member, each second expansion cone segment 
comprising: 

a second resilient collet coupled to the second tubular 

support member; 
a second expansion cone segment body coupled to the 

resilient collet including arcuate conical outer 

surfaces; and 
a second retaining member coupled to the expansion 

cone segment body for movably coupling the 

expansion cone segment body to a corresponding 

one of the slots of the expansion cone support 

body; 

wherein the second expansion cone segments overlap and are 
interleaved with the first expansion cone segments; 
a split ring collar movably coupled to the exterior of the tubular support member 
comprising: 

a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular support 

body for mating with L-shaped slot of the second tubular support 
body; and 

a second L-shaped retaining member coupled to the third tubular 
support body; and 

a tubular actuating sleeve movably coupled to the tubular support member that 
comprises: 

a third tubular support body defining: 

a slot for receiving and mating with the second L-shaped 
retaining member of the split ring collar 

An adjustable expansion cone assembly, comprising: 
a tubular support member comprising: 
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an expansion cone support body coupled to the first tubular support 
body comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
N/2 first expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

a first expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the first expansion cone 
segment body for movably coupling the first expansion cone 
segment body to a corresponding one of the T-shaped slots of 
the expansion cone support body; and 
a second T-shaped retaining member coupled to the first expansion 
cone segment body; 
N/2 second expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

a second expansion cone segment body including arcuate conical outer 
surfaces; 

a third T-shaped retaining member coupled to the second expansion 

cone segment body for movably coupling the second expansion 
cone segment body to a corresponding one of the T-shaped 
slots of the expansion cone support body; and 

a fourth T-shaped retaining member coupled to the expansion cone 
segment body; 

wherein the first and second expansion cone segments are interleaved; 
wherein the first expansion cone segment bodies are complementary shaped 

with respect to the second expansion cone segment bodies; 
a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding ones of 

the second and fourth T-shaped retaining members of the 
interleaved first and second expansion cone segments; 
and 
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an L-shaped retaining member coupled to the second tubular support 
body; and : 
a tubular actuating sleeve movably coupled to the tubular support member that 
comprises: 

a third tubular support body defining: 

a slot for receiving and mating with the L-shaped retaining 
member of the split ring collar. 

10. An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 

a first lug coupled to and extending from the first tubular support body in 

the radial direction; and 
a second lug coupled to and extending from the first tubular support 
body in the radial direction; 
an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

a first drag block assembly movably coupled to the tubular support member that 
comprises: 

a first drag block body coupled to the adjustable expansion cone 
assembly defining: 

a first J-shaped slot for receiving the first lug; and 
one or more first drag blocks coupled to the first drag block body; 
a second drag block assembly movably coupled to the tubular support member 
that comprises: 

a second drag block body defining: 

a second J-shaped slot for receiving the second lug; and 
one or more second drag blocks coupled to the second drag block body; 

and 

first and second packer cups coupled to the tubular support member between 
the first and second drag block assemblies. 



1 1 . The apparatus of claim 1 0, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
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an N-sided tapered tubular support member; 

wherein each side of the multi-sided tapered tubular support 

member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion 

cone segment body for movably coupling the expansion 
cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body; and 
a second T-shaped retaining member coupled to the expansion 
cone segment body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 
ones of the second T-shaped retaining members 
of the expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
support body; and 
wherein the first drag block body further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 

1 2. The apparatus of claim 1 0, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N stepped slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
ti ihi ilar suoDOrt bodv defining an L-shaped slot; and 
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N expansion cone segments extending from the second tubular 
support member, each expansion cone segment 
comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 
resilient collet including arcuate conical 
outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the stepped slots of 
the expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body: 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 
a second L-shaped retaining member coupled to the third tubular 
support member; 
wherein the first drag block body further defines: 

a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

13. The apparatus of claim 1 0, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
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N expansion cone segments extending from the second tubular 
support member, each expansion cone segment 
comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 

resilient collet including arcuate conical 

outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 

the expansion cone segment body to a 

corresponding one of the slots of the 

expansion cone support body; and 

a split ring collar movably coupled to the exterior of the tubular support 

member comprising: 

a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 

support body for mating with L-shaped slot of the second 
tubular support body; and 
a second L-shaped retaining member coupled to the third tubular 
support body; 
wherein the first drag block body further defines: 

a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

14. The apparatus of claim 1 0. wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
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N/2 first expansion cone segments extending from the second 
tubular support member, each first expansion cone 
segment comprising: 

a first resilient collet coupled to the second tubular 

support member; 
a first expansion cone segment body coupled to 
the resilient collet including arcuate conical 
outer surfaces; and 
a first retaining member coupled to the expansion 
cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the slots of the 
expansion cone support body; 
N/2 second expansion cone segments extending from the 

second tubular support member, each second expansion 
cone segment comprising: 

a second resilient collet coupled to the second 
tubular support member; 

a second expansion cone segment body coupled 
to the resilient collet including arcuate 
conical outer surfaces; and 

a second retaining member coupled to the 

expansion cone segment body for movably 
coupling the expansion cone segment 
body to a corresponding one of the slots of 
the expansion cone support body; 
wherein the second expansion cone segments overlap 

and are interleaved with the first expansion cone 

segments; and 

split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 
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a second L-shaped retaining member coupled to the third tubular 
support body, 
wherein the first drag block body further defines: 

a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

15. The apparatus of claim 10, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 

comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N/2 first expansion cone segments movably coupled to the expansion' 
cone support body, each comprising: 
a first expansion cone segment body including arcuate conical 
outer surfaces; 

a first T-shaped retaining member coupled to the first expansion 
cone segment body for movably coupling the first 
expansion cone segment body to a corresponding one of 
the T-shaped slots of the expansion cone support body; 
and 

a second T-shaped retaining member coupled to the first 

expansion cone segment body; 
N/2 second expansion cone segments movably coupled to the 
expansion cone support body, each comprising: 
a second expansion cone segment body including arcuate 

conical outer surfaces; 
a third T-shaped retaining member coupled to the second 

expansion cone segment body for movably coupling the 

second expansion cone segment body to a 

corresponding one of the T-shaped slots of the expansion 

cone support body; and 
a fourth T-shaped retaining member coupled to the expansion 

cone segment body; 
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wherein the first and second expansion cone segments are interleaved; 
wherein the first expansion cone segment bodies are complementary 

shaped with respect to the second expansion cone segment 

bodies; and 

a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 
ones of the second and fourth t-shaped retaining 
members of the interleaved first and second 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
support body; and 
wherein the first drag block body further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 

An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body; 
a first tapered flange coupled to the first tubular support body; and 
a second tapered flange coupled to the first tubular support body; 
an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

a first collet assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve coupled to the adjustable expansion cone 
assembly and defining: 

a first counterbore for receiving the first flange; and 

a first radial passage; 
a first spring received within the first counterbore; 
a first retaining ring received within the first counterbore; 
a first load transfer pin coupled to the first retaining ring and extending 
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a second tubular sleeve coupled to the first load transfer pin; 
a first resilient collet coupled to the second tubular sleeve and 

positioned above the first tapered flange; and 
a third tubular sleeve coupled to the first resilient collet; 
a second collet assembly movably coupled to the tubular support member that 
comprises: 

a fourth tubular sleeve defining: 

a second counterbore for receiving the second flange; and 
a second radial passage; 
a second spring received within the second counterbore; 
a second retaining ring received within the second counterbore; 
a second load transfer pin coupled to the second retaining ring and 

extending through the second radial passage; 
a fifth tabular sleeve coupled to the second load transfer pin; 
a second resilient collet coupled to the fifth tubular sleeve and 

positioned above the second tapered flange; and 
a sixth tubular sleeve coupled to the second resilient collet; and 
first and second packer cups coupled to the tubular support member between 
the first and second collet assemblies. 

17. The apparatus of claim 16, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion 

cone segment body for movably coupling the expansion 
cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body; and 
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a second T-shaped retaining member coupled to the expansion 
cone segment body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
5 a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 
ones of the second T-shaped retaining members 
of the expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
10 support body; and 

wherein the first tubular sleeve of the first collet assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 

15 18. The apparatus of claim 16, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N stepped slots; 
20 wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
25 N expansion cone segments extending from the second tubular 

support member, each expansion cone segment 
comprising: 

a resilient collet coupled to the second tubular 
support member; 

30 an expansion cone segment body coupled to the 

resilient collet including arcuate conical 
outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 

35 the expansion cone segment body to a 
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corresponding one of the stepped slots of 
the expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 

member comprising: 

a third tubular support body: 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 

a second L-shaped retaining member coupled to the third tubular 
support member; 

wherein the first tubular sleeve of the first collet assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

19. The apparatus of claim 16, wherein the tubular support member further 

comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

a tapered tubular support member defining N slots, 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising. 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 

N expansion cone segments extending from the second tubular 
support member, each expansion cone segment 

comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 

resilient collet including arcuate conical 

outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 

the expansion cone segment body to a 
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corresponding one of the slots of the 
expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 

member comprising: 

a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 

support body for mating with L-shaped slot of the second 
tubular support body; and 

a second L-shaped retaining member coupled to the third tubular 
support body; 

wherein the first tubular sleeve of the first collet assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

20. The .apparatus of claim 16, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
N/2 first expansion cone segments extending from the second 
tubular support member, each first expansion cone 
segment comprising: 
\. a first resilient collet coupled to the second tubular 
support member; 
a first expansion cone segment body coupled to 
the resilient collet including arcuate conical 
outer surfaces; and 
a first retaining member coupled to the expansion 
cone segment body for movably coupling 
the expansion cone segment body to a 
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corresponding one of the slots of the 
expansion cone support body; 
N/2 second expansion cone segments extending from the 

second tubular support member, each second expansion 
cone segment comprising: 

a second resilient collet coupled to the second 

tubular support member; 
a second expansion cone segment body coupled 
, to the resilient collet including arcuate 
conical outer surfaces; and 
a second retaining member coupled to the 

expansion cone segment body for movably 
coupling the expansion cone segment 
body to a corresponding one of the slots of 
the expansion cone support body; 
wherein the second expansion cone segments overlap 
and are interleaved with the first expansion cone 
segments; and 

a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 

a second L-shaped retaining member coupled to the third tubular 
support body; 

wherein the first tubular sleeve of the first collet assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

21 . The apparatus of claim 16, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 

comprising: 

an N-sided tapered tubular support member; 
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wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N/2 first expansion cone segments movably coupled to the expansion 
cone support body, each comprising: 

a first expansion cone segment body including arcuate conical 
outer surfaces; 

a first T-shaped retaining member coupled to the first expansion 
cone segment body for movabty coupling the first 
expansion cone segment body to a corresponding one of 
the T-shaped slots of the expansion cone support body; 
and 

a second T-shaped retaining member coupled to the first 

expansion cone segment body; 
N/2 second expansion cone segments movably coupled to the 
expansion cone support body, each comprising: 
a second expansion cone segment body including arcuate 

conical outer surfaces; 
a third T-shaped retaining member coupled to the second 

expansion cone segment body for movably coupling the 

second expansion cone segment body to a 

corresponding one of the T-shaped slots of the expansion 

cone support body; and 
a fourth T-shaped retaining member coupled to the expansion 

cone segment body; 
wherein the first and second expansion cone segments are interleaved; 
wherein the first expansion cone segment bodies are complementary 
shaped with respect to the second expansion cone segment 
bodies; and 

a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 

ones of the second and fourth T-shaped retaining 
members of the interleaved first and second 
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an L-shaped retaining member coupled to the second tubular 
support body; and 

wherein the first tubular sleeve of the first collet assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 

An apparatus for radially expanding a tubular member, comprising: 
a tubular support member comprising: 

a first tubular support body defining a longitudinal passage; 

a first radial passage defined in the first tubular support body fluidicly 

coupled to the longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body; 
a first tapered flange coupled to the first tubular support body; and 

a second tapered flange coupled to the first tubular support body; 
an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

a first dog assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve coupled to the adjustable expansion cone 
assembly defining: 

a first counterbore for receiving the first flange; and 

a second radial passage; 
a first spring received within the first counterbore; 
a first retaining ring received within the first counterbore; 
a first load transfer pin coupled to the first retaining ring and extending 

through the second radial passage; 
a second tubular sleeve coupled to the first load transfer pin defining: 

a second counterbore for receiving the first tubular sleeve; 
a first resilient dog coupled to the second tubular sleeve and positioned 
adjacent to the first tapered flange; 
a second dog assembly movably coupled to the tubular support member that 
comprises: 

a third tubular sleeve defining: 

a second counterbore for receiving the second flange; 
a third radial passage; and 
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a fourth radial passage fluidicly coupled to the first radial 
passage; 

a second spring received within the second counterbore; 

a second retaining ring received within the second counterbore; 

a second load transfer pin coupled to the second retaining ring and 

extending through the third radial passage; 
a fourth tubular sleeve coupled to the second load transfer pin; 
a second resilient dog coupled to the fourth tubular sleeve and 

positioned adjacent to the second tapered flange; and 
first and second packer cups coupled to the tubular support member between 
the first and second dog assemblies. 

23. The apparatus of claim 22, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion 

cone segment body for movably coupling the expansion 
cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body; and 

a second T-shaped retaining member coupled to the expansion 
cone segment body; and 
a split ring collar movably coupled to the exterior of the tubular support 

member comprising: 

a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 
ones of the second T-shaped retaining members 

~f *U~ ~ :__ _ - 
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an L-shaped retaining member coupled to the second tubular 
support body; and 
wherein the first tubular sleeve of the first dog assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
5 the split ring collar. 

24. The apparatus of claim 22, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
10 comprising: 

a tapered tubular support member defining N stepped slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

1 5 a second tubular support body movably coupled to the first 

tubular support body defining an L-shaped slot; and 
N expansion cone segments extending from the second tubular 
support member, each expansion cone segment 
comprising: 

20 a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 
resilient collet including arcuate conical 
outer surfaces; and 

25 a retaining member coupled to the expansion 

cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the stepped slots of 
the expansion cone support body; and 
30 a split ring collar movably coupled to the exterior of the tubular support 

member comprising: 
a third tubular support body: 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
35 second tubular support body; and 



103 

a second L-shaped retaining member coupled to the third tubular 
support member; and 
wherein the first tubular sleeve of the first dog assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 



25. The apparatus of claim 22, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 

N expansion cone segments extending from the second tubular 
support member, each expansion cone segment 
comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 
resilient collet including arcuate conical 
outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the slots of the 
expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 

support body for mating with L-shaped slot of the second 
tubular support body; and 
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a second L-shaped retaining member coupled to the third tubular 
support body; and 

wherein the first tubular sleeve of the first dog assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

26. The apparatus of claim 22, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
N/2 first expansion cone segments extending from the second 
tubular support member, each first expansion cone 
segment comprising: 

a first resilient collet coupled to the second tubular 

support member; 
a first expansion cone segment body coupled to 
the resilient collet including arcuate conical 
outer surfaces; and 
a first retaining member coupled to the expansion 
cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the slots of the 
expansion cone support body; 
N/2 second expansion cone segments extending from the 

second tubular support member, each second expansion 
cone segment comprising: 

a second resilient collet coupled to the second 
tubular support member; 
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a second expansion cone segment body coupled 
to the resilient collet including arcuate 
conical outer surfaces; and 

a second retaining member coupled to the 

expansion cone segment body for movably 
coupling the expansion cone segment 
body to a corresponding one of the slots of 
the expansion cone support body; 
wherein the second expansion cone segments overlap 

and are interleaved with the first expansion cone 

segments; and 

a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 

a second L-shaped retaining member coupled to the third tubular 
support body; and 

wherein the first tubular sleeve of the first dog assembly further defines: 
a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 

27. The apparatus of claim 22, wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 
comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N/2 first expansion cone segments movably coupled to the expansion 
cone support body, each comprising: 

a first expansion cone segment body including arcuate conical 
outer surfaces; 
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a first T-shaped retaining member coupled to the first expansion 
cone segment body for movably coupling the first 
expansion cone segment body to a corresponding one of 
the T-shaped slots of the expansion cone support body; 
and 

a second T-shaped retaining member coupled to the first 
expansion cone segment body; 
N/2 second expansion cone segments movably coupled to the 
expansion cone support body, each comprising: 
a second expansion cone segment body including arcuate 

conical outer surfaces; 
a third T-shaped retaining member coupled to the second 

expansion cone segment body for movably coupling the 
second expansion cone segment body to a 
corresponding one of the T-shaped slots of the expansion 
cone support body; and 
a fourth T-shaped retaining member coupled to the expansion 
cone segment body; 
wherein the first and second expansion cone segments are interleaved; 
wherein the first expansion cone segment bodies are complementary 
shaped with respect to the second expansion cone segment 
bodies; and 

a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 
ones of the second and fourth T-shaped retaining 
members of the interleaved first and second 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
support body; and 
wherein the first tubular sleeve of the first dog assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 



An anoaratus for radially expanding a tubular member, comprising: 
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a tubular support member comprising: 

a first tubular support body defining a longitudinal passage including a 
throat passage; 

a first radial passage defined in the first tubular support body fluidicly 

coupled to the longitudinal passage; 
a first flange coupled to the first tubular support body; 
a second flange coupled to the first tubular support body defining: 

a second radial passage defined in the second flange fluidicly 
coupled to the longitudinal passage; and 
an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

a dog assembly movably coupled to the tubular support member that 
comprises: 

a first tubular sleeve coupled to the adjustable expansion cone 
assembly defining: 

a first counterbore for receiving the first flange; and 

a third radial passage; 
a spring received within the first counterbore; 
a retaining ring received within the first counterbore; 
a load transfer pin coupled to the retaining ring and extending through 

the third radial passage; 
a second tubular sleeve coupled to the first load transfer pin that 

defines: 

a first counterbore for receiving the first tubular sleeve; 
a second counterbore for receiving and mating with the 
tapered flange; and 

comprises: 

a third flange defining: 

a third counterbore for receiving the second 
flange; 

a fourth counterbore for receiving the second 

flange; and 
a fourth radial passage; and 
a resilient dog coupled to the second tubular sleeve and positioned 
adjacent to the tapered flange; and 
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first and second packer cups coupled to the tubular support member between 
the resilient dog and the third flange. 

29. The apparatus of claim 28. wherein the tubular support member further 
comprises: 

an expansion cone support body coupled to the first tubular support body 

comprising: 

an N-sided tapered tubular support member; 
wherein each side of the multi-sided tapered tubular support 
member defines a T-shaped slot; 
wherein the adjustable expansion cone assembly comprises: 

N expansion cone segments movably coupled to the expansion cone 
support body, each comprising: 

an expansion cone segment body including arcuate conical outer 
surfaces; 

a first T-shaped retaining member coupled to the expansion 

cone segment body for movably coupling the expansion 
cone segment body to a corresponding one of the T- 
shaped slots of the expansion cone support body; and 
j a second T-shaped retaining member coupled to the expansion 

cone segment body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a second tubular support body defining: 
25 N T-shaped slots for movably receiving corresponding 

ones of the second T-shaped retaining members 
of the expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
support body; and 

30 wherein the first tubular sleeve of the dog assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 



30. The apparatus of claim 28. wherein the tubular support member 
35 comprises: 
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an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N stepped slots; 
wherein the adjustable expansion cone assembly comprises: 
5 an expansion cone assembly movably coupled to the tubular support 

member comprising: 
' a second tubular support body movably coupled to the first 

tubular support body defining an L-shaped slot; and 
N expansion cone segments extending from the second tubular 
10 support member, each expansion cone segment 

comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 
15 resilient collet including arcuate conical 

outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 
the expansion cone segment body to a 
20 corresponding one of the stepped slots of 

the expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body: 
25 a first L-shaped retaining member coupled to the third tubular 

support body for mating with the L-shaped slot of the 
second tubular support body; and 
a second L-shaped retaining member coupled to the third tubular 
support member; and 
30 wherein the first tubular sleeve of the dog assembly further defines: 

a slot for receiving and mating with the second L-shaped retaining 
member of the split ring collar. 



31. The apparatus of claim 28, wherein the tubular support member further 
35 comprises: 
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an expansion cone support body coupled to the first tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
N expansion cone segments extending from the second tubular 

support member, each expansion cone segment 
comprising: 

a resilient collet coupled to the second tubular 

support member; 
an expansion cone segment body coupled to the 
resilient collet including arcuate conical 

outer surfaces; and 
a retaining member coupled to the expansion 

cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the slots of the 

expansion cone support body; and 
a split ring collar movably coupled to the exterior of the tubular support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 

support body for mating with L-shaped slot of the second 
tubular support body; and 

a second L-shaped retaining member coupled to the third tubular 
support body; and 

30 wherein the first tubular sleeve of the dog assembly further defines: 

a slot for receiving and mating with the second L-shaped reta.n.ng 
member of the split ring collar. 

32. The apparatus of claim 28. wherein the tubular support member further 

35 comprises: 
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an expansion cone support body coupled to the tubular support body 
comprising: 

a tapered tubular support member defining N slots; 
wherein the adjustable expansion cone assembly comprises: 

an expansion cone assembly movably coupled to the tubular support 
member comprising: 

a second tubular support body movably coupled to the first 
tubular support body defining an L-shaped slot; and 
N/2 first expansion cone segments extending from the second 
tubular support member, each first expansion cone 
segment comprising: 

a first resilient collet coupled to the second tubular 

support member; 
a first expansion cone segment body coupled to 
the resilient collet including arcuate conical 
outer surfaces; and 
a first retaining member coupled to the expansion 
cone segment body for movably coupling 
the expansion cone segment body to a 
corresponding one of the slots of the 
expansion cone support body; 
N/2 second expansion cone segments extending from the 

second tubular support member, each second expansion 
cone segment comprising: 

a second resilient collet coupled to the second 

tubular support member; 
a second expansion cone segment body coupled 
to the resilient collet including arcuate 
conical outer surfaces; and 
a second retaining member coupled to the 

expansion cone segment body for movably 
coupling the expansion cone segment 
body to a corresponding one of the slots of 
the expansion cone support body; 
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wherein the second expansion cone segments overlap 
and are interleaved with the first expansion cone 
segments; and 

a sp«. ring cottar movabfy ooupted to .he exterior o, the ***** support 
member comprising: 
a third tubular support body; 

a first L-shaped retaining member coupled to the third tubular 
support body for mating with the L-shaped slot of the 
second tubular support body; and 
a second L-shaped retaining member coupled to the third tubular 
support body; and 
wherein the lira, tubutar sleeve of the dog assembly farther defines 

a sto, .0, receiving and mating with the second L-shaped retaining . 
member of the split ring collar. 

15 33. The apparatus ofctaim 28, wherein thetubutar supped member further 

"expansion cone support body coupled to the f„s, tubuiar support bed y 

comprising: 

an N-sided tapered tubular support member; 

20 wherein each side of the mul«-sided tapered tubu.ar support 

member defines a T-shaped slot; 
wherein the adjustab.e expansion cone assemb.y comprises: 

N/2 first expansion cone segments movably coupled to the expans.on 
cone support body, each comprising: 
a first expansion cone segment body including arcuate corneal 
outer surfaces; 

a first T-shaped retaining member coupled to the first expansion 
cone segment body for movably coupling the first 
expansion cone segment body to a corresponding one of 
30 tne T-shaped slots of the expansion cone support body; 

and 

a second T-shaped retaining member coupled to the first 
expansion cone segment body; 
35 N/2 second expansion cone segments movably coupled to the 

<wn=,n*inn none support body, each compris.ng: 
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a second expansion cone segment body including arcuate 
conical outer surfaces; 

a third T-shaped retaining member coupled to the second 

expansion cone segment body for movably coupling the 
second expansion cone segment body to a 
corresponding one of the T-shaped slots of the expansion 
cone support body; and 

a fourth T-shaped retaining member coupled to the expansion 
cone segment body; 
wherein the first and second expansion cone segments are interleaved; 
wherein the first expansion cone segment bodies are complementary 

shaped with respect to the second expansion cone segment 

bodies; and 

a split ring collar assembly movably coupled to the exterior of the tubular 
support member comprising: 
a second tubular support body defining: 

N T-shaped slots for movably receiving corresponding 

ones of the second and fourth T-shaped retaining 
members of the interleaved first and second 
expansion cone segments; and 
an L-shaped retaining member coupled to the second tubular 
support body; and 
wherein the first tubular sleeve of the dog assembly further defines: 

a slot for receiving and mating with the L-shaped retaining member of 
the split ring collar. 

34. An apparatus for radially expanding a tubular member, comprising: 
a tubular support member; 

an adjustable expansion cone assembly movably coupled to the tubular support 
member; and 

means for adjusting the adjustable expansion cone assembly. 

35. The apparatus of claim 34, wherein the means for adjusting the adjustable 
expansion cone assembly comprises: 

frictional means for adjusting the adjustable expansion cone assembly. 
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36. The apparatus p. olaim 34. wherein ,he means ,o, adjusting >he adjus.ab,e 
expansion cone assembly comprises: 

reS ,ent means for adjusting the adjustable expansion cone assembly. 

5 37 . An adjustable expansion cone assembly, comprising: 

a tubular support member; mom hpr 
an adjustable expansion cone movably coupled .o .he tubular supped member. 

comprising: 

a Dlurality of expansion cone segments; and 

ml .or guiding expanse cone segments on .he tubular support 
member; and 
means (or adjus.ing the adjustable expansion cone. 

38. The adjure expansion eone assembly o. cjaim 37. herein ft. adius,b.e 
1 5 expansion cone further comprises: 

means for interlocking the expansion cone segments. 

39. The adjustable expansion cone assembly of c«aim 37. wherein the means for 
adjusting the adjustable expansion cone comprises: 

resilient means for supporting the expansion cone segments. 

40 The adjustable expansion cone assembly of daim 37. wherein the expansion 
cone segments indude first and second interred groups of ex P ans,on cone 
segments. 

41 . The adjustable expansion none assembly o. claim 40. wherein the means for 
artiustina the adjustable expansion cone comprises: 

means L disp,aoin 9 .he M and second ,n.erieaved groups o, expansion cone 
segments in opposite directions. 

12 . A melhod o, opening an adjustable expansion cone assenrbly comprising a 
plurality of expansion cone segments, comprising: 

guiding .he expansion cone segments on a tapered body, and 
con«ro,lab,y displacing .he expansion cone segments along the tapered body. 

tko mothnri nf claim 42. further comprising: 
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resiliently guiding the expansion cone segments on the tapered body. 



44. The method of claim 42, further comprising: 
interlocking the expansion cone segments. 

45. The method of claim 42, further comprising: 

dividing the expansion cone segments into first and second groups of 

expansion cone segments; and 
interleaving-the first and second groups of expansion cone segments: 

46. The method of claim 45, further comprising: 

overlapping the first and second groups of expansion cone segments. 

47. The method of claim 45, wherein controllably displacing the expansion cone 
segments along the tapered body comprises: 

displacing the first and second interleaved groups of expansion cone segments 
in opposite directions. 

48. A method of operating an adjustable expansion cone assembly comprising a 
plurality of expansion cone segments, comprising: 

guiding the expansion cone segments on a multi-sided tapered body; 
interlocking the expansion cone segments; and 

controllably displacing the expansion cone segments along the tapered body. 

49. A method of operating an adjustable expansion cone assembly comprising a 
plurality of expansion cone segments, comprising: 

resiliently guiding the expansion cone segments on a multi-sided tapered body; 
guiding each of the expansion cone segments on opposite sides in the - 

circumferential direction; 
interlocking the expansion cone segments; and 

controllably displacing the expansion cone segments along the tapered body. 

50. A method of operating an adjustable expansion cone assembly comprising a 
plurality of expansion cone segments, comprising: 
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dividing the expansion cone segments into first and second groups of 

expansion cone segments; 
interleaving the first and second groups of expansion cone segments; 
overlapping the first and second groups of expansion cone segments; 
recently guiding the expansion cone segments on a multi-sided tapered body; 
guiding each of the expansion cone segments on opposite sides n the 

circumferential direction; and 
controllably displacing the expansion cone segments along the tapered body. 

51 . A method of operating an adjustable expansion cone assembly comprising a 
plurality of expansion cone segments, comprising: 

dividing the expansion cone segments into first and second groups of 
expansion cone segments; ........ 

interleaving the first and second groups of expansion cone segments; 
guiding the expansion cone segments on a multi-sided tapered body; and 
controllably displacing the expansion cone segments along the tapered body 
while also relatively displacing the first and second groups of expans.on 
cone segments in opposite directions. 

52 A method of plastically deforming and radially expanding an expandable tubular 
member using an apparatus comprising a tubular support member, an adjustabte 
expansion cone assembly movably coupled to the tubular support member, and an 
actuator movably coupled to the tubu.ar support member for adjusting the adjustable 
expansion cone assembly, comprising: 

coupling a first end of the expandable tubular member to a tubular structure; 

locking the actuator to the tubular support member of the apparatus; 

inserting the apparatus into the first end of the expandable tubular member; 

moving the actuator and the adjustable expansion cone assembly of the 

apparatus out of the second end of the expandable tubular member; 

reinserting the actuator of the apparatus into the second end of the expandable 
tubular member; 

unlocking the actuator from the tubular support member of the apparatus; 
rotating the actuator relative to the tubular support member of the apparatus; 
and 
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increasing the outside diameter of the adjustable expansion cone assembly by 
moving the tubular support member relative to the actuator, the 
adjustable expansion cone assembly, and the expandable tubular 
member; and 

plastically deforming and radially expanding the expandable tubular member by 
moving the adjustable expansion cone assembly through the 
expandable tubular member. 

53; The method of claim 52, wherein the tubular support member includes one or 
more lugs; wherein the actuator includes one or more corresponding retaining slots; 
and wherein locking comprises positioning the lugs into the corresponding retaining 
slots. 

54. The method of claim 52, wherein the tubular support member includes one or 
more lugs; wherein the actuator includes one or more corresponding retaining slots; 
and wherein unlocking comprises positioning the lugs out of engagement with 
corresponding retaining slots. 

55. The method of claim 52, wherein moving the tubular support member relative to 
the actuator, the adjustable expansion cone assembly, and the expandable tubular 
member comprises: 

the actuator frictionally engaging the expandable tubular member. 

56. The method of claim 52, wherein moving the adjustable expansion cone 
assembly through the expandable tubular member comprises: 

pulling the adjustable expansion cone through the expandable tubular member. 

57. The method of claim 52, further comprising: 

fluidicly sealing the interface between the tubular support member of the 

apparatus and the expandable tubular member; 
wherein moving the adjustable expansion cone assembly through the 

expandable tubular member comprises: 
injecting a pressurized fluid into the tubular support member. 

58. A method of plastically deforming and radially expanding an expandable tubular 

mpmhor 1 icino an 0 r%«-..-~*.<. - .... 
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expansion cone assembly movably coupled to the tubular support member, and an 
actuator movably coupled to the tubular support member for adjusting the adjustable 
expansion cone assembly, comprising: 

coupling a first end of the expandable tubular member to a tubular structure; 
5 inserting the apparatus into the first end of the expandable tubular member in a 

first direction; 

displacing the actuator of the apparatus in a second direction opposite to the 
first direction; 

applying a resilient biasing force to the adjustable expansion cone assembly in 
10 the second direction; 

moving the actuator and the adjustable expansion cone assembly of the 

apparatus out of the second end of the expandable tubular member; 
reinserting the actuator of the apparatus into the second end of the expandable 
tubular member in the second direction; 
15 increasing the outside diameter of the adjustable expansion cone assembly by 

displacing the actuator and the adjustable expansion cone assembly 
relative to the expandable tubular member in the first direction; and 
plastically deforming and radially expanding the expandable tubular member by 
moving the adjustable expansion cone assembly through the 
20 expandable tubular member in the second direction. 
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The method of claim 58. wherein displacing the actuator of the apparatus in the 

second direction comprises: 

impacting the actuator with the first end of the expandable tubular member. 

60. The method of claim 58. wherein displacing the actuator and the adjustable 
expansion cone assembly relative to the expandable tubular member in the first 

direction comprises: 

impacting the actuator with the second end of the expandable tubular member. 

61 . The method of claim 58, wherein moving the adjustable expansion cone 
assembly through the expandable tubular member comprises: 

pulling the adjustable expansion cone through the expandable tubular member. 



35 62. The method of claim 58, further comprising: 
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fluidicly sealing the interface between the tubular support member of the 

apparatus and the expandable tubular member; 
wherein moving the adjustable expansion cone assembly through the 

expandable tubular member comprises: 
injecting a pressurized fluid into the tubular support member. 

63. An adjustable expansion cone assembly, comprising: 

a plurality of expansion cone segments; 

means for guiding the expansion cone segments on a tapered body; and 
means for controllably displacing the expansion cone segments along the 
tapered body. 

64. The assembly of claim 63, further comprising: 

means for resiliently guiding the expansion cone segments on the tapered 
body. 

65. The assembly of claim 63, further comprising: 
means for interlocking the expansion cone segments. 

66. The assembly of claim 63, further comprising: 

means for dividing the expansion cone segments into first and second groups of 

expansion cone segments; and 
means for interleaving the first and second groups of expansion cone 

segments. 

67. The assembly of claim 66, further comprising: 

means for overlapping the first and second groups of expansion cone 
segments. 

68. The assembly of claim 66, wherein the means for controllably displacing the 
expansion cone segments along the tapered body comprises: 

means for displacing the first and second interleaved groups of expansion cone 
segments in opposite directions. 



69. An adjustable expansion cone assembly, comprising: 
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means for guiding the expansion cone segments on a multi-sided tapered body; 
means for interlocking the expansion pone segments; and 
means for controllably displacing the expansion cone segments along the 
tapered body. 

70. An adjustable expansion cone assembly, comprising: 
a plurality of expansion cone segments; 

means for resiliently guiding the expansion cone segments on a multi-sided 
tapered body; 

means for guiding each of the expansion cone segments on opposite sides in 

the circumferential direction; 
means for interlocking the expansion cone segments; and 
means for controllably displacing the expansion cone segments along the 

tapered body. 

71 An adjustable expansion cone assembly, comprising: 
a plurality of expansion cone segments; 

means for dividing the expansion cone segments into first and second groups of 

expansion cone segments; 
means for interleaving the first and second groups of expansion cone 

segments; 

means for overlapping the first and second groups of expansion cone 
segments; 

means for resiliently guiding the expansion cone segments on a multi-sided 
tapered body; 

means for guiding each of the expansion cone segments on opposite sides in 

the circumferential direction; and 
means for controllably displacing the expansion cone segments along the 

tapered body. 

72. An adjustable expansion cone assembly, comprising: 
a plurality of expansion cone segments; 

means for dividing the expansion cone segments into first and second groups of 

expansion cone segments; 
means for interleaving the first and second groups of expansion cone 

cpnmonte* 
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means for guiding the expansion cone segments on a multi-sided tapered body; 
and 

means for controllably displacing the expansion cone segments along the 

tapered body while also relatively displacing the first and second groups 
of expansion cone segments in opposite directions. 

73. An apparatus for plastically deforming and radially expanding an expandable 
tubular member, comprising: 

a tubular support member; 

an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

means for actuating the adjustable expansion cone assembly; 
means for locking the actuator to the tubular support member of the apparatus; 
means for unlocking the actuator from the. tubular support member of the 
apparatus; 

means for increasing the outside diameter of the adjustable expansion cone 

assembly by moving the tubular support member relative to the actuator, 
the adjustable expansion cone assembly, and the expandable tubular 
member. 

74. The apparatus of claim 73, wherein the tubular support member includes one or 
more lugs; wherein the actuator includes one or more corresponding retaining slots; 
and wherein the means for locking comprises positioning the lugs into the 
corresponding retaining slots. 

75. The apparatus of claim 73, wherein the tubular support member includes one or 
more lugs; wherein the actuator includes one or more corresponding retaining slots; 
and wherein the means for unlocking comprises positioning the lugs out of engagement 
with corresponding retaining slots. 

76. The method of claim 73, further comprising: 

means for fluidicly sealing the interface between the tubular support member of 
the apparatus and the expandable tubular member. 

77. An apparatus for plastically deforming and radially expanding an expandable 
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a tubular support member; 

an adjustable expansion cone assembly movably coupled to the tubular support 
member; 

means for actuating the adjustable expansion cone assembly; 
means for displacing the actuator of the apparatus in a first direction; 
means for applying a resilient biasing force to the adjustable expansion cone 

assembly when the actuator is displaced in the first direction; 
means for increasing the outside diameter of the adjustable expansion cone 

assembly by displacing the actuator and the adjustable expansion cone 

assembly relative to the expandable tubular member in a second 
direction opposite to the first direction. 

78. The apparatus of claim 77. wherein the means for displacing the actuator of the 
apparatus in the first direction comprises: 

means for impacting the actuator. 

79. The apparatus of claim 77. wherein the means for displacing the actuator and the 
adjustable expansion cone assembly relative to the expandable tubular member in the 
first direction comprises: 

means for impacting the actuator. 
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